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B.6
AVPs Description for the Rc Reference Point
In Rc Account Balance Request and Response message, the AVP definitions are same as in TS 32.299 [50], except there is definition in the present chapter.
Detailed descriptions of AVPs that are used specifically for account balance management are provided in the subclauses below the table. The table contains all AVPs used for the Diameter ABM application, in alphabetical order. For AVPs that are just borrowed from other applications only the reference is provided in the table below, and the detailed description is not repeated.
	AVP Name
	AVP Code
	Data Type
	Description / Reference

	

	[ AB-Response ]
	TBD
	Grouped
	subclause B.6.1

	     * [ Acct-Balance ]
	TBD
	Group
	subclause B.6.2

	
     [ Acct-Balance-Id ]
	TBD
	Unsigned64
	subclause B.6.3

	
     [ Unit-Value ]
	
	
	Used as defined in DCCA  [402].

	

     [ Value-Digits ]
	
	
	Used as defined in DCCA  [402].

	

     [ Exponent ]
	
	
	Used as defined in DCCA  [402].

	
* [ Counter ]
	TBD
	Grouped
	Used as defined in subclause 7.1.4.2.9

	

{ CounterID }
	TBD
	Unsigned32
	Used as defined in subclause 7.1.4.2.20

	

[ CounterValue ]
	TBD
	Integer32
	Used as defined in subclause 7.1.4.2.25

	

[ CounterExpiryDate ]
	TBD
	Time
	Used as defined in subclause 7.1.4.2.19


B.6.1
AB-Response AVP

The AB-Response AVP (AVP code XXXX) is of type Grouped. It contains information related to present information and counters information which stored in the ABMF.
The AB-Response AVP has the following format:

AB-Response:: = 
< AVP Header: TBD>
* [ Acct-Balance ]
* [ ABCounter ]
B.6.2
Acct-Balance AVP

The Acct-Balance AVP (AVP code XXXX) is of type Grouped. It contains information related to return specific account balance when a subscriber has multiple accounts. A subscriber may have multiple accounts assigned by operator, e.g. normal account, present account, etc.

The Acct-Balance AVP has the following format:
Acct-Balance:: = 
< AVP Header: TBD>

[ Acct-Balance-Id ] 


[ Unit-Value ]



[ Value-Digits ] 



[ Exponent ]
B.6.3
Acct-Balance-Id AVP

The Acct-Balance-Id AVP (AVP code XXXX) is of type Unsigned64. It contains information related to specify the account which will be operated. A subscriber may have multiple accounts assigned by operator, e.g. nomarl account, present account, etc. As for online charging function, it needs to specify the account for debit of used amount.
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