Page 1



3GPP TSG-SA5 (Telecom Management)
S5-111983
SA5#77, 9-13 May 2011; Shenzhen, P.R. China 
revision of S5-111916
	CR-Form-v9.8

	CHANGE REQUEST

	

	(
	32.584
	CR
	0010
	(
rev
	1
	(
Current version:
	10.0.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(
	Correction of XML definition for HNB non-IPsec usage - alignment with 33.320

	
	

	Source to WG:
(
	China Mobile

	Source to TSG:
(
	S5

	
	

	Work item code:
(
	OAM9
	
	Date: (
	13/05/2011

	
	
	
	
	

	Category:
(
	A
	
	Release: (
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
	According to latest 33.320 R10, IPsec use for the backhaul link is mandatory to implement but optional to use based on an operator policy. The HMS may securely configure the HNB according to the operator’s policy, whether or not to use IPsec for subsequent connections. In order to align with 33.320 R10, the IPsec related XML definition is proposed to be corrected.

	
	

	Summary of change:
(
	The IPsec related XML definition is proposed to be corrected.

	
	

	Consequences if 
(
not approved:
	There are inconsistent IPsec usages occurred between SA3 and SA5. Non-IPsec usage can’t be supported forever.

	
	

	Clauses affected:
(
	4.2.2

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


	1st Modified Section


4.2.2
CM data file XML schema
The following XML schema configData.xsd is the schema for CM data XML files:

<?xml version="1.0" encoding="UTF-8"?>
<!--

  3GPP TS 32.584 Configuration Data XML file format definition

  data file XML schema

  configData.xsd

-->

<schema xmlns:cd="http://www.3gpp.org/ftp/specs/archive/32_series/32.584#configData" xmlns="http://www.w3.org/2001/XMLSchema" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.584#configData" elementFormDefault="qualified">


<!-- Config data XML elements -->


<element name="AccessMode">



<simpleType>




<restriction base="string">





<enumeration value="Open Access"/>





<enumeration value="Closed Access"/>





<enumeration value="Hybrid Access"/>




</restriction>



</simpleType>


</element>


<element name="BandIndicator">



<simpleType>




<restriction base="string">





<enumeration value="GSM 850"/>





<enumeration value="GSM 900"/>





<enumeration value="DCS 1800"/>





<enumeration value="PCS 1900"/>




</restriction>



</simpleType>


</element>


<element name="InServiceHandling">



<simpleType>




<restriction base="string">





<enumeration value="Immediate"/>





<enumeration value="Delayed"/>




</restriction>



</simpleType>


</element>


<element name="MeasurementQuantity-Inter">



<simpleType>




<restriction base="string">





<enumeration value="CPICH Ec/No"/>





<enumeration value="CPICH RSCP"/>




</restriction>



</simpleType>


</element>


<element name="MeasurementQuantity-Intra">



<simpleType>




<restriction base="string">





<enumeration value="CPICH Ec/No"/>





<enumeration value="CPICH RSCP"/>





<enumeration value="Pathloss"/>




</restriction>



</simpleType>


</element>


<element name="Modifier">



<simpleType>




<restriction base="string">





<enumeration value="create"/>





<enumeration value="delete"/>





<enumeration value="update"/>




</restriction>



</simpleType>


</element>


<element name="NonCSGUEAccessDecision">



<simpleType>




<restriction base="string">





<enumeration value="Local"/>





<enumeration value="Query FAP-GW"/>





<enumeration value="By Core"/>




</restriction>



</simpleType>


</element>


<element name="NonHCSTCRMax">



<simpleType>




<restriction base="string">





<enumeration value="not used"/>





<enumeration value="30"/>





<enumeration value="60"/>





<enumeration value="120"/>





<enumeration value="180"/>





<enumeration value="240"/>




</restriction>



</simpleType>


</element>


<element name="NonHCSTCRMaxHyst">



<simpleType>




<restriction base="string">





<enumeration value="not used"/>





<enumeration value="10"/>





<enumeration value="20"/>





<enumeration value="30"/>





<enumeration value="40"/>





<enumeration value="50"/>





<enumeration value="60"/>





<enumeration value="70"/>




</restriction>



</simpleType>


</element>


<element name="NumberOfPSCs">



<simpleType>




<restriction base="string">





<enumeration value="5"/>





<enumeration value="10"/>





<enumeration value="15"/>





<enumeration value="20"/>





<enumeration value="30"/>





<enumeration value="40"/>





<enumeration value="50"/>





<enumeration value="64"/>





<enumeration value="80"/>





<enumeration value="120"/>





<enumeration value="160"/>





<enumeration value="256"/>





<enumeration value="alltherest"/>





<enumeration value="spare3"/>





<enumeration value="spare2"/>





<enumeration value="spare1"/>




</restriction>



</simpleType>


</element>


<element name="PLMNType">



<simpleType>




<restriction base="string">





<enumeration value="GSM-MAP"/>





<enumeration value="ANSI-41"/>




</restriction>



</simpleType>


</element>


<element name="QualityMeasureCPICH">



<simpleType>




<restriction base="string">





<enumeration value="Ec/No"/>





<enumeration value="RSCP"/>




</restriction>



</simpleType>


</element>


<element name="TCRMax">



<simpleType>




<restriction base="string">





<enumeration value="not used"/>





<enumeration value="30"/>





<enumeration value="60"/>





<enumeration value="120"/>





<enumeration value="180"/>





<enumeration value="240"/>




</restriction>



</simpleType>


</element>


<element name="TCRMaxHyst">



<simpleType>




<restriction base="string">





<enumeration value="not used"/>





<enumeration value="10"/>





<enumeration value="20"/>





<enumeration value="30"/>





<enumeration value="40"/>





<enumeration value="50"/>





<enumeration value="60"/>





<enumeration value="70"/>




</restriction>



</simpleType>


</element>


<element name="TransferTypeFilter">



<simpleType>




<restriction base="string">





<enumeration value="Upload"/>





<enumeration value="Download"/>





<enumeration value="Both"/>




</restriction>



</simpleType>


</element>


<element name="DeviceInfo">



<complexType>




<sequence>





<element name="ProvisioningCode" type="string" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="AutonomousTransferCompletePolicy">



<complexType>




<sequence>





<element name="Enable" type="boolean" minOccurs="0"/>





<element ref="cd:TransferTypeFilter" minOccurs="0"/>





<element name="FileTypeFilter" type="string" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="ManagementServer">



<complexType>




<sequence>





<element name="URL" type="string" minOccurs="0"/>





<element name="Username" type="string" minOccurs="0"/>





<element name="Password" type="string" minOccurs="0"/>





<element name="PeriodicInformEnable" type="boolean" minOccurs="0"/>





<element name="PeriodicInformInterval" type="unsignedInt" minOccurs="0"/>





<element name="PeriodicInformTime" type="dateTime" minOccurs="0"/>





<element name="ConnectionRequestUsername" type="string" minOccurs="0"/>





<element name="ConnectionRequestPassword" type="string" minOccurs="0"/>





<element name="DefaultActiveNotificationThrottle" type="unsignedInt" minOccurs="0"/>





<element ref="cd:AutonomousTransferCompletePolicy" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="Time">



<complexType>




<sequence>





<element name="Enable" type="boolean" minOccurs="0"/>





<element name="NTPServer1" type="string" minOccurs="0"/>





<element name="NTPServer2" type="string" minOccurs="0"/>





<element name="NTPServer3" type="string" minOccurs="0"/>





<element name="NTPServer4" type="string" minOccurs="0"/>





<element name="NTPServer5" type="string" minOccurs="0"/>





<element name="LocalTimeZoneName" type="string" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="DNPrefix" type="string"/>


<element name="Gateway">



<complexType>




<sequence>





<element name="SecGWServer1" type="string" minOccurs="0"/>





<element name="SecGWServer2" type="string" minOccurs="0"/>





<element name="SecGWServer3" type="string" minOccurs="0"/>





<element name="FAPGWServer1" type="string" minOccurs="0"/>





<element name="FAPGWServer2" type="string" minOccurs="0"/>





<element name="FAPGWServer3" type="string" minOccurs="0"/>





<element name="FAPGWPort" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="SelfConfig">



<complexType>




<sequence>





<element name="UARFCNSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="PrimaryScramblingCodeSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="MaxFAPTxPowerSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="PCPICHPowerSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="MaxULTxPowerSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="LACRACURASelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="NeighborListSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="CellReSelectionSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="IntraFreqMeasSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="InterFreqMeasSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="InterRATMeasSelfConfigEnable" type="boolean" minOccurs="0"/>





<element name="UEInternalMeasConfigEnable" type="boolean" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="UMTS">



<complexType>




<sequence>





<element ref="cd:SelfConfig" minOccurs="0"/>





<element ref="cd:Gateway" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="AdminState" type="boolean"/>


<element name="SelfConfigEvents" type="string"/>


<element name="EnclosureTamperingDetected" type="boolean"/>


<element name="FAPControl">



<complexType>




<sequence>





<element ref="cd:AdminState" minOccurs="0"/>





<element ref="cd:SelfConfigEvents" minOccurs="0"/>





<element ref="cd:EnclosureTamperingDetected" minOccurs="0"/>





<element ref="cd:UMTS" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="CSGMembershipDeterminedLocally" type="boolean"/>


<element name="HNBName" type="string"/>


<element name="HomeZoneName">



<simpleType>




<restriction base="string">





<maxLength value="48"/>




</restriction>



 </simpleType>


</element>


<element name="MaxConcurrentCSGUsers" type="integer"/>


<element name="CSGID" type="unsignedInt"/>


<element name="AccessControlList" type="string"/>


<element name="MemberDetail">



<complexType>




<sequence>





<element ref="cd:Modifier" minOccurs="0"/>





<element name="Enable" type="boolean" minOccurs="0"/>





<element name="IMSI" type="string" minOccurs="0"/>





<element name="MSISDN" type="string" minOccurs="0"/>





<element name="MembershipExpires" type="dateTime" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="AccessMgmt">



<complexType>




<sequence>





<element ref="cd:AccessMode" minOccurs="0"/>





<element ref="cd:NonCSGUEAccessDecision" minOccurs="0"/>





<element ref="cd:CSGMembershipDeterminedLocally" minOccurs="0"/>





<element ref="cd:HNBName" minOccurs="0"/>





<element ref="cd:HomeZoneName" minOccurs="0"/>





<element ref="cd:MaxConcurrentCSGUsers" minOccurs="0"/>





<element ref="cd:CSGID" minOccurs="0"/>





<element ref="cd:AccessControlList" minOccurs="0"/>





<element ref="cd:MemberDetail" minOccurs="0" maxOccurs="unbounded"/>




<element ref="cd:LocalIPAccess" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="CN">



<complexType>




<sequence>





<element ref="cd:PLMNType" minOccurs="0"/>





<element name="PLMNID" type="string" minOccurs="0"/>





<element name="EquivPLMNID" type="string" minOccurs="0"/>





<element name="SAC" type="unsignedInt" minOccurs="0"/>





<element name="LACRAC" type="string" minOccurs="0"/>





<element name="CSDomain" minOccurs="0">






<complexType>







<sequence>








<element name="T3212" type="unsignedInt" minOccurs="0"/>








<element name="IMSIAttachDetachEnable" type="boolean" minOccurs="0"/>







</sequence>






</complexType>





</element>





<element name="PSDomain" minOccurs="0">






<complexType>







<sequence>








<element name="NetworkModeOperationCombined" type="boolean" minOccurs="0"/>







</sequence>






</complexType>





</element>




</sequence>



</complexType>


</element>


<element name="CSG">



<complexType>




<sequence>





<element name="UARFCNDLList" type="string" minOccurs="0"/>





<element name="CSGPSCSplitInfo" minOccurs="0">






<complexType>







<sequence>








<element name="StartPSCRange1Coefficient" type="unsignedInt" minOccurs="0"/>








<element ref="cd:NumberOfPSCs" minOccurs="0"/>








<element name="PSCRange2Offset" type="unsignedInt" minOccurs="0"/>







</sequence>






</complexType>





</element>




</sequence>



</complexType>


</element>


<element name="CellSelection">



<complexType>




<sequence>





<element ref="cd:QualityMeasureCPICH" minOccurs="0"/>





<element name="QqualMin" type="integer" minOccurs="0"/>





<element name="QqualMinOffset" type="unsignedInt" minOccurs="0"/>





<element name="QRxLevMin" type="integer" minOccurs="0"/>





<element name="DeltaQRxLevMin" type="integer" minOccurs="0"/>





<element name="QRxLevMinOffset" type="unsignedInt" minOccurs="0"/>





<element name="QHyst1s" type="unsignedInt" minOccurs="0"/>





<element name="QHyst2s" type="unsignedInt" minOccurs="0"/>





<element name="TReselections" type="unsignedInt" minOccurs="0"/>





<element name="SIntrasearch" type="integer" minOccurs="0"/>





<element name="SIntersearch" type="integer" minOccurs="0"/>





<element name="SSearchHCS" type="integer" minOccurs="0"/>





<element name="SSearchRAT" type="integer" minOccurs="0"/>





<element name="SHCSRAT" type="integer" minOccurs="0"/>





<element name="SLimitSearchRAT" type="integer" minOccurs="0"/>





<element ref="cd:NonHCSTCRMax" minOccurs="0"/>





<element name="NonHCSNCR" type="unsignedInt" minOccurs="0"/>





<element ref="cd:NonHCSTCRMaxHyst" minOccurs="0"/>





<element name="QHCS" type="unsignedInt" minOccurs="0"/>





<element name="UseOfHCS" type="boolean" minOccurs="0"/>





<element name="HCSPrio" type="unsignedInt" minOccurs="0"/>





<element ref="cd:TCRMax" minOccurs="0"/>





<element name="NCR" type="unsignedInt" minOccurs="0"/>





<element ref="cd:TCRMaxHyst" minOccurs="0"/>





<element name="UETxPwrMaxRACH" type="integer" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="RRCTimers">



<complexType>




<sequence>





<element name="T300" type="unsignedInt" minOccurs="0"/>





<element name="T301" type="unsignedInt" minOccurs="0"/>





<element name="T302" type="unsignedInt" minOccurs="0"/>





<element name="T304" type="unsignedInt" minOccurs="0"/>





<element name="T305" type="unsignedInt" minOccurs="0"/>





<element name="T307" type="unsignedInt" minOccurs="0"/>





<element name="T308" type="unsignedInt" minOccurs="0"/>





<element name="T309" type="unsignedInt" minOccurs="0"/>





<element name="T310" type="unsignedInt" minOccurs="0"/>





<element name="T311" type="unsignedInt" minOccurs="0"/>





<element name="T312" type="unsignedInt" minOccurs="0"/>





<element name="T313" type="unsignedInt" minOccurs="0"/>





<element name="T314" type="unsignedInt" minOccurs="0"/>





<element name="T315" type="unsignedInt" minOccurs="0"/>





<element name="T316" type="unsignedInt" minOccurs="0"/>





<element name="T317" type="unsignedInt" minOccurs="0"/>





<element name="N300" type="unsignedInt" minOccurs="0"/>





<element name="N301" type="unsignedInt" minOccurs="0"/>





<element name="N302" type="unsignedInt" minOccurs="0"/>





<element name="N304" type="unsignedInt" minOccurs="0"/>





<element name="N310" type="unsignedInt" minOccurs="0"/>





<element name="N312" type="unsignedInt" minOccurs="0"/>





<element name="N313" type="unsignedInt" minOccurs="0"/>





<element name="N315" type="unsignedInt" minOccurs="0"/>





<element name="WaitTime" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="DRX">



<complexType>




<sequence>





<element name="DRXCycleLengthCoefficientCS" type="unsignedInt" minOccurs="0"/>





<element name="DRXCycleLengthCoefficientPS" type="unsignedInt" minOccurs="0"/>





<element name="UTRANDRXCycleLengthCoefficient" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="PowerControl">



<complexType>




<sequence>





<element name="ConstantValue" type="integer" minOccurs="0"/>





<element name="PowerRampStepUp" type="unsignedInt" minOccurs="0"/>





<element name="PreambleRetransMax" type="unsignedInt" minOccurs="0"/>





<element name="PersistenceScaleFactor" type="unsignedInt" minOccurs="0"/>





<element name="MMax" type="unsignedInt" minOccurs="0"/>





<element name="NB01Min" type="unsignedInt" minOccurs="0"/>





<element name="NB01Max" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="CellRestriction">



<complexType>




<sequence>





<element name="CellBarred" type="boolean" minOccurs="0"/>





<element name="IntraFreqCellReselectionIndicator" type="boolean" minOccurs="0"/>





<element name="TBarred" type="unsignedInt" minOccurs="0"/>





<element name="AccessClassBarredListCS" type="string" minOccurs="0"/>





<element name="AccessClassBarredListPS" type="string" minOccurs="0"/>





<element name="CellReservedForOperatorUse" type="boolean" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="IntraFreqMeas">



<complexType>




<sequence>





<element ref="cd:MeasurementQuantity-Intra" minOccurs="0"/>





<element name="FilterCoefficient" type="unsignedInt" minOccurs="0"/>





<element name="IntraFrequencyEventIdentity" type="string" minOccurs="0"/>





<element name="TriggeringCondition2Event1a" type="string" minOccurs="0"/>





<element name="TriggeringCondition1Event1b" type="string" minOccurs="0"/>





<element name="TriggeringCondition2Event1e" type="string" minOccurs="0"/>





<element name="TriggeringCondition1Event1f" type="string" minOccurs="0"/>





<element name="ReportingRangeEvent1a" type="unsignedInt" minOccurs="0"/>





<element name="ReportingRangeEvent1b" type="unsignedInt" minOccurs="0"/>





<element name="WeightingFactorEvent1a" type="unsignedInt" minOccurs="0"/>





<element name="WeightingFactorEvent1b" type="unsignedInt" minOccurs="0"/>





<element name="ReportDeactivationThresholdEvent1a" type="unsignedInt" minOccurs="0"/>





<element name="ReportingAmountEvent1a" type="integer" minOccurs="0"/>





<element name="ReportingAmountEvent1c" type="integer" minOccurs="0"/>





<element name="ReportingIntervalEvent1a" type="unsignedInt" minOccurs="0"/>





<element name="ReportingIntervalEvent1c" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent1a" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent1b" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent1c" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent1e" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent1f" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent1a" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent1b" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent1c" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent1e" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent1f" type="unsignedInt" minOccurs="0"/>





<element name="ThresholdUsedFrequencyEvent1e" type="integer" minOccurs="0"/>





<element name="ThresholdUsedFrequencyEvent1f" type="integer" minOccurs="0"/>





<element name="ReplacementActivationThresholdEvent1c" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="InterFreqMeas">



<complexType>




<sequence>





<element ref="cd:MeasurementQuantity-Inter" minOccurs="0"/>





<element name="FilterCoefficient" type="unsignedInt" minOccurs="0"/>





<element name="InterFrequencyEventIdentity" type="string" minOccurs="0"/>





<element name="WeightingFactorEvent2a" type="unsignedInt" minOccurs="0"/>





<element name="WeightingFactorEvent2b" type="unsignedInt" minOccurs="0"/>





<element name="WeightingFactorEvent2d" type="unsignedInt" minOccurs="0"/>





<element name="WeightingFactorEvent2f" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent2a" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent2b" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent2d" type="unsignedInt" minOccurs="0"/>





<element name="HysteresisEvent2f" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent2a" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent2b" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent2d" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTriggerEvent2f" type="unsignedInt" minOccurs="0"/>





<element name="ThresholdUsedFrequencyEvent2b" type="integer" minOccurs="0"/>





<element name="ThresholdUsedFrequencyEvent2d" type="integer" minOccurs="0"/>





<element name="ThresholdUsedFrequencyEvent2f" type="integer" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="InterRATMeas">



<complexType>




<sequence>





<element name="GSMFilterCoefficient" type="unsignedInt" minOccurs="0"/>





<element name="BSICVerificationRequired" type="boolean" minOccurs="0"/>





<element name="WeightingFactor" type="unsignedInt" minOccurs="0"/>





<element name="Hysteresis" type="unsignedInt" minOccurs="0"/>





<element name="TimeToTrigger" type="unsignedInt" minOccurs="0"/>





<element name="ThresholdOwnSystem" type="integer" minOccurs="0"/>





<element name="ThresholdOtherSystem" type="integer" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="UEInternalMeas">



<complexType>




<sequence>





<element name="FilterCoefficient" type="unsignedInt" minOccurs="0"/>





<element name="UETxPwrThresholdEvent6a" type="integer" minOccurs="0"/>





<element name="TimeToTriggerEvent6a" type="unsignedInt" minOccurs="0"/>





<element name="UETxPwrThresholdEvent6b" type="integer" minOccurs="0"/>





<element name="TimeToTriggerEvent6b" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="RF">



<complexType>




<sequence>





<element name="UARFCNDL" type="string" minOccurs="0"/>





<element name="UARFCNDLToProtect" type="string" minOccurs="0"/>





<element name="PrimaryScramblingCode" type="string" minOccurs="0"/>





<element name="MaxFAPTxPower" type="string" minOccurs="0"/>





<element name="MaxULTxPower" type="string" minOccurs="0"/>





<element name="PCPICHPower" type="string" minOccurs="0"/>





<element name="PowerOffsetPilotDPDCH" type="unsignedInt" minOccurs="0"/>





<element name="FAPCoverageTarget" type="unsignedInt" minOccurs="0"/>





<element name="PSCHPower" type="integer" minOccurs="0"/>





<element name="SSCHPower" type="integer" minOccurs="0"/>





<element name="PICHPower" type="integer" minOccurs="0"/>





<element name="PCHPower" type="integer" minOccurs="0"/>





<element name="FACHPower" type="integer" minOccurs="0"/>





<element name="BCHPower" type="integer" minOccurs="0"/>





<element name="AICHPower" type="integer" minOccurs="0"/>





<element name="CTCHAllocationPeriod" type="unsignedInt" minOccurs="0"/>





<element name="CBSFrameOffset" type="unsignedInt" minOccurs="0"/>





<element name="MaxTTI" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="IntraFreqCell">



<complexType>




<sequence>





<element ref="cd:Modifier" minOccurs="0"/>





<element name="Enable" type="boolean" minOccurs="0"/>





<element name="MustInclude" type="boolean" minOccurs="0"/>





<element name="PLMNID" type="string" minOccurs="0"/>





<element name="RNCID" type="unsignedInt" minOccurs="0"/>





<element name="CID" type="unsignedInt" minOccurs="0"/>





<element name="LAC" type="unsignedInt" minOccurs="0"/>





<element name="RAC" type="unsignedInt" minOccurs="0"/>





<element name="URA" type="unsignedInt" minOccurs="0"/>





<element name="PCPICHScramblingCode" type="unsignedInt" minOccurs="0"/>





<element name="PCPICHTxPower" type="integer" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="InterFreqCell">



<complexType>




<sequence>





<element ref="cd:Modifier" minOccurs="0"/>





<element name="Enable" type="boolean" minOccurs="0"/>





<element name="MustInclude" type="boolean" minOccurs="0"/>





<element name="PLMNID" type="string" minOccurs="0"/>





<element name="RNCID" type="unsignedInt" minOccurs="0"/>





<element name="CID" type="unsignedInt" minOccurs="0"/>





<element name="LAC" type="unsignedInt" minOccurs="0"/>





<element name="RAC" type="unsignedInt" minOccurs="0"/>





<element name="URA" type="unsignedInt" minOccurs="0"/>





<element name="UARFCNUL" type="unsignedInt" minOccurs="0"/>





<element name="UARFCNDL" type="unsignedInt" minOccurs="0"/>





<element name="PCPICHScramblingCode" type="unsignedInt" minOccurs="0"/>





<element name="PCPICHTxPower" type="integer" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="InterRATCell">



<complexType>




<sequence>





<element name="GSM" minOccurs="0" maxOccurs="unbounded">






<complexType>







<sequence>








<element ref="cd:Modifier" minOccurs="0"/>








<element name="Enable" type="boolean" minOccurs="0"/>








<element name="MustInclude" type="boolean" minOccurs="0"/>








<element name="PLMNID" type="string" minOccurs="0"/>








<element name="LAC" type="unsignedInt" minOccurs="0"/>








<element name="BSIC" type="unsignedInt" minOccurs="0"/>








<element name="CI" type="unsignedInt" minOccurs="0"/>








<element ref="cd:BandIndicator" minOccurs="0"/>








<element name="BCCHARFCN" type="unsignedInt" minOccurs="0"/>







</sequence>






</complexType>





</element>




</sequence>



</complexType>


</element>


<element name="NeighborList">



<complexType>




<sequence>





<element ref="cd:IntraFreqCell" minOccurs="0" maxOccurs="unbounded"/>





<element ref="cd:InterFreqCell" minOccurs="0" maxOccurs="unbounded"/>





<element ref="cd:InterRATCell" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="FDDFAP">



<complexType>




<sequence>





<element name="HSFlag" type="boolean" minOccurs="0"/>





<element name="HSEnable" type="boolean" minOccurs="0"/>





<element name="NumOfHSPDSCHs" type="unsignedInt" minOccurs="0"/>





<element name="NumOfHSSCCHs" type="unsignedInt" minOccurs="0"/>





<element ref="cd:CellSelection" minOccurs="0"/>





<element ref="cd:RRCTimers" minOccurs="0"/>





<element ref="cd:DRX" minOccurs="0"/>





<element ref="cd:PowerControl" minOccurs="0"/>





<element ref="cd:CellRestriction" minOccurs="0"/>





<element ref="cd:IntraFreqMeas" minOccurs="0"/>





<element ref="cd:InterFreqMeas" minOccurs="0"/>





<element ref="cd:InterRATMeas" minOccurs="0"/>





<element ref="cd:UEInternalMeas" minOccurs="0"/>





<element ref="cd:RF" minOccurs="0"/>





<element ref="cd:NeighborList" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="RAN">



<complexType>




<sequence>





<element name="URAList" type="string" minOccurs="0"/>





<element name="RNCID" type="unsignedInt" minOccurs="0"/>





<element name="CellID" type="unsignedInt" minOccurs="0"/>





<element name="HNBIDRealm" type="string" minOccurs="0"/>





<element name="TRatC" type="unsignedInt" minOccurs="0"/>





<element name="TRafC" type="unsignedInt" minOccurs="0"/>





<element name="NRafC" type="unsignedInt" minOccurs="0"/>





<element name="TigOR" type="unsignedInt" minOccurs="0"/>





<element name="TinTR" type="unsignedInt" minOccurs="0"/>





<element name="TDataFwd" type="unsignedInt" minOccurs="0"/>





<element name="TRelocPrep" type="unsignedInt" minOccurs="0"/>





<element name="TRelocOverall" type="unsignedInt" minOccurs="0"/>





<element ref="cd:CSG" minOccurs="0"/>





<element ref="cd:FDDFAP" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="CellConfig">



<complexType>




<sequence>





<element name="UMTS" minOccurs="0">






<complexType>







<sequence>








<element ref="cd:CN" minOccurs="0"/>








<element ref="cd:RAN" minOccurs="0"/>







</sequence>






</complexType>





</element>




</sequence>



</complexType>


</element>


<element name="SCTP">



<complexType>




<sequence>





<element name="Enable" type="boolean" minOccurs="0"/>





<element name="HBInterval" type="unsignedInt" minOccurs="0"/>





<element name="MaxAssociationRetransmits" type="unsignedInt" minOccurs="0"/>





<element name="MaxInitRetransmits" type="unsignedInt" minOccurs="0"/>





<element name="MaxPathRetransmits" type="unsignedInt" minOccurs="0"/>





<element name="RTOInitial" type="unsignedInt" minOccurs="0"/>





<element name="RTOMax" type="unsignedInt" minOccurs="0"/>





<element name="RTOMin" type="unsignedInt" minOccurs="0"/>





<element name="ValCookieLife" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="RealTime">



<complexType>




<sequence>





<element name="RTCPEnable" type="boolean" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="Packet">



<complexType>




<sequence>





<element name="EchoInterval" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="IPsec">



<complexType>




<sequence>





<element name="IpsecUsageIndicator" type="boolean" minOccurs="0"/>




</sequence>



</complexType>

</element>


<element name="Tunnel">



<complexType>




<sequence>





<element name="VirtualInterface" minOccurs="0" maxOccurs="unbounded">






<complexType>







<sequence>








<element name="Enable" type="boolean" minOccurs="0"/>








<element ref="cd:Modifier" minOccurs="0"/>








<element name="CryptoProfile" type="string" minOccurs="0"/>








<element name="DSCPMarkPolicy" type="integer" minOccurs="0"/>







</sequence>






</complexType>





</element>




</sequence>



</complexType>


</element>


<element name="Security">



<complexType>




<sequence>





<element name="Secret" minOccurs="0" maxOccurs="unbounded">






<complexType>







<sequence>








<element name="Enable" type="boolean" minOccurs="0"/>







</sequence>






</complexType>





</element>





<element name="Pkey" minOccurs="0" maxOccurs="unbounded">






<complexType>







<sequence>








<element name="Enable" type="boolean" minOccurs="0"/>







</sequence>






</complexType>





</element>





<element name="CryptoProfile" minOccurs="0" maxOccurs="unbounded">






<complexType>







<sequence>








<element ref="cd:Modifier" minOccurs="0"/>








<element name="Enable" type="boolean" minOccurs="0"/>








<element name="AuthMethod" type="string"/>








<element name="MaxChildSA" type="unsignedInt" minOccurs="0"/>








<element name="IKEEncrypt" type="string"/>








<element name="IKEPRF" type="string"/>








<element name="IKEIntegrity" type="string"/>








<element name="IKEDH" type="string"/>








<element name="ESPEncrypt" type="string"/>








<element name="ESPIntegrity" type="string"/>








<element name="IPsecWindowSize" type="unsignedInt" minOccurs="0"/>








<element name="IKERekeyLifetime" type="unsignedInt" minOccurs="0"/>








<element name="IPsecRekeyLifetimeByte" type="unsignedInt" minOccurs="0"/>








<element name="IPsecRekeyLifetimeTime" type="unsignedInt" minOccurs="0"/>








<element name="DPDTimer" type="unsignedInt" minOccurs="0"/>








<element name="NATTKeepaliveTimer" type="unsignedInt" minOccurs="0"/>







</sequence>






</complexType>





</element>




</sequence>



</complexType>


</element>


<element name="Transport">



<complexType>




<sequence>





<element ref="cd:SCTP" minOccurs="0"/>





<element ref="cd:RealTime" minOccurs="0"/>





<element ref="cd:Packet" minOccurs="0"/>




<element ref="cd:IPsec" minOccurs="0"/>




<element ref="cd:Tunnel" minOccurs="0"/>





<element ref="cd:Security" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="WCDMAFDD">



<complexType>




<sequence>





<element ref="cd:InServiceHandling" minOccurs="0"/>





<element name="ScanOnBoot" type="boolean" minOccurs="0"/>





<element name="ScanPeriodically" type="boolean" minOccurs="0"/>





<element name="PeriodicInterval" type="unsignedInt" minOccurs="0"/>





<element name="PeriodicTime" type="dateTime" minOccurs="0"/>





<element name="REMPLMNList" type="string" minOccurs="0"/>





<element name="REMBandList" type="string" minOccurs="0"/>





<element name="UARFCNDLList" type="string" minOccurs="0"/>





<element name="ScanTimeout" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="GSM">



<complexType>




<sequence>





<element ref="cd:InServiceHandling" minOccurs="0"/>





<element name="ScanOnBoot" type="boolean" minOccurs="0"/>





<element name="ScanPeriodically" type="boolean" minOccurs="0"/>





<element name="PeriodicInterval" type="unsignedInt" minOccurs="0"/>





<element name="PeriodicTime" type="dateTime" minOccurs="0"/>





<element name="REMPLMNList" type="string" minOccurs="0"/>





<element name="REMBandList" type="string" minOccurs="0"/>





<element name="ARFCNList" type="string" minOccurs="0"/>





<element name="ScanTimeout" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="REM">



<complexType>




<sequence>





<element ref="cd:WCDMAFDD" minOccurs="0"/>





<element ref="cd:GSM" minOccurs="0"/>




</sequence>



</complexType>


</element>


<element name="GPS">



<complexType>




<sequence>





<element name="ScanOnBoot" type="boolean" minOccurs="0"/>





<element name="ScanPeriodically" type="boolean" minOccurs="0"/>





<element name="PeriodicInterval" type="unsignedInt" minOccurs="0"/>





<element name="PeriodicTime" type="dateTime" minOccurs="0"/>





<element name="ContinuousGPS" type="boolean" minOccurs="0"/>





<element name="ScanTimeout" type="unsignedInt" minOccurs="0"/>




</sequence>



</complexType>


</element>


<!-- Configuration data file root XML element -->


<element name="configDataFile">



<complexType>




<sequence>





<element name="fileHeader">






<complexType>







<attribute name="fileFormatVersion" type="string" use="required"/>







<attribute name="senderName" type="string" use="optional"/>







<attribute name="vendorName" type="string" use="optional"/>






</complexType>





</element>





<element name="configData" minOccurs="0" maxOccurs="unbounded">






<complexType>







<sequence>








<element name="managedElement">









<complexType>










<attribute name="localDn" type="string" use="optional"/>










<attribute name="userLabel" type="string" use="optional"/>










<attribute name="swVersion" type="string" use="optional"/>









</complexType>








</element>








<element ref="cd:DeviceInfo" minOccurs="0"/>








<element ref="cd:ManagementServer" minOccurs="0"/>








<element ref="cd:Time" minOccurs="0"/>








<element name="FAPService" minOccurs="0" maxOccurs="unbounded">









<complexType>










<sequence>











<element ref="cd:DNPrefix" minOccurs="0"/>











<element ref="cd:FAPControl" minOccurs="0"/>











<element ref="cd:AccessMgmt" minOccurs="0"/>











<element ref="cd:CellConfig" minOccurs="0"/>











<element ref="cd:Transport" minOccurs="0"/>











<element ref="cd:REM" minOccurs="0"/>











<element ref="cd:GPS" minOccurs="0"/>










</sequence>









</complexType>








</element>







</sequence>






</complexType>





</element>





<element name="fileFooter">






<complexType>







<attribute name="dateTime" type="dateTime" use="required"/>






</complexType>





</element>




</sequence>



</complexType>


</element>

</schema>
	End of Modifications


