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Agenda item:
6.6.1 SON Self-optimization management continuation

Do you agree to introduce in Rel-10 E-UTRAN NRM the following conditional mandatory-qualified cell attributes to support NM-level SON function(s)? 
	Attributes

	pMax, rootSequenceIndex, configurationIndex, numberOfRaPreambles, powerRampingStep, preambleInitialReceivedTargetPower, preambleTransMax, contentionResolutionTimer, sizeOfRAPreamblesGroupA, responseWindowSize

	a1ThresholdRsrp, a1ThresholdRsrq, a2ThresholdRsrp, a2ThresholdRsrq, a3Offset, a4ThresholdRsrp, a4ThresholdRsrq, a5Threshold1Rsrp, a5Threshold1Rsrq, hysteresisEUtra, timeToTriggerEUtra, b2Threshold1Rsrp, b2Threshold1Rsrq, b2Threshold2UtraRscp, b2Threshold2UtraEcN0, b2Threshold2Geran, b2Threshold2Cdma2000, hysteresisIrat, timeToTriggerIrat, b1ThresholdUtraRscp, b1ThresholdUtraEcN0, b1ThresholdGeran, b1ThresholdCdma2000

	qRxLevMinEUtraSib1, qRxLevMinEUtraSib3, qRxLevMinUtra, qQualMinUtra, qRxLevMinGeran

qHyst, sIntraSearch, tReselectionEUtra, tReselectionUtra, tReselectionGeran, tReselectionCdma2000, qOffset

qOffsettUtra, qOffsetGeran, qOffsetCdma2000

	tStoreUeContext
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