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1. Overall Description:

3GPP SA5 has discussed non-IPsec usage for HNB and HeNB. In order to provide flexibility of IPSec usage the following requirement has been introduced. 

The HNB/HeNB should allow configuration of the IPsec or non-IPsec usage option based on the operator's policy.

The following parameter has been introduced for HNB and HeNB to support the above requirement.

	Parameter Name
	Description
	Valid Values
	TDD/FDD
	Applicable to HNB

	IPsecUsageIndicator 
	Determines whether IPsec is used or not for the tunnel [36].
	This is a Boolean and can have the following values:

· Enable

· Disable

This parameter is writable
	TDD/FDD
	Yes


The set of CRs for HNB and HeNB non-IPsec usage that was approved in the SA5 meeting #77 is attached.  3GPP SA5 would like to kindly request BBF BBHome WG to take this change into account. 

2. Actions:

To BBF BBHome WG
ACTION 
3GPP SA5 kindly requests BBF BBHome WG to add the non-IPsec usage for HNB and HeNB  to the femto data model defined in TR-196. 
3. Date of Next SA5 Meetings:

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 

	3GPPSA5#78 
	OR 
	22 - 26 Aug 2011    
	Istanbul
	TR  

	3GPPSA5#79 
	OR 
	10 - 14 Oct 2011    
	Nanjing 
	CN  


