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	First change


5.1.2.2.64B
Served PDP/PDN Address prefix length
This field contains the prefix length of an IPv6 typed Served PDP/PDN Address. The field shall be not available for prefix length of 64 bits.
	Next change


5.2.2.2
PS domain CDRs

This subclause contains the abstract syntax definitions that are specific to the GPRS and EPC CDR types defined in TS 32.251 [11].

GPRSChargingDataTypes {itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) charging (5) gprsChargingDataTypes (2) asn1Module (0) version1 (0)}

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything 

IMPORTS


CallDuration, CalledNumber, RecordType, CallingNumber, CallReferenceNumber, CellId, DefaultSMS-Handling, Diagnostics, Ext-GeographicalInformation, IMSI, IMEI, IPAddress, ISDN-AddressString, LCSCause, LCSClientExternalID, LCSClientIdentity, LCSClientInternalID, LCSClientType, LCS-Priority, LCSQoSInfo, LevelOfCAMELService, LocalSequenceNumber, LocationAreaAndCell, LocationAreaCode, LocationType, ManagementExtensions, MessageReference, MSISDN, NotificationToMSUser, PositioningData, RecordingEntity, ServiceKey, ServiceSpecificInfo, SMSResult, SmsTpDestinationNumber, SubscriptionID, TimeStamp, AddressString, MSTimeZone
FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}

DefaultGPRS-Handling, RAIdentity

FROM MAP-MS-DataTypes { itu-t identified-organization (4) etsi (0) mobileDomain (0)

gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

--

-- from TS 29.002 [214]
--

LocationMethod

FROM SS-DataTypes { itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3) ss-DataTypes (2) version7 (7)}

--

-- from TS 24.080 [209] 

--

MBMS2G3GIndicator, FileRepairSupported, MBMSServiceType, MBMSUserServiceType, RequiredMBMSBearerCapabilities, MBMSSessionIdentity, TMGI, MBMSInformation

FROM MBMSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) mbmsChargingDataTypes (8) asn1Module (0) version1 (0)}

Editor’s note:  consider moving the above 2 items also into the generic module in order to avoid again copying from external sources.
;

------------------------------------------------------------------------------

--

--  GPRS RECORDS

--

------------------------------------------------------------------------------

GPRSRecord
::= CHOICE 

--

-- Record values 20, 22..27 are specific

-- Record values 76,77,86 are MBMS specific

-- Record values 78..79 are EPC specific 

--
{


sgsnPDPRecord


[20] SGSNPDPRecord,


sgsnMMRecord


[22] SGSNMMRecord,


sgsnSMORecord


[23] SGSNSMORecord,


sgsnSMTRecord


[24] SGSNSMTRecord,


sgsnMTLCSRecord


[25] SGSNMTLCSRecord,


sgsnMOLCSRecord


[26] SGSNMOLCSRecord,


sgsnNILCSRecord


[27] SGSNNILCSRecord,

--


sgsnMBMSRecord


[76] SGSNMBMSRecord,


ggsnMBMSRecord


[77] GGSNMBMSRecord,


gwMBMSRecord


[86] GWMBMSRecord,

sGWRecord



[78] SGWRecord,

pGWRecord



[79] PGWRecord
}

SGWRecord 
::= SET

{


recordType




[0] RecordType,


servedIMSI




[3] IMSI,


s-GWAddress




[4] GSNAddress,


chargingID




[5] ChargingID,


servingNodeAddress


[6] SEQUENCE OF GSNAddress,


accessPointNameNI


[7] AccessPointNameNI OPTIONAL,


pdpPDNType




[8] PDPType OPTIONAL,


servedPDPPDNAddress


[9] PDPAddress OPTIONAL,


dynamicAddressFlag


[11] DynamicAddressFlag OPTIONAL,


listOfTrafficVolumes

[12] SEQUENCE OF ChangeOfCharCondition OPTIONAL,


recordOpeningTime


[13] TimeStamp,


duration




[14] CallDuration,


causeForRecClosing


[15] CauseForRecClosing,


diagnostics




[16] Diagnostics OPTIONAL,


recordSequenceNumber

[17] INTEGER OPTIONAL,


nodeID





[18] NodeID OPTIONAL,


recordExtensions


[19] ManagementExtensions OPTIONAL,


localSequenceNumber


[20] LocalSequenceNumber OPTIONAL,


apnSelectionMode


[21] APNSelectionMode OPTIONAL,


servedMSISDN



[22] MSISDN OPTIONAL,


chargingCharacteristics

[23] ChargingCharacteristics,


chChSelectionMode


[24] ChChSelectionMode OPTIONAL,


iMSsignalingContext


[25] NULL OPTIONAL,


servingNodePLMNIdentifier
[27] PLMN-Id OPTIONAL,


servedIMEISV



[29] IMEI OPTIONAL,


rATType





[30] RATType OPTIONAL,


mSTimeZone 




[31] MSTimeZone OPTIONAL,


userLocationInformation

[32] OCTET STRING OPTIONAL,


sGWChange




[34] SGWChange OPTIONAL,


servingNodeType



[35] SEQUENCE OF ServingNodeType,


p-GWAddressUsed



[36] GSNAddress OPTIONAL,


p-GWPLMNIdentifier


[37] PLMN-Id OPTIONAL,


startTime




[38] TimeStamp OPTIONAL,


stopTime




[39] TimeStamp OPTIONAL,

pDNConnectionID



[40] ChargingID OPTIONAL,


iMSIunauthenticatedFlag 
[41] NULL OPTIONAL,


userCSGInformation


[42] UserCSGInformation OPTIONAL,

servedPDPPDNAddressExt 

[43] PDPAddress OPTIONAL,


servedPDPPNDAddressprefixlength [44] INTEGER OPTIONAL

}

PGWRecord 
::= SET

{


recordType





[0] RecordType,


servedIMSI





[3] IMSI,


p-GWAddress





[4] GSNAddress,


chargingID





[5] ChargingID,


servingNodeAddress



[6] SEQUENCE OF GSNAddress,


accessPointNameNI



[7] AccessPointNameNI OPTIONAL,


pdpPDNType





[8] PDPType OPTIONAL,


servedPDPPDNAddress



[9] PDPAddress OPTIONAL,


dynamicAddressFlag



[11] DynamicAddressFlag OPTIONAL,


recordOpeningTime



[13] TimeStamp,


duration





[14] CallDuration,


causeForRecClosing



[15] CauseForRecClosing,


diagnostics





[16] Diagnostics OPTIONAL,


recordSequenceNumber


[17] INTEGER OPTIONAL,


nodeID






[18] NodeID OPTIONAL,


recordExtensions



[19] ManagementExtensions OPTIONAL,


localSequenceNumber



[20] LocalSequenceNumber OPTIONAL,


apnSelectionMode



[21] APNSelectionMode OPTIONAL,


servedMSISDN




[22] MSISDN OPTIONAL,


chargingCharacteristics


[23] ChargingCharacteristics,


chChSelectionMode



[24] ChChSelectionMode OPTIONAL,


iMSsignalingContext



[25] NULL OPTIONAL,


externalChargingID



[26] OCTET STRING OPTIONAL,


servinggNodePLMNIdentifier

[27] PLMN-Id OPTIONAL,


pSFurnishChargingInformation
[28] PSFurnishChargingInformation OPTIONAL,


servedIMEISV




[29] IMEI OPTIONAL,


rATType






[30] RATType OPTIONAL,


mSTimeZone 





[31] MSTimeZone OPTIONAL,


userLocationInformation


[32] OCTET STRING OPTIONAL,


cAMELChargingInformation

[33] OCTET STRING OPTIONAL,


listOfServiceData



[34] SEQUENCE OF ChangeOfServiceCondition OPTIONAL,


servingNodeType




[35] SEQUENCE OF ServingNodeType,


servedMNNAI





[36] SubscriptionID OPTIONAL,

p-GWPLMNIdentifier



[37] PLMN-Id OPTIONAL,


startTime





[38] TimeStamp OPTIONAL,


stopTime





[39] TimeStamp OPTIONAL,


served3gpp2MEID




[40] OCTET STRING OPTIONAL,


pDNConnectionID




[41] ChargingID OPTIONAL,


iMSIunauthenticatedFlag 

[42] NULL OPTIONAL,


userCSGInformation



[43] UserCSGInformation OPTIONAL,


threeGPP2UserLocationInformation
[44] OCTET STRING OPTIONAL,


servedPDPPDNAddressExt 


[45] PDPAddress OPTIONAL,


servedPDPPNDAddressprefixlength [46] INTEGER OPTIONAL

}

SGSNMMRecord
::= SET

{


recordType




[0] RecordType,


servedIMSI




[1] IMSI,


servedIMEI




[2] IMEI OPTIONAL,


sgsnAddress




[3] GSNAddress OPTIONAL,


msNetworkCapability


[4] MSNetworkCapability OPTIONAL,


routingArea




[5] RoutingAreaCode OPTIONAL,


locationAreaCode


[6] LocationAreaCode OPTIONAL,


cellIdentifier



[7] CellId OPTIONAL,


changeLocation



[8] SEQUENCE OF ChangeLocation OPTIONAL,


recordOpeningTime


[9] TimeStamp,


duration




[10] CallDuration OPTIONAL, 


sgsnChange




[11] SGSNChange OPTIONAL,


causeForRecClosing


[12] CauseForRecClosing,


diagnostics




[13] Diagnostics OPTIONAL,


recordSequenceNumber

[14] INTEGER OPTIONAL,


nodeID





[15] NodeID OPTIONAL,


recordExtensions


[16] ManagementExtensions OPTIONAL,


localSequenceNumber


[17] LocalSequenceNumber OPTIONAL,


servedMSISDN



[18] MSISDN OPTIONAL,


chargingCharacteristics

[19] ChargingCharacteristics,



cAMELInformationMM 


[20] CAMELInformationMM OPTIONAL,


rATType





[21] RATType OPTIONAL,


chChSelectionMode


[22] ChChSelectionMode OPTIONAL,


cellPLMNId




[23] PLMN-Id OPTIONAL

}

SGSNPDPRecord 
::= SET

{


recordType




[0] RecordType,


networkInitiation


[1] NetworkInitiatedPDPContext OPTIONAL,


servedIMSI




[3] IMSI,


servedIMEI




[4] IMEI OPTIONAL,


sgsnAddress




[5] GSNAddress OPTIONAL,


msNetworkCapability


[6] MSNetworkCapability OPTIONAL,


routingArea




[7] RoutingAreaCode OPTIONAL,


locationAreaCode


[8] LocationAreaCode OPTIONAL,


cellIdentifier



[9] CellId OPTIONAL,


chargingID




[10] ChargingID,


ggsnAddressUsed



[11] GSNAddress,


accessPointNameNI


[12] AccessPointNameNI OPTIONAL,


pdpType





[13] PDPType OPTIONAL,


servedPDPAddress


[14] PDPAddress OPTIONAL,


listOfTrafficVolumes

[15] SEQUENCE OF ChangeOfCharCondition OPTIONAL,


recordOpeningTime


[16] TimeStamp,


duration




[17] CallDuration,


sgsnChange




[18] SGSNChange OPTIONAL,


causeForRecClosing


[19] CauseForRecClosing,


diagnostics




[20] Diagnostics OPTIONAL,


recordSequenceNumber

[21] INTEGER OPTIONAL,


nodeID





[22] NodeID OPTIONAL,


recordExtensions


[23] ManagementExtensions OPTIONAL,


localSequenceNumber


[24] LocalSequenceNumber OPTIONAL,


apnSelectionMode


[25] APNSelectionMode OPTIONAL,


accessPointNameOI


[26] AccessPointNameOI OPTIONAL,


servedMSISDN



[27] MSISDN OPTIONAL,


chargingCharacteristics

[28] ChargingCharacteristics,


rATType





[29] RATType OPTIONAL,


cAMELInformationPDP  

[30] CAMELInformationPDP OPTIONAL,


rNCUnsentDownlinkVolume

[31] DataVolumeGPRS OPTIONAL,


chChSelectionMode


[32] ChChSelectionMode OPTIONAL,


dynamicAddressFlag


[33] DynamicAddressFlag OPTIONAL,


iMSIunauthenticatedFlag 
[34] NULL OPTIONAL,

userCSGInformation


[35] UserCSGInformation OPTIONAL,

servedPDPPDNAddressExt 

[36] PDPAddress OPTIONAL,


servedPDPPNDAddressprefixlength [37] INTEGER OPTIONAL

}

SGSNSMORecord
::= SET

{


recordType




[0] RecordType,


servedIMSI




[1] IMSI,


servedIMEI




[2] IMEI OPTIONAL,


servedMSISDN



[3] MSISDN OPTIONAL,


msNetworkCapability


[4] MSNetworkCapability OPTIONAL,


serviceCentre



[5] AddressString OPTIONAL,


recordingEntity



[6] RecordingEntity OPTIONAL,


locationArea



[7] LocationAreaCode OPTIONAL,


routingArea




[8] RoutingAreaCode OPTIONAL,


cellIdentifier



[9] CellId OPTIONAL,


messageReference


[10] MessageReference,


eventTimeStamp



[11] TimeStamp,



smsResult




[12] SMSResult OPTIONAL,


recordExtensions


[13] ManagementExtensions OPTIONAL, 


nodeID





[14] NodeID OPTIONAL,


localSequenceNumber


[15] LocalSequenceNumber OPTIONAL,


chargingCharacteristics

[16] ChargingCharacteristics,


rATType





[17] RATType OPTIONAL,


destinationNumber


[18] SmsTpDestinationNumber OPTIONAL,


cAMELInformationSMS


[19] CAMELInformationSMS OPTIONAL,


chChSelectionMode


[20] ChChSelectionMode OPTIONAL

}

SGSNSMTRecord
::= SET

{


recordType



[0] RecordType,


servedIMSI



[1] IMSI,


servedIMEI



[2] IMEI OPTIONAL,


servedMSISDN


[3] MSISDN OPTIONAL,


msNetworkCapability

[4] MSNetworkCapability OPTIONAL,


serviceCentre


[5] AddressString OPTIONAL,


recordingEntity


[6] RecordingEntity OPTIONAL,


locationArea


[7] LocationAreaCode OPTIONAL,


routingArea



[8] RoutingAreaCode OPTIONAL,


cellIdentifier


[9] CellId OPTIONAL,


eventTimeStamp


[10] TimeStamp,



smsResult



[11] SMSResult OPTIONAL,


recordExtensions

[12] ManagementExtensions OPTIONAL,


nodeID




[13] NodeID OPTIONAL,


localSequenceNumber

[14] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[15] ChargingCharacteristics,


rATType




[16] RATType OPTIONAL,


chChSelectionMode

[17] ChChSelectionMode OPTIONAL,


cAMELInformationSMS

[18] CAMELInformationSMS OPTIONAL

}

SGSNMTLCSRecord


::= SET

{


recordType



[0] RecordType,


recordingEntity


[1] RecordingEntity,


lcsClientType


[2] LCSClientType,


lcsClientIdentity

[3] LCSClientIdentity,


servedIMSI



[4] IMSI,


servedMSISDN


[5] MSISDN OPTIONAL,


sgsnAddress



[6] GSNAddress OPTIONAL,


locationType


[7] LocationType,


lcsQos




[8] LCSQoSInfo OPTIONAL,


lcsPriority



[9] LCS-Priority OPTIONAL,


mlcNumber



[10] ISDN-AddressString,


eventTimeStamp


[11] TimeStamp,


measurementDuration

[12] CallDuration OPTIONAL,


notificationToMSUser
[13] NotificationToMSUser OPTIONAL,


privacyOverride


[14] NULL OPTIONAL,


location



[15] LocationAreaAndCell OPTIONAL,


routingArea



[16] RoutingAreaCode OPTIONAL,


locationEstimate

[17] Ext-GeographicalInformation OPTIONAL,


positioningData


[18] PositioningData OPTIONAL,


lcsCause



[19] LCSCause OPTIONAL,


diagnostics



[20] Diagnostics OPTIONAL,


nodeID




[21] NodeID OPTIONAL,


localSequenceNumber

[22] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[23] ChargingCharacteristics,


chChSelectionMode

[24] ChChSelectionMode OPTIONAL,


rATType




[25] RATType OPTIONAL,


recordExtensions

[26] ManagementExtensions OPTIONAL,


causeForRecClosing

[27] CauseForRecClosing

}

SGSNMOLCSRecord


::= SET

{


recordType



[0] RecordType,


recordingEntity


[1] RecordingEntity,


lcsClientType


[2] LCSClientType OPTIONAL,


lcsClientIdentity

[3] LCSClientIdentity OPTIONAL,


servedIMSI



[4] IMSI,


servedMSISDN


[5] MSISDN OPTIONAL,


sgsnAddress



[6] GSNAddress OPTIONAL,


locationMethod


[7] LocationMethod,


lcsQos




[8] LCSQoSInfo OPTIONAL,


lcsPriority



[9] LCS-Priority OPTIONAL,


mlcNumber



[10] ISDN-AddressString OPTIONAL,


eventTimeStamp


[11] TimeStamp,


measurementDuration

[12] CallDuration OPTIONAL,


location



[13] LocationAreaAndCell OPTIONAL,


routingArea



[14] RoutingAreaCode OPTIONAL,


locationEstimate

[15] Ext-GeographicalInformation OPTIONAL,


positioningData


[16] PositioningData OPTIONAL,


lcsCause



[17] LCSCause OPTIONAL,


diagnostics



[18] Diagnostics OPTIONAL,


nodeID




[19] NodeID OPTIONAL,


localSequenceNumber
    [20] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[21] ChargingCharacteristics,


chChSelectionMode

[22] ChChSelectionMode OPTIONAL,


rATType




[23] RATType OPTIONAL,


recordExtensions

[24] ManagementExtensions OPTIONAL,


causeForRecClosing

[25] CauseForRecClosing

}

SGSNNILCSRecord


::= SET

{


recordType



[0] RecordType,


recordingEntity


[1] RecordingEntity,


lcsClientType


[2] LCSClientType OPTIONAL,


lcsClientIdentity

[3] LCSClientIdentity OPTIONAL,


servedIMSI



[4] IMSI OPTIONAL,


servedMSISDN


[5] MSISDN OPTIONAL,


sgsnAddress



[6] GSNAddress OPTIONAL,


servedIMEI



[7] IMEI OPTIONAL,


lcsQos




[8] LCSQoSInfo OPTIONAL,


lcsPriority



[9] LCS-Priority OPTIONAL,


mlcNumber



[10] ISDN-AddressString OPTIONAL,


eventTimeStamp


[11] TimeStamp,


measurementDuration

[12] CallDuration OPTIONAL,


location



[13] LocationAreaAndCell OPTIONAL,


routingArea


    [14] RoutingAreaCode OPTIONAL,


locationEstimate

[15] Ext-GeographicalInformation OPTIONAL,


positioningData


[16] PositioningData OPTIONAL,


lcsCause



[17] LCSCause OPTIONAL,


diagnostics



[18] Diagnostics OPTIONAL,


nodeID




[19] NodeID OPTIONAL,


localSequenceNumber
    [20] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[21] ChargingCharacteristics,


chChSelectionMode

[22] ChChSelectionMode OPTIONAL,


rATType




[23] RATType OPTIONAL,


recordExtensions

[24] ManagementExtensions OPTIONAL,


causeForRecClosing

[25] CauseForRecClosing 

}

SGSNMBMSRecord 
::= SET

{


recordType




[0] RecordType,


ggsnAddress




[1] GSNAddress,


chargingID




[2] ChargingID,


listofRAs




[3] SEQUENCE OF RAIdentity OPTIONAL,


accessPointNameNI


[4] AccessPointNameNI OPTIONAL,


servedPDPAddress


[5] PDPAddress OPTIONAL,


listOfTrafficVolumes

[6] SEQUENCE OF ChangeOfMBMSCondition OPTIONAL,


recordOpeningTime


[7] TimeStamp,


duration




[8] CallDuration,


causeForRecClosing


[9] CauseForRecClosing,


diagnostics




[10] Diagnostics OPTIONAL,


recordSequenceNumber

[11] INTEGER OPTIONAL,


nodeID





[12] NodeID OPTIONAL,


recordExtensions


[13] ManagementExtensions OPTIONAL,


localSequenceNumber


[14] LocalSequenceNumber OPTIONAL,


sgsnPLMNIdentifier


[15] PLMN-Id OPTIONAL,


numberofReceivingUE


[16] Integer OPTIONAL,


mbmsInformation



[17] MBMSInformation OPTIONAL

}

GGSNMBMSRecord 
::= SET

{


recordType




[0] RecordType,


ggsnAddress




[1] GSNAddress,


chargingID




[2] ChargingID,


listofDownstreamNodes

[3] SEQUENCE OF GSNAddress,


accessPointNameNI


[4] AccessPointNameNI OPTIONAL,


servedPDPAddress


[5] PDPAddress OPTIONAL,


listOfTrafficVolumes

[6] SEQUENCE OF ChangeOfMBMSCondition OPTIONAL,


recordOpeningTime


[7] TimeStamp,


duration




[8] CallDuration,


causeForRecClosing


[9] CauseForRecClosing,


diagnostics




[10] Diagnostics OPTIONAL,


recordSequenceNumber

[11] INTEGER OPTIONAL,


nodeID





[12] NodeID OPTIONAL,


recordExtensions


[13] ManagementExtensions OPTIONAL,


localSequenceNumber


[14] LocalSequenceNumber OPTIONAL,


mbmsInformation



[15] MBMSInformation OPTIONAL

}

GWMBMSRecord 
::= SET

{


recordType




[0] RecordType,


mbmsGWAddress



[1] GSNAddress,


chargingID




[2] ChargingID,


listofDownstreamNodes

[3] SEQUENCE OF GSNAddress,


accessPointNameNI


[4] AccessPointNameNI OPTIONAL,


pdpPDNType




[5] PDPType OPTIONAL,


servedPDPPDNAddress


[6] PDPAddress OPTIONAL,


listOfTrafficVolumes

[7] SEQUENCE OF ChangeOfMBMSCondition OPTIONAL,


recordOpeningTime


[8] TimeStamp,


duration




[9] CallDuration,


causeForRecClosing


[10] CauseForRecClosing,


diagnostics




[11] Diagnostics OPTIONAL,


recordSequenceNumber

[12] INTEGER OPTIONAL,


nodeID





[13] NodeID OPTIONAL,


recordExtensions


[14] ManagementExtensions OPTIONAL,


localSequenceNumber


[15] LocalSequenceNumber OPTIONAL,


mbmsInformation



[16] MBMSInformation OPTIONAL,

commonTeid   



[17] CTEID OPTIONAL,

iPMulticastSourceAddress
[18] PDPAddress OPTIONAL

}

------------------------------------------------------------------------------

--

--  PS DATA TYPES

--

------------------------------------------------------------------------------

…

END

	End of changes
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