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1
Decision/action requested

Discuss and approve requested modification.
2
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3
Rationale

There are ambiguities in the description of use case 1. For example, in figure 4.3.1-1, one RAT 2 cell is overlaid by one RAT 1 cell, but another cell is overlaid by multiple RAT 1 cells. 
In some cases, the RAT 2 can consist of single cells and groups of cells, not only single cells or only groups of cells.
4
Detailed proposal

	First change


Use case 1 Overlapping of non-collocated cells of different RATs with significantly different coverage areas
RAT1 cell provides a basic coverage while RAT 2 cell provides additional capacity and/or different services/service quality at specific locations (“hotspots”). The coverage area of RAT 2 cell is usually significantly smaller than the coverage area of RAT 1 cell. RAT 1 cell fully covers RAT 2 cell. The locations of the antennas of RAT 1 and 2 are not the same.

The RAT 2 can consist of single cells – see figure 4.3.1-1 – and/or  groups of cells – see figure 4.3.1-2.

A RAT 2 cell may be overlaid by one RAT 1 cell – like the left part in figure 4.3.1-1 - or by multiple RAT 1 cells – like the middle part in figure 4.3.1-1.
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Figure 4.3.1-1
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Figure 4.3.1-2


	End of changes
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