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	1st Modified Section


4.10.7.1  Communication Diversion (CDIV) service establishments


a) 
b) 
c) 
d) 
e) 




f) 
g) 
h) 

a) 
b) 
c) 
d) 
e) 




f) 
g) 
h) 
4.10.7.1.1 Number of Communication Forwarding Unconditional (CFU) service procedure
i) This measurement provides the number of used Communication Forwarding Unconditional (CFU) service procedure.
j) CC.

k) On transmission by AS of a SIP_INVITE message with URI-C after receiving the SIP_INVITE message with URI-B from CSCF, and URI-B’s CFU logic executed (see 3GPP TS 24.604 [36]).
l) A single integer value.
m) SC.CFUUsed.
n) ASFunction.

o) Valid for packet switched traffic.

p) IMS.
	Next Modified Section


4.10.7.1.2 Number of Communication Forwarding on Busy user(CFB) service procedure
a) This measurement provides the number of used Communication Forwarding on Busy user(CFB) service procedure.

b) CC.

c) On transmission by AS of a SIP_INVITE message with URI-C after receiving the SIP_486 ( user busy ) message. The SIP_486 message is originated by user B (see 3GPP TS 24.604 [36]).
d) A single integer value.

e) SC. CFBUsed.
f) ASFunction.

g) Valid for packet switched traffic.

h) IMS. 
	Next Modified Section


4.10.7.1.3 Number of Communication Forwarding on no Reply (CFNR) service procedure
a) This measurement provides the number of used Communication Forwarding on no Reply (CFNR) service procedure.

b) CC.

c) On transmission by AS of a SIP_INVITE message including URI-C after receiving the SIP_487 ( Request Terminated )  message . the SIP_487 is originated by user B  (see 3GPP TS 24.604 [36]).
d) A single integer value.

e) SC.CFNRUsed.
f) ASFunction.

g) Valid for packet switched traffic.

h) IMS. 
	Next Modified Section


4.10.7.1.4 Number of Communication Forwarding on Subscriber Not Reachable (CFNRc) service procedure
a) This measurement provides the number of used Communication Forwarding on Subscriber Not Reachable (CFNRc) service procedure.

b) CC.

c) On transmission by AS of a SIP_INVITE message with URI-C after receiving the SIP_INVITE message with URI-B from CSCF, and URI-B’s CFNRc logic executed  and URI-B’s Timer expired (see 3GPP TS 24.604 [36]).
d) A single integer value.

e) SC. CFNRcUsed.
f) ASFunction.

g) Valid for packet switched traffic.

h) IMS. 
	Next Modified Section


4.10.7.1.5 Number of Communication Forwarding on Not Logged-in (CFNL) service procedure
a) This measurement provides the number of used Communication Forwarding on Not Logged-in (CFNL) service procedure.

b) CC.

c) On On transmission by AS of a SIP_INVITE message with URI-C after receiving the SIP_INVITE message with URI-B from CSCF, and URI-B’s CFNL logic executed (see 3GPP TS 24.604 [36])
d) A single integer value.
e) SC.CFNLUsed

f) ASFunction.

g) Valid for packet switched traffic.

h) IMS. 
	Next Modified Section


4.10.7.1.6 Number of Communication Deflection (CD) service procedure
a) This measurement provides the number of used Communication Deflection (CD) service procedure.

b) CC.

c) On transmission by AS of a SIP_INVITE message with URI-C after receiving the SIP_302 (Moved Temporarily) message, the 302 message has a contact header including the URI-C of the forwarded to user (see 3GPP TS 24.604 [36]).
d) A single integer value.

e) SC.CDUsed

f) ASFunction.

g) Valid for packet switched traffic.

h) IMS
	Next Modified Section


A.4
Use case of CDIV service related measurements

The Communications Diversion (CDIV) service is an important supplementary service. It can divert user to another destination in the communication.The CDIV services mainly include Communication Forwarding Unconditional (CFU), Communication Forwarding on Busy user (CFB), Communication Forwarding on no Reply (CFNR),  Communication Forwarding on Subscriber Not Reachable (CFNRc), Communication Forwarding on Not Logged-in (CFNL) and Communication Deflection (CD). The Communications Diversion (CDIV) service related measurements at AS can provide information on the usage of CDIV service in the network such as how much the CDIV services is used. The measurements are subject to network operator bussiness community which could help operator to make necessary actions accordingly, e.g. enhance or intorduce more similar services or stop certain services depending on their usage amount to ensure the target financial result of their company.
	End of modifications
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