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1
Decision/action requested

Agree to pCR to TR32.834
2
References

[1] TR32.834 V1.0.0
3
Rationale

[1] has as candidate solution or more or less unchanged re-use of E-UTRAN ESM for Inter-RAT ESM, which presents much material that is not needed for Statistical ESM . This document presents a shortened solution for Statistical ESM – and uses the opportunity to add a missing requirement in this context.

4 Detailed proposal

pCR to [1]:
	First change 


6.3
Requirements for Concept 2
REQ-32.834-CON-15: 

For Central Statistical ESM: The IRPManager shall be notified, if the actual traffic deviate more than a configurable margin from the expected traffic.
	Next change (new section)


7.2
Solutions for Statistical Inter-RAT ESM

7.2.1
Solution for Policy based Statistical ESM 

7.2.1.2
Analysis of impacts to IRPs

7.2.1.2.1
Impacted IRPs

7.2.1.2.1.1
SON Policy NRM IRP
Enable/disable ESM of the distributed element (deactivate ES in case of traffic deviating from expectations) is needed.
Information about the expected traffic needs to be transferred via Itf-N to allow deactivation of ES in case of traffic deviating from expectations.
Information about the ES schedule needs to be transferred via Itf-N.

Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.1.2.1.2
E-UTRAN NRM IRP
Inter-RAT ES Coverage relations need to be present for RAT2 cells to allow deactivation of ES when candidate cell in RAT1 has an outage. 
Desired Energy Saving state is not needed.

Actual Energy Saving state is needed.
Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.1.2.1.3
UTRAN NRM IRP
Analog additions as for E-UTRAN NRM IRP (see 7.2.1.2.1.2).
Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.1.2.1.4
E-UTRAN Performance Measurements
Energy Saving indications for RRC failure and cell unavailability are needed in the E-UTRAN Performance Measurements contains. 

Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.1.2.1.5
UTRAN Performance Measurements
Analog additions as for E-UTRAN Performance Measurements (see 7.2.1.2.1.4).

Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.1.2.2
List of IRPs without impact

-
Performance Management IRP

-
File Transfer IRP
-
Basic CM IRP
-
Bulk CM IRP
-
Kernel CM IRP
-
Notification IRP
-
Generic NRM IRP
7.2.2
Solution for Central Statistical ESM 

7.2.2.2
Analysis of impacts to IRPs

7.2.2.2.1
Impacted IRPs

7.2.2.2.1.1
SON Policy NRM IRP
No enable/disable ESM is needed, because everything is controlled in an NM centralized way.

Trigger points need to be defined to indicate when NM centralized ES wants to be notified. 
Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.2.2.1.2
E-UTRAN NRM IRP
Information on Inter-RAT ES coverage relations is not needed 

Desired Energy Saving state is needed.

Actual Energy Saving state is needed.

Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.2.2.1.3
UTRAN NRM IRP
Analog additions as for E-UTRAN NRM IRP (see 7.2.2.2.1.2)
Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.2.2.1.4
E-UTRAN Performance Measurements
Energy Saving indications for RRC failure and cell unavailability are needed in the E-UTRAN Performance Measurements contains. 

Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.2.2.1.5
UTRAN Performance Measurements
Analog additions as for E-UTRAN Performance Measurements (see 7.2.2.2.1.4).

Conclusion: This IRP needs to be adapted for Inter-RAT ESM.

7.2.2.2.2
List of IRPs without impact

-
Performance Management IRP

-
File Transfer IRP
-
Basic CM IRP
-
Bulk CM IRP
-
Kernel CM IRP
-
Notification IRP
-
Generic NRM IRP
7.2.3
Conclusion

The current solution for E-UTRAN Energy Saving Management can easily be extended to support Inter-RAT Energy Saving Management for Statistical ESM. The changes needed are very similar for Policy based and Central Statistical ESM.
	End of changes
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