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	First change


5.1.2.2.35
Network Initiated PDP Context

This field in S-CDR and PGW-CDR (P-GW provides connectivity to GERAN/UTRAN) indicates that PDP context is network initiated. The field is missing in case of mobile activated PDP context.
	Next change


5.2.2.2
PS domain CDRs
...

PGWRecord 
::= SET

{


recordType





[0] RecordType,

networkInitiation



[1] NetworkInitiatedPDPContext OPTIONAL,

servedIMSI





[3] IMSI,


p-GWAddress





[4] GSNAddress,


chargingID





[5] ChargingID,


servingNodeAddress



[6] SEQUENCE OF GSNAddress,


accessPointNameNI



[7] AccessPointNameNI OPTIONAL,


pdpPDNType





[8] PDPType OPTIONAL,


servedPDPPDNAddress



[9] PDPAddress OPTIONAL,


dynamicAddressFlag



[11] DynamicAddressFlag OPTIONAL,


recordOpeningTime



[13] TimeStamp,


duration





[14] CallDuration,


causeForRecClosing



[15] CauseForRecClosing,


diagnostics





[16] Diagnostics OPTIONAL,


recordSequenceNumber


[17] INTEGER OPTIONAL,


nodeID






[18] NodeID OPTIONAL,


recordExtensions



[19] ManagementExtensions OPTIONAL,


localSequenceNumber



[20] LocalSequenceNumber OPTIONAL,


apnSelectionMode



[21] APNSelectionMode OPTIONAL,


servedMSISDN




[22] MSISDN OPTIONAL,


chargingCharacteristics


[23] ChargingCharacteristics,


chChSelectionMode



[24] ChChSelectionMode OPTIONAL,


iMSsignalingContext



[25] NULL OPTIONAL,


externalChargingID



[26] OCTET STRING OPTIONAL,


servinggNodePLMNIdentifier

[27] PLMN-Id OPTIONAL,


pSFurnishChargingInformation
[28] PSFurnishChargingInformation OPTIONAL,


servedIMEISV




[29] IMEI OPTIONAL,


rATType






[30] RATType OPTIONAL,


mSTimeZone 





[31] MSTimeZone OPTIONAL,


userLocationInformation


[32] OCTET STRING OPTIONAL,


cAMELChargingInformation

[33] OCTET STRING OPTIONAL,


listOfServiceData



[34] SEQUENCE OF ChangeOfServiceCondition OPTIONAL,


servingNodeType




[35] SEQUENCE OF ServingNodeType,


servedMNNAI





[36] SubscriptionID OPTIONAL,

p-GWPLMNIdentifier



[37] PLMN-Id OPTIONAL,


startTime





[38] TimeStamp OPTIONAL,


stopTime





[39] TimeStamp OPTIONAL,


served3gpp2MEID




[40] OCTET STRING OPTIONAL,


pDNConnectionID




[41] ChargingID OPTIONAL,


iMSIunauthenticatedFlag 

[42] NULL OPTIONAL,


userCSGInformation



[43] UserCSGInformation OPTIONAL,


threeGPP2UserLocationInformation
[44] OCTET STRING OPTIONAL,

servedPDPPDNAddressExt 


[45] PDPAddress OPTIONAL,


lowPriorityIndicator


[46] NULL OPTIONAL
}
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