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	1st Modified Section


3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

ANR function:
The ANR function in E-UTRAN is described in TS 36.300 [6], section 22.3.2a. The ANR function in UTRAN is described in TS 25.484 [8].

Base RNC:
Defined in TS 25.484 [8].
Neighbour cell Relation:
The Neighbour cell Relation (NR) in E-UTRAN is defined in TS 36.300 [6] section 22.3.2a. The Neighbour cell Relation in UTRAN is defined in TS 25.484 [8].
Receiving RNC:

Defined in TS 25.484 [8].
Searchlist:
List of frequencies and supporting information to be used for neighbour cell measurements. The Searchlist contains entries for E-UTRAN and supported IRATs.
	Next Modified Section


5.2.4.X
Suspending and resuming of ANR report distribution from Receiving RNC to Base RNC
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	The ANR report distribution from Receiving RNC to Base RNC can be managed by IRPManager.
	

	Actors and Roles (*)
	IRPManager as user
	

	Telecom resources
	· ANR function

· Receiving RNC and Base RNC
	

	Assumptions
	
	

	Pre conditions
	· The ANR function in RNC is active;
· Base RNC and Receiving RNC are properly installed and running.
	

	Begins when 
	The Use Case begins when the IRPManager makes a decision to suspend or resume the ANR report distribution from Receiving RNC to Base RNC. The suspending and resuming may be performed per single cell basis or the whole cells under control of Base RNC.
	

	Step 1 (*) (M)
	The IRPManager suspends the ANR report distribution from Receiving RNC to Base RNC if the ANR report distribution is not suspended.
	

	Step 2 (*) (O)
	The IRPManager may resume the ANR report distribution from Receiving RNC to Base RNC if the ANR report distribution is suspended.
	

	Ends when (*)
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails and retry is unsuccessful.
	

	Post Conditions
	The ANR report distribution from Receiving RNC to Base RNC has been controlled by IRPManager successfully or unsuccessfully.
	

	Traceability (*)
	REQ-ANR-FUN-XX
	


	Next Modified Section


5.2.5.2
ANR function management in UTRAN

The business level requirements in section 5.1 are decomposed into the following specification level requirements, applicable for UTRAN:

REQ-ANR -FUN-21
The IRPAgent shall support a capability allowing the IRPManager to request that HO be allowed from source cell to target cell.
REQ-ANR-FUN-22
The IRPAgent shall support a capability allowing the IRPManager to request that HO be prohibited from source cell to target cell.
REQ-ANR-FUN-23
The IRPAgent shall support a capability allowing the IRPManager to request that HO be allowed from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as HO white-listing.

REQ-ANR-FUN-24
The IRPAgent shall support a capability allowing the IRPManager to request that HO be prohibited from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as HO black-listing.

REQ-ANR-FUN-25
The IRPAgent shall inform the IRPManager about success or failure of IRPManager operations to allow HO, prohibit HO, HO white-list and HO black-list.REQ-ANR-FUN-26
The IRPAgent shall support a capability allowing the IRPManager to disable/enable ANR function in RNC when needed.

REQ-ANR-FUN-27
The IRPAgent shall support a capability allowing the IRPManager to add and configure new NRs in the RNC.

REQ-ANR-FUN-28
The IRPAgent shall support a capability allowing the IRPManager to remove NRs in the RNC.
REQ-ANR-FUN-29
The IRPAgent shall inform the IRPManager about changes to the NR according to TS 32.301 [7].

REQ-ANR-FUN-30
The IRPAgent shall inform the IRPManager about the newly added and removed NRs according to TS 32.301 [7].
REQ-ANR-FUN-31
The IRPAgent shall support a capability allowing the IRPManager to retrieve ANR related attribute values on cell level, identifying:

· Source cell & target cell

· NR status (locked, unlocked)

· HO status (allowed, prohibited)

Note: 

The ‘locked’ NR status indicates that the NR shall not be removed by the ANR function. 

The ‘unlocked’ NR status indicates that the NR may be removed by the ANR function.

The ‘allowed’ HO status indicates that handovers are allowed for this NR.

The ‘prohibited’ HO status indicates that handovers are prohibited for this NR.

The combination of ‘locked’ NR status and ‘allowed’ HO status is a ‘whitelisted’ relation.

The combination of ‘locked’ NR status and ‘prohibited’ HO status is a ‘blacklisted’ relation.
REQ-ANR-FUN-XX
The IRPAgent shall support a capability allowing the IRPManager to suspend and resume the ANR report distribution from Receiving RNC to Base RNC. The suspending and resuming may be performed per single cell basis or the whole cells under control of Base RNC.
	End of modifications
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