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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]- [9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".

[11]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".

[12]- [19]
Void.
[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".
[21]- [29]
Void.

[30]
3GPP TS 32.270: "Telecommunication management; Charging management; Multimedia Messaging Service (MMS) charging".

[31]- [49]
Void.

[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".

[51]
3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) parameter description".

[52]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Record (CDR) file format and transfer".

[53]
3GPP TS 32.296: "Telecommunication management; Charging management; Online Charging System (OCS) applications and interfaces".

[54]
3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".

[55]- [68]
Void.
[69]
3GPP TS 32.280: "Telecommunication management; Charging management; Advice of Charge (AoC) service".

[70]
Void.

[71]
3GPP TS 23.203: "Policy and charging control architecture".
[72]   
 3GPP TS 29.219: "Policy and Charging Control over Sy reference point"
[73]- [99]
Void. 
[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[101]
3GPP TS 22.115 "Service aspects; Charging and billing".

[102]- [206]
Void.

[207]
3GPP TS 23.078: "Customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2".

[208]- [209]
Void.

[210]
3GPP TS 23.234: "3GPP system to Wireless Local Area Network (WLAN) interworking; System description". 

[211]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[212]- [299]
Void.

[300]
ITU-T Recommendation D.93: "Charging and accounting in the international land mobile telephone service (provided via cellular radio systems)".

[301]- [401]
Void.

[402]
IETF RFC 4006: "Diameter Credit Control Application".
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3.2
Symbols

For the purposes of the present document the following symbols apply:

A
Interface between an MSC and a BSC.

Bc
Reference point for the CDR file transfer from the Circuit Switched CGF to the BD.

Bi
Reference point for the CDR file transfer from the IMS CGF to the BD.

Bl
Reference point for the CDR file transfer from the GMLC CGF to the BD.

Bm
Reference point for the CDR file transfer from the MMS CGF to the BD.

Bo
Reference point for the CDR file transfer from the OCF CGF to the BD.

Bp
Reference point for the CDR file transfer from the Packet Switched CGF to the BD.

Bs
Reference point for the CDR file transfer for CAMEL services to the BD, i.e. from the SCF CGF to the BD.
Bt

Reference point for the CDR file transfer from the PoC CGF to the BD.
Bw
Reference point for the CDR file transfer from the WLAN CGF to the BD.

Bx
Reference point for CDR file transfer between any (generic) 3G domain, subsystem or service CGF and a BD.

CAP
Reference point for CAMEL between a network element with integrated SSF and the OCS.

Ga
Reference point for CDR transfer between a CDF and the CGF.

Gb
Interface between an SGSN and a BSC.

Gc
Interface between an GGSN and an HLR.

Gd
Interface between an SMS-GMSC and an SGSN, and between a SMS-IWMSC and an SGSN.

Gf
Interface between an SGSN and an EIR.

Gi
Interface between the Packet-Switched domain and an external packet data network.

Gn
Interface between two GSNs within the same PLMN.

Gp
Interface between two GSNs in different PLMNs.

Gr
Interface between an SGSN and an HLR.

Gs
Interface between an SGSN and an MSC/VLR.

Gx
Reference point between a PCRF and a PCEF.

Gy
Online charging reference point between a PCEF and an OCS.

Gz
Offline charging reference point between a PCEF and a CGF.

Iu
Interface between the RNS and the core network.

kbit/s
Kilobits per second. 1 kbit/s = 210 bits per second.

Lr
Interface between Gateway MLCs.

Mbit/s
Megabits per second. 1 Mbit/s = 220 bits per second.

Mc
Interface between the MGW and (G)MSC server.

Rf
Offline charging reference point between a 3G network element and the CDF.

Ro
Online charging reference point between a 3G network element and the OCS.

Rx
Reference point between the PCRF and an AF.
Sy
Reference point for policy enforcement between OCF and the PCRF
Um
Interface between the Mobile Station (MS) and the GSM fixed network part.

Uu
Interface between the User Equipment (UE) and the UMTS fixed network part.

Wf
Offline charging reference point between a 3GPP WLAN CTF and the CDF.

Wo
Online charging reference point between a 3GPP WLAN CTF and the OCS.
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4.2
High level common architecture

The architectural differences between the domains (e.g. PS), services (e.g. MMS) and subsystems (e.g. the IMS) affect the way in which the charging functions are embedded within the different domains, services and subsystems. However, the functional requirements for charging are always the same across all domains, services and subsystems. This clause describes a common approach for the definition of the logical charging functions, which provides a ubiquitous logical charging architecture for all GSM and UMTS network domains, subsystems and services that are relevant for charging standardisation.

It should be noted that this common charging architecture provides only a common logical view and the actual domain / service / subsystem specific charging architecture depends on the domain / service / subsystem in question. The physical mapping of the common logical architecture onto each domain, subsystem or service is described in the respective middle tier charging TS, i.e. the TSs 32.25x, 32.26x and 32.27x number range.

Figure 4.2 provides an overview of the logical ubiquitous charging architecture and the information flows for offline and online charging. The common charging functions are detailed further in clauses 4.3.1 for offline charging and 4.3.2 for online charging. The reference points are further specified in clause 4.4. 
 SHAPE  \* MERGEFORMAT 



NOTE:
The Service-NE are defined in the 3GPP specification range of TS 32.27x.

Figure 4.2: Logical ubiquitous charging architecture and information flows
Figure 4.2 includes all network elements / systems (top to bottom: CS-NE all the way through to the PCEF) for which charging is defined within 3GPP standards. The arrows indicate logical information flows on the Rf, Wf, Ga, Bx, ISC, Ro, Wo, CAP, and Gy reference points. No inference should be drawn from the figure with respect to the physical implementation of interfaces and charging functions.

NOTE 1: 
On the PCEF, 3GPP TS 23.203 [71] specifies the Gy reference point for online flow based bearer charging and the Gz reference point for offline flow based bearer charging. However, from the charging architecture perspective, Gy is functionally equivalent to the Ro reference point, Gz is functionally equivalent to the Ga reference point for Legacy PS domain, and to the Ga or the Rf reference point for Evolved PS domain. . Therefore, Ga or Rf and Ro are used throughout the present document also in conjunction with PCEF charging. This simplification ensures a consistent architectural view, as specified below, for all online and offline charging architectural aspects. Refer to clause 5.3.1.2 for a description of flow based bearer charging.
NOTE 2:
On WLAN, 3GPP TS 23.234 [210] specifies the Wo reference point for WLAN online charging and the Wf reference point for WLAN offline charging. However, from the charging architecture perspective, these reference points are functionally equivalent to the Ro and Rf reference points, respectively. Therefore, Rf and Ro are used throughout the present document also in conjunction with WLAN charging. This simplification ensures a consistent architectural view, as specified below, for all online and offline charging architectural aspects.
NOTE 3:  The Sy reference point allows the interaction between the OCS and Policy and Charging Rules Function (PCRF) for policy decision as described in TS 23.203 [71] and TS 32.296 [53]. The Sy protocol details are specified in TS 29.219 [72]. 
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