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1
Decision/action requested

Specify that theUdcMMTelServiceProfile IOC is typically transparent to applications and is show in this study to clarify the context of the data.
2
References

 [1]
3GPP TR 32.901-030 Study on UDC Information Handling and Provisioning
3
Rationale

Add a clarifying statement in section 5.1.1.10 UdcMMTelServiceProfile thatIOC for MMtel is typically trasnparnet to data applcations, and is sjown ithis study to clarify the uses of specialized data within the context of the descriptions.
4
Detailed proposal

Calrify that MMTel data is usually transparent and is show to clarify the conext of theUDC data diagram.
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5.1.1.1
UdcASServiceProfile

This is a class created only to represent some ASServiceProfile data within the context of this example. It can be unique to the operator.

5.1.1.2
UDCBasicServiceProfile

This is a class created only to represent some BasicServiceProfile data within the context of this example. It can be unique to the operator.

5.1.1.3
UDCCSCFServiceProfile

This is a class created only to represent some CSCFServiceProfile data within the context of this example. It can be unique to the operator.

5.1.1.4
UdcHSSServiceProfile

This is a class created only to represent some HSSServiceProfile data within the context of this example. It can be unique to the operator.

5.1.1.5
UdcSpecialServicesProfile

This is a class created only to represent some SpecialServicesProfile data within the context of this example. It can be unique to the operator.
5.1.1.6
UdcCSServiceProfile

This object class is provided in 3GPP TS 32.182, and represents the part of the UdcServiceProfile that contains data related to Circuit-Switched services. An example of further specialization of this object class, including attributes, is provided in 3GPP TS 32.181.
5.1.1.7
UdcEPSServiceProfile

This object class represents the part of the UdcServiceProfile that contains data related to the Evolved Packet System services. An example of further specialization of this object class, including attributes, is provided in 3GPP TS 32.181.

5.1.1.8
UdcGPRSServiceProfile

This object class is provided in 3GPP TS 32.182, and represents the part of the UdcServiceProfile that contains data related to Packet-Switched services. An example of further specialization of this object class, including attributes, is provided in 3GPP TS 32.181.
5.1.1.9
UdcIMSServiceProfile

This object class is provided in 3GPP TS 32.182, and represents the part of the UdcServiceProfile that contains data related to IMS services. An example of further specialization of this object class, including attributes, is provided in 3GPP TS 32.181.

5.1.1.10
UdcMMTelServiceProfile

This is a class created only to represent some MMTelServiceProfile data within the context of this example. It can be unique to the operator. The use of MMTel data is typically transparent to applications and is usually part of the ASServiceProfile. It is shown here as one example of how the data is modeled.
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