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1
Decision/action requested

Discussion and decision of way defining the handover related measurements for CA.
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Rationale

When CA is configured, the UE only has one RRC connection with the network. At RRC connection establishment/re-establishment/handover, one serving cell provides the NAS mobility information (e.g. TAI), and at RRC connection re-establishment/handover, one serving cell provides the security input. This cell is referred to as the Primary Cell (PCell), see TS 36.300 [1].
The handover measurements, which are defined in TS 32.425 [2], use RRC messages as trigger points for handover measurement. For example, “transmission of the RRCConnection reconfiguration message to UE triggering the intra-RAT handover (see TS 36.331)” is the trigger point in clause “4.3.1.3.1 Attempted outgoing handovers per handover cause” in TS 32.425 [2].
The purpose of RRC connection reconfiguration procedure is to modify an RRC connection, e.g. to establish/ modify/ release RBs, to perform handover, to setup/ modify/ release measurements, to add/ modify/ release SCells, see TS 36.331 [3]. For handover, the RRCConnectionReconfiguration includes the mobilityControlInfo, in this situation the UE shall start synchronising to the DL of the target PCell and if the received RRCConnectionReconfiguration includes the sCellToReleaseList or sCellToAddModList, the UE shall perform SCell release or SCell addition or modification.
Based on above, the existing handover related performance measurements in TS 32.425 [2] are counted naturally only for PCell in case of CA and no need to add additional statement for CA (PCell or SCell).
4
Detailed proposal

It is proposed to NOT add new statement for CA (PCell or SCell) in existing handover related measurements in TS 32.425 [2].
