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1
Decision/action requested

To discuss and approve the proposals on UE selection in area based MDT job.
2
References

3
Rationale

There were some discussion on the UE selection criteria for area based MDT in previous SA5 meeting. The main questions for UE selection is “The use case and scenarios for this discussion.” This contribution is to clarify the problems and scenarios for using the UE selection to better serve operators’ needs on MDT data collection.

The current specification does not clearly address the following issues on whether UE selection is :

· Continuous behavior during the whole life time of a MDT job or
· UEs are just selected at the time when MDT job is activated.
There are following scenarios to be considered:

· For immediate MDT, UE can only report MDT data in active mode. When UE is not in active mode, it’s not possible to report MDT data any more. In extreme scenario, if UE selection is only done at the MDT job creation, probably operators will not get MDT data if the selected UE goes to idle right after the selection.
UE selection only done at MDT job activation:
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With continuous UE selection, there are more UE can be selected for MDT data collection.
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· For Logged MDT,  as the MDT configuration can only be sent in active mode. If the UE selection is only done at MDT job creation, probably it was not able to select any UE if there is no UE in active mode at the job creation time. 
UE selection only done at MDT job activation:
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With continuous UE selection, there are more UE can be selected for MDT data collection.
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· There is no mechanism to notify operators that there is no UE can be selected for MDT purposes.
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Observation:
1. To get more suitable UE involved into MDT data collection, the continuous UE selection in eNB is necessary.
2. To having better control on the UE selection, it will be helpful for operators to provide their expectation on the amount of UE selected for MDT.

3. It would be beneficial to provide notification if there is no UE or not enough UE can be selected for MDT for some time period.

It’s proposed to:

1. Configuration of Operators’ expectation on number of UE MDT participation on one cell basis.
2. Notify operator after (operator configured time duration) if there is no UE or not enough UE could be selected for MDT.
4
Detailed proposal

The group is asked to discuss the scenarios and use cases and agree on the corresponding requirements CRs.






