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Decision/action requested

Discuss and agree the proposals
2
References
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3
Rationale

One of the important KPIs in an operator’s network is the call drop KPI. A call drop KPI is defined also in 3GPP TS 32.410 [1]. The call drop KPI indicates in percentage of how many successfully established calls have been dropped. This is a crucial indicator about the quality of the network that has clear effects to the user experience. 
Therefore one of the most important targets for operator is to minimize the value of the Call drop rate KPI. The root cause of a dropped call is typically a radio link failure or a handover failure. Both of these failures currently reported by the UE in the RLF reports, which additionally contain the radio conditions at the time the failure happened. Therefore the RLF reports are a very important input for operators to determine the reasons for degradations in Call Drop KPI. In addition the RLF reports combines the radio conditions with location information, therefore it can serve as a valueable input for analysis how to decrease the Call Drop KPI

The other use case found for the RLF reports is the input to the EM or NM centralized SON. 

RLF reports have been defined as a mandatory feature for the UE in Rel-10 in order to support the distributed SON MRO use case. As the RLF reports are used as an input for the distributed SON MRO, the RLF reports can also be used in a similar manner for the EM or NM centralized SON use cases. The centralized SON would require the collection of the RLF reports to a centralized server.

Proposal 1: Enable standalone RLF report collection at Network Management System.

Proposal 2: Use the trace functionality to collect the RLF reports.

4
Detailed proposal

For detailed proposal see S5-113654 for CR to 32.421 to describe the use case for Standalone RLF reporting
S5-113656 for CR to 32.422 to describe the solution proposal for standalone RLF report collection to NMS.
