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	First change


7.4.1.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	Notification header - see [3].  It shall carry the ManagedEntity class name.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	Notification header - see [3].  It shall carry the DN of the ManagedEntity.

	notificationId
	M,N
	--
	Notification header - see [3]. 

	eventTime
	M,Y
	--
	Notification header - see [3].  It shall carry the ManagedEntity creation time.

	systemDN
	C,Y
	--
	Notification header - see [3].  

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A.
	Notification header - see [3]. 

	correlatedNotifications
	O,N
	--
	A set of notifications that are correlated to the subject notification. Defined in 
ITU-T Recommendation X.733 [10].

	additionalText
	O,N
	--
	It can contain further information in text on the creation of the MO.

For notifications with sourceIndicator=SON_operation information: See 7.6.6.2 

	sourceIndicator
	O,N
	ENUM(

Resource_operation,

Management_operation,
SON_SelfConf,
SON_ANR,

SON_CellOutage,
SON_EnergySaving,
Auto_SWM,
SON_operation,
Unknown) 
	This parameter, when present, indicates the source of the operation that led to the generation of this notification. It can have one of the following values:

1. Resource_operation: see 7.6.6.2;

2. Management_operation: see 7.6.6.2;
3. SON_SelfConf: see 7.6.6.2
4. SON_ANR: see 7.6.6.2
5. SON_CellOutage: see 7.6.6.2
6. SON_EnergySaving: see 7.6.6.2
7. Auto_SWM: see 7.6.6.2
8. SON_operation: see 7.6.6.2 
9. Unknown: see 7.6.6.2.
Remark:  see 7.6.6.2

	attributeList
	O,N
	LIST OF SEQUENCE <AttributeName, AttributeValue>
	The attributes (name/value pairs) of the created MO.
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7.5.1.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	See Table 7.4.1.2.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	See Table 7.4.1.2.

	notificationId
	M,N
	--
	See Table 7.4.1.2.

	eventTime
	M,Y
	--
	Notification header – see [3].  It shall carry the ManagedEntity deletion time.

	systemDN
	C,Y
	--
	See Table 7.4.1.2.

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A.
	See Table 7.4.1.2.

	correlatedNotifications
	O,N
	--
	See Table 7.4.1.2.

	additionalText
	O,N
	--
	 It can contain further information in text on the deletion of the MO.

For notifications with sourceIndicator=SON_operation:

See 7.6.6.2

	sourceIndicator
	O,N
	 

ENUM(

Resource_operation,

Management_operation,
SON_ANR,

SON_CellOutage,

SON_EnergySaving,

SON_operation,

Unknown) 
	 This parameter, when present, indicates the source of the operation that led to the generation of this notification. It can have one of the following values:

1. Resource_operation: see 7.6.6.2
2. Management_operation: see 7.6.6.2;
3. SON_ANR: see 7.6.6.2
4. SON CellOutage: see 7.6.6.2
5. SON_EnergySaving: see 7.6.6.2
6. SON_operation: see 7.6.6.2
7. Unknown: see 7.6.6.2
Remark: see 7.6.6.2

	attributeList
	O,N
	LIST OF SEQUENCE <AttributeName, AttributeValue>
	The attributes (name/value pairs) of the deleted MO.


	Next changes


7.6.6.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	See Table 7.4.1.2.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	See Table 7.4.1.2.

	notificationId
	M,N
	--
	See Table 7.4.1.2.

	eventTime
	M,Y
	--
	Notification header - see [3].  It shall carry the attribute(s) value(s) changed time.

	systemDN
	C,Y
	--
	See Table 7.4.1.2.

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A.
	See Table 7.4.1.2.

	correlatedNotifications
	O,N
	--
	See Table 7.4.1.2.

	additionalText
	O,N
	--
	 It can contain further information in text on the attribute value change of the MO.

For notifications with sourceIndicator=SON_operation: 
Information about involved SON functionalities may be added here, if available.

	sourceIndicator
	O,N
	 ENUM(

Resource_operation,

Management_operation,
SON_SelfConf,
SON_PCI,
SON_ANR,

SON_CellOutage,
SON_CCO,

SON_MRO,

SON_LBO,

SON_RACHO
SON_EnergySaving,

Auto_SWM,
SON_operation,

Unknown)
	 This parameter, when present, indicates the source of the operation that led to the generation of this notification. It can have one of the following values:

1. Resource_operation: The notification was generated in response to an internal operation of the resource (example: a failure is detected and therefore the state of an NE needs to be changed);

2. Management_operation: The notification was generated in response to a management operation applied across the managed object boundary external to the managed object (examples: a CM operation was received via the ItfN; a configuration parameter is changed via the local craft interface);
3. SON_SelfConf: The notification was generated as result of a Self Configuration process

4. SON_ANR: The notification was generated as result of ANR function

5. SON_CellOutage: The notification was generated as result of a Cell Outage-Detection, - Compensation, - Recovery process
6. SON_CCO: The notification was generated as result of a Coverage and Capacity Optimization process.
7. SON_MRO: The notification was generated as result of a Mobility Robustness Optimization process
8. SON_LBO: The notification was generated as result of a Load Balancing Optimization process
9. SON_RACHO: The notification was generated as result of a RACH Optimization process

10. SON_EnergySaving: The notification was generated as result of a Energy Saving process

11. Auto_SWM: The notification was generated as result of a automatic software management process

12. SON_operation: The notification was generated as result of a SON (Self Organising Network) process which cannot be allocated to a single one of the above SON functions 

13. Unknown: It is not possible to determine the source of the operation.
Remark: The emitter of the notification may not be aware that a management/resource operation is a SON related operation (Example: A SON operation via ItfN in the context of NM centralized SON). In such case, the sourceIndicator would carry managed/resource_operation.

	attributeValueChange
	M,N
	LIST OF SEQUENCE <AttributeName, NewAttributeValue,

CHOICE [NULL, OldAttributeValue]>
	The changed attributes (name/value pairs) of the MO (with both new and, optionally, old values).


	Next changes


7.8.1.2
Input parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	See Table 7.4.1.2.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	See Table 7.4.1.2.

	notificationId
	M, N
	--
	See Table 7.4.1.2.

	eventTime
	M,Y
	--
	Notification header - see [3].  It shall carry the ManagedEntity state changed time.

	systemDN
	C,Y
	--
	See Table 7.4.1.2.

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A
	See Table 7.4.1.2.

	stateChange
	M,N
	LIST OF SEQUENCE

<StateName           (M),

NewStateValue      (M),

OldStateValue        (O)>
	The changed state values (name/value pairs) of the MO (with both new and, optionally, old values).

	correlatedNotifications
	O,N
	--
	See Table 7.4.1.2.

	additionalText
	O,N
	--
	It can contain further information in text on the state change of the MO.
For notifications with sourceIndicator=SON_operation: 
See 7.6.6.2

	sourceIndicator
	O,N
	 ENUM(

Resource_operation,

Management_operation,
SON_SelfConf,
SON_PCI,

SON_ANR,

SON_CellOutage,
SON_EnergySaving,

Auto_SWM,
SON_operation,

Unknown)
	This parameter, when present, indicates the source of the operation that led to the generation of this notification. It can have one of the following values:

1. Resource_operation: see 7.6.6.2;

2. Management_operation: see 7.6.6.2;
3. SON_SelfConf: see 7.6.6.2
4. SON_PCI: see 7.6.6.2.

5. SON_ANR: see 7.6.6.2
6. SON_CellOutage: see 7.6.6.2
7. SON_EnergySaving: see 7.6.6.2
8. Auto_SWM: see 7.6.6.2
9. SON_operation: see 7.6.6.2
10. Unknown: see 7.6.6.2.
Remark: see 7.6.6.2


	End of changes
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