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* * * First Change * * * *

7.1.9
Multiple-Services-Credit-Control

The Multiple-Services-Credit-Control AVP (AVP code 456) is of type grouped as specified in RFC 4006 [402]. It contains additional 3GPP specific charging parameters.

The support of multiple services in 3GPP is limited to services that are pre-grouped in one of the middle tier TSs. Thus the multiple Service-Identifier and Service-Specific-Info AVPs shall correspond to a service in the subsequent Service-Information AVP group of the CCR message. Mixture of multiple services from different middle tier TSs is not supported.
It has the following ABNF grammar:


<Multiple-Services-Credit-Control> ::=
   < AVP Header: 456 >

   [ Granted-Service-Unit ]
   [ Requested-Service-Unit ]
* [ Used-Service-Unit ]
   [ Tariff-Change-Usage ]  
* [ Service-Identifier ]  
   [ Rating-Group ]  
* [ G-S-U-Pool-Reference ]
   [ Validity-Time ]
   [ Result-Code ]
   [ Final-Unit-Indication ]
   [ Time-Quota-Threshold ]
   [ Volume-Quota-Threshold ] 
   [ Unit-Quota-Threshold ]
   [ Quota-Holding-Time ]
   [ Quota-Consumption-Time ]
* [ Reporting-Reason ]
   [ Trigger ]
   [ PS-Furnish-Charging-Information ]
   [ Refund-Information ]

* [ AF-Correlation-Information]

* [ Envelope ]
   [ Envelope-Reporting ]
   [ Time-Quota-Mechanism ]
* [ Service-Specific-Info ]

   [ QoS-Information ]
* [ AVP ]
* * * End of Changes * * * *
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