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	First change


5.1.3.1.11
Cause for Record Closing

This field contains a reason for the release of the CDR including the following:

· normal release: end of session;

· partial record generation: time (duration) limit at the side of IMS NE which could be regarded as expiration of accounting interim interval, maximum number of changes in charging conditions (e.g. maximum number in 'List of Message Bodies' exceeded) or service change (e.g. change in media components);

· abnormal termination;

· management intervention (request due to O&M reasons).

· CCF initiated record closure;

A more detailed reason may be found in the Service Reason Return Code field.

	Next change


5.2.3
Subsystem level CDR definitions

This subclause contains the syntax definitions of the CDRs on the subsystem level. At present, only the IM subsystem is defined in 3GPP, thus this subclause comprises the CDR types specified for the IMS in TS 32.260 [20].

5.2.3.1
IMS CDRs

…
------------------------------------------------------------------------------

--

--  IMS DATA TYPES

--

------------------------------------------------------------------------------

AccessCorrelationID ::= CHOICE

{


gPRS-Charging-Id



[2] INTEGER,


accessNetworkChargingIdentifier
[4] GraphicString 

}

ACRInterimLost ::= ENUMERATED 

{


no 

(0),


yes 
(1),


unknown (2)

}

AoCCostInformation ::= SEQUENCE 

{


accumulatedCost

[0] REAL,


incrementalCost

[1] REAL,


currencyCode

[2] INTEGER
}

AoCInformation ::= SET

{


tariffInformation

[0] TariffInformation OPTIONAL,


aoCCostInformation

[1] AoCCostInformation OPTIONAL


}

ApplicationServersInformation ::= SEQUENCE 
{



applicationServersInvolved 


[0] NodeAddress OPTIONAL,


applicationProvidedCalledParties
[1] SEQUENCE OF InvolvedParty OPTIONAL

}

CarrierSelectRouting ::= GraphicString

CauseForRecordClosing ::= ENUMERATED 

{


serviceDeliveryEndSuccessfully
(0),


unSuccessfulServiceDelivery

(1),

timeLimit





(3), -- e.g. expiration of Accounting interim interval

serviceChange




(4), -- e.g. change in media due to Re-Invite


managementIntervention


(5),

maxChangeCondition



(6),

ccfInitiatedRecordClosure

(7)  -- partial record generation reasons to be added











 --  Additional codes are for further study
}

…
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