3GPP TSG-SA5 (Telecom Management)
S5-121261
08 - 12 October 2012; Kyoto, Japan


Source:

Joey Chou, Intel
Title:

UID-560036 


SI report - Study on WLAN impacts to Type-2 management rapporteur report
Document for:

Approval

Agenda Item:

6.8.1
1 3GPP Work Plan status

Percentage of completion: 15 %
Estimated completion date: SA#61 – 09/2012
2 Technical Progress status

Summary of progress:  
1. Agreed on the WLAN management architecture, and information from other SDO that can be beneficial to this work 
Outstanding issues: none 
3 Minutes

The session was held on Wednesday October 10th 2012, Q1
	Tdoc
	Title
	Source
	Note

	S5-122275 
	pCR WLAN management architecture
	Intel
	Intel presented the contribution.

In Figure 4.1:
NSN: the diagram should be simplified. AC, CAPWAP, are not needed
Ericsson: AC and CAPWAP are not needed. Suggest to review Ericsson’s contribution S5-122333 that propose the simple reference model
NSN: there are multiple scenarios to show where the PM data are to be correlated.

NEC: What is WLAN? Is it similar to eNB? Need to consider object model
In Other industrial standards section:

Ericsson: this section is similar to the references proposed in “Sources of PM data and Alarm data section” in S5-122333. They can be harmonized
S5-122275 and S5-122333 are to be harmonized into S5-0122535


	S5-122333
	WLAN Reference Model and source of PM and Alarm data
	Ericsson
	Ericsson presented the contribution.

Figure 4.2-1

Intel: It was agreed in the last meeting that it is not necessary to define the reference model, since the existing reference model is sufficient.
NSN: agree that reference model is not needed; it should include multiple scenarios to show where the PM data are to be correlated.

In Sources of PM data and Alarm data section:

Intel: The reference to IEEE 802.11 spec is not sufficient, since IEEE specification has revision number. The latest public available 802.11 specification is IEEE 802.11-2007. So, it should be used in the reference.

S5-122275 and S5-122333 are to be harmonized into S5-0122535

	S5-122277
	pCR WLAN PM and FM use cases
	Intel
	Intel presented the contribution.
Ericsson, NSN: Need to reference to SA2 spec that describes how WLAN offloading is used

Ericsson: Cell 2 in Figure 5.1 is not mentioned in the measurement example

NSN: It is not clear how WLAN performance can be measured.
NSN: RAN2/3 is proposing the enhancement of WLAN offloading in additional of ANDSF. It may be necessary to align with such work, if it is approved. 

NSN: need to align with SA2 on how WLAN APs are associated with each cell.
NSN: does this use case cover the two way offloading, e.g. eNB->WLAN, WLAN-eNB? 

NSN: Need to identify what eNB/NB PM measurements, and WLAN measurements

ALU: It is not clear the alarm reporting use case has anything to do with the capacity

S5-122277 is noted

	S5-122274
	pCR WLAN alarm reporting requirement
	Intel
	Intel presented the contribution.
NSN: The requirement should be defined at the end of the study. It is premature.

S5-122274 is noted 

	S5-122276
	pCR WLAN PM requirements
	Intel
	Intel presented the contribution.
NSN: The requirement should be defined at the end of the study. It is premature.

NSN: The first requirement should not belong to PM. It is CM.
S5-122276 is noted


4 Action items
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