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1
Decision/action requested

It’s asked for the group to discuss and approve the proposal of Enhanced NM Centralised Coverage and Capacity Optimisation.
2
Detailed proposal
	1st Modified Section


5.2
E-UTRAN measurements
5.2.1
UE measurements

5.2.1.1
Connected mode measurements
-
Signal strength and quality measurements: RSRP/RSRQ measurements by UE, same as used also for MDT, see TS 37.320 [2] and references therein.

-
Accessibility measurements: including the accessibility measurements by UE, as defined for MDT, see TS 37.320 [2] and references therein. The following lists the triggers for generating logs related to the RRC connection establisgment failures.
· Expiration of T300 – failure in RRC connection establishment
· Expiration of T301 – failure in RRC connection reestablishment
· Expiration of T304 – failure in handover to another eNB
· Expiration of T310 – UE’s lower layer reports physical connection problems
-
Radio link failure reports: as defined in TS 36.331 [3]

-
Location information reports:

5.2.1.1
Idle mode measurements
An idle mode UE shall perform logged measurements for the serving cell as well as the Intra-frequency, Inter-frequency and Inter-RAT neighboring cells (see clause 5.1.1.3.3 in TS 37.320 [2]). It consists of the following measurements: 
· Physical cell identity of the logged cell
· Carrier frequency
· RSRP and RSRQ
· Time stamp 
· Location information
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