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	1st Modified Section


6.3.5

UtranRelation

6.3.5.2
Attributes

Attributes of UtranRelation
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	adjacentCell
	M
	M
	M

	isRemoveAllowed
	CM
	M
	M

	isHOAllowed
	CM
	M
	M

	isCompensatingESCell
	CM
	M
	M


6.3.5.3
Attribute constraints

	Name
	Definition

	isRemoveAllowed Support Qualifier
	The condition is "ANR function is supported in the source cell and the source cell is a UtranGenericCell, or Inter-RAT ANR function is supported in the source cell, and the source cell is an EUtranGenericCell".

	isHOAllowed Support Qualifier
	The condition is "ANR function is supported in the source cell and the source cell is a UtranGenericCell, or Inter-RAT ANR function is supported in the source cell, and the source cell is an EUtranGenericCell".

	isCompensatingESCell Support Qualifier
	The condition is “The source cell may only be GMSCell that supports Inter-RAT Energy Savings.”


	2nd Modified Section


6.5
Information attribute definitions

6.5.1
Definition and legal values

The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.

Attributes

	Attribute Name
	Definition
	Legal Values

	adjacentCell
	It carries the DN of the UtranGenericCell or the ExternalUtranGenericCell.
	

	aichPower
	The Power of the the AICHchannel in an FDD cell, "AICH Power" in Ref. 3GPP TS 25.433 [5].
	See "AICH Power" in Ref. 3GPP TS 25.433 [5].

	bchPower
	The power of the broadcast channel in the FDD mode cell, "BCH Power" in Ref. 3GPP TS 25.433 [5].
	See "DL Power" in Ref. 3GPP TS 25.433 [5].

	...
	…
	…

	isHOAllowed
	This indicates if HO is allowed or prohibited.

If ‘yes’, handover is allowed from source cell to target cell.  The source cell is identified by the name-containing UtranGenericCell or EUtranGenericCell of the UtranRelation that has the isHOAllowed.  The target cell is referenced by the UtranRelation that has this isHOAllowed. 

If ‘no’, handover shall not be allowed.


	yes , no

	isCompensatingESCell
	This attribute indicates whether the cell, which name-contains the UTranRelation instance, compensates the adjacentCell in energySaving state.
If ‘yes’, the souce cell currently compensates the target cell. The source cell is identified by the name-containing GSMCell of the UTranRelation. The target cell is referenced by the UTranRelation via the adjecentCell attribute.
If ‘no’, the source cell is currently not compensating the target cell.
	yes, no
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