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	1st Modified Section


1
Scope

The present document specifies the Solution Set definitions for the IRP whose semantics are specified in Trace Management IRP: Information Service (3GPP TS 32.442 [5]).
The conditions for supporting Network Sharing are stated in 3GPP TS 32.441 [6].
This Solution Set specification is related to 3GPP TS 32.442 V11. 5.X.
	Next Modified Section


A.2.2
Operation parameter mapping

The TraceIRP: IS 3GPP TS 32.442 [5] defines semantics of parameters carried in operations across the TraceIRP. The following tables indicate the mapping of these parameters, as per operation, to their equivalents defined in this SS.

Table A.2.2.1: Mapping from IS activateTraceJob parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	iocInstance
	KernelCmConstDefs::DN moInstance
	M

	listOfInterfaces
	TraceIRPConstDefs::ListOfInterfaces list_of_interfaces
	O

	listOfNeTypes
	TraceIRPConstDefs::ListOfNeTypes list_of_ne_types
	CM

	traceDepth
	TraceIRPConstDefs::TraceDepth trace_depth
	M

	traceReference
	TraceIRPConstDefs::TraceReference trace_reference
	M

	traceTarget
	TraceIRPConstDefs::TraceTarget trace_target
	M

	triggeringEvent
	TraceIRPConstDefs:: TriggeringEvent triggering_event
	CO

	traceCollectionEntityAddress
	TraceIRPConstDefs::TraceCollectionEntityAddress trace_collection_entity_address
	CM

	jobType
	TraceIRPConstDefs:: JobType job_type
	M

	areaScope
	TraceIRPConstDefs::DNSet
	CM

	listOfMeasurements
	TraceIRPConstDefs:: ListOf Measurements list_of_measurements
	CM

	reportingTrigger
	TraceIRPConstDefs::ReportingTrigger reporting_trigger
	CM

	reportInterval
	TraceIRPConstDefs::ReportInterval report_interval
	CM

	reportAmount
	TraceIRPConstDefs::ReportAmount report_amount
	CM

	eventThreshold
	TraceIRPConstDefs::EventThreshold event_threshold
	CM

	loggingInterval
	TraceIRPConstDefs::LoggingInterval logging_interval
	CM

	loggingDuration
	TraceIRPConstDefs::LoggingDuration logging_duration
	CM

	anonymizationOfMDTData
	TraceIRPConstDefs: AnonymizationOfMDTData anonymization_Of_MDT_Data
	CM

	measurementQuantity
	TraceIRPConstDefs::MeasurementQuantity measurement_quantity
	CM

	measurementPeirodM4
	TraceIRPConstDefs: MeasurementPeriodM4 measurement_period_m4
	CM

	measurementPeirodM5
	TraceIRPConstDefs: MeasurementPeriodM4 measurement_period_m5
	CM

	measurementPeirodM6
	TraceIRPConstDefs: MeasurementPeriodM4 measurement_period_m6
	CM

	positioningMethod
	TraceIRPConstDefs: PositioningMethod positioning_method
	CO

	unsupportedList
	TraceIRPConstDefs: UnsupportedList unsupportedList
	M

	status
	Return value of type TraceIRPConstDefs::Result
Exception:
ActivateTraceJob, InvalidTraceDepth, InvalidTraceTarget, NotUniqueTraceReference

ManagedGenericIRPSystem::InvalidParameter, ManagedGenericIRPSystem::ParameterNotSupported
	M

	pLMNTarget
	TraceIRPConstDefs: PLMNTarget pLMN_target
	CM


Table A.2.2.2: Mapping from IS deactivateTraceJob parameters to SS equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	traceReference
	TraceIRPConstDefs:: TraceReference trace_reference
	M

	traceTarget
	TraceIRPConstDefs::TraceTarget trace_target
	M

	status
	Return value of type TraceIRPConstDefs::Result
Exception:
DeactivateTraceJob, NotUniqueTraceReference
	M

	traceRecordingSessionReference
	TraceIRPConstDefs::TraceRecordingSessionReference trace_recording_session_reference
	CM


Table A.2.2.3: Mapping from IS listTraceJob parameters to SS equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	traceReference
	TraceIRPConstDefs::TraceReference trace_reference
	M

	status
	Return value of type TraceIRPConstDefs::Result
Exception:
ListTraceJob, NotUniqueTraceReference
	M

	iocInstance
	KernelCmConstDefs::DN moInstance
	M

	listOfInterfaces
	TraceIRPConstDefs::ListOfInterfaces list_of_interfaces
	O

	traceDepth
	TraceIRPConstDefs::TraceDepth trace_depth
	M

	traceRecordingSessionReference
	TraceIRPConstDefs::TraceRecordingSessionReference trace_recording_session_reference
	CM

	traceTarget
	TraceIRPConstDefs::TraceTarget trace_target
	M

	jobType
	TraceIRPConstDefs::JobType job_type
	M

	areaScope
	TraceIRPConstDefs::DNSet
	CM

	listOfMeasurements
	TraceIRPConstDefs:: ListOf Measurements list_of_measurements
	CM

	reportingTrigger
	TraceIRPConstDefs::ReportingTrigger reporting_trigger
	CM

	reportInterval
	TraceIRPConstDefs::ReportInterval report_interval
	CM

	reportAmount
	TraceIRPConstDefs::ReportAmount report_amount
	CM

	eventThreshold
	TraceIRPConstDefs::EventThreshold event_threshold
	CM

	loggingInterval
	TraceIRPConstDefs::LoggingInterval logging_interval
	CM

	loggingDuration
	TraceIRPConstDefs::LoggingDuration logging_duration
	CM

	triggeringEvent
	TraceIRPConstDefs::TriggeringEvent triggering_event
	O

	traceCollectionEntityAddress
	TraceIRPConstDefs::TraceCollectionEntityAddress trace_collection_entity_address
	CM

	anonymizationOfMDTData
	TraceIRPConstDefs: AnonymizationOfMDTData anonymization_Of_MDT_Data
	CM

	measurementQuantity
	TraceIRPConstDefs::MeasurementQuantity measurement_quantity
	CM

	measurementPeirodM4
	TraceIRPConstDefs: MeasurementPeriodM4 measurement_period_m4
	CM

	measurementPeirodM5
	TraceIRPConstDefs: MeasurementPeriodM4 measurement_period_m5
	CM

	measurementPeirodM6
	TraceIRPConstDefs: MeasurementPeriodM4 measurement_period_m6
	CM

	positioningMethod
	TraceIRPConstDefs: PositioningMethod positioning_method
	CO

	pLMNTarget
	TraceIRPConstDefs: PLMNTarget pLMN_target
	CM


Table A.2.2.4: Mapping from IS listActivatedTraceJobs parameters to SS equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	traceReferenceList
	TraceMIRPConstDefs::TraceReferenceList trace_reference_list
	M

	status
	Return value of type TraceIRPConstDefs::Result
	M
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A.3.3
IDL specification (file name “TraceIRPSystem.idl”)
//File: TraceIRPSystem.idl

#ifndef _TRACE_IRP_SYSTEM_IDL_

#define _TRACE_IRP_SYSTEM_IDL_

#include <KernelCmConstDefs.idl>

#include <GenericIRPManagementConstDefs.idl>

#include <GenericIRPManagementSystem.idl>#include <TraceIRPConstDefs.idl>

//This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* Module: TraceIRPSystem

This module contains the specification of all operations of Trace IRP Agent.

=============================================================================

*/

module TraceIRP

{

   exception ActivateTraceJob { string reason; };

   exception NotUniqueTraceReference { string reason; };

   exception DeactivateTraceJob { string reason; };

   exception ListTraceJob { string reason; };

   exception ListActivatedTraceJob { string reason; };

  interface TraceIRP

  {

    /**

    * Request to activate a TraceJob through Itf-N.

    **/

    TraceIRPConstDefs::ResultEnum activateTraceJob (

      in KernelCmConstDefs::DN                             moInstance,      
      in TraceIRPConstDefs::ListOfInterfacesOptional       listOfInterfaces,

      in TraceIRPConstDefs::ListOfNeTypes                  listOfNeTypes,

      in TraceIRPConstDefs::TraceDepth                     traceDepth,

      in TraceIRPConstDefs::TraceReference                 traceReference,

      in TraceIRPConstDefs::TraceTarget                    traceTarget,

      in TraceIRPConstDefs::TriggeringEventConditional     triggeringEvent,

      in TraceIRPConstDefs::TraceCollectionEntityAddress   traceCollectionEntityAddress,
      in TraceIRPConstDefs::JobType                        jobType,

      in TraceIRPConstDefs::DNSet                          areaScope,
      in TraceIRPConstDefs::ListOfMeasurements             listOfMeasurements,

      in TraceIRPConstDefs::ReportingTrigger         

reportingTrigger,

      in TraceIRPConstDefs::ReportInterval                 reportInterval,

      in TraceIRPConstDefs::ReportAmount




reportAmount,

      in TraceIRPConstDefs::EventThreshold                 eventThreshold,

      in TraceIRPConstDefs::LoggingInterval                loggingInterval,

      in TraceIRPConstDefs::LoggingDuration                loggingDuration, 
      in TraceIRPConstDefs::AnonymizationOfMDTData         anonymizationOfMDTData, 

 in TraceIRPConstDefs::MeasurementQuantity


measurementQuantity,

      in TraceIRPConstDefs::MeasurementPeriodM4            measurementPeriodM4,

      in TraceIRPConstDefs::MeasurementPeriodM5            measurementPeriodM5,

      in TraceIRPConstDefs::MeasurementPeriodM6            measurementPeriodM6,

      in TraceIRPConstDefs::PositioningMethod              positioningMethod,
      in TraceIRPConstDefs::PLMNTarget                       pLMNTarget,
      out TraceIRPConstDefs:: UnsupportedList              unsupportedList

    )

  raises (ActivateTraceJob,

          GenericIRPManagementSystem::InvalidParameter,

          GenericIRPManagementSystem::ValueNotSupported,

          GenericIRPManagementSystem::OperationNotSupported,

          NotUniqueTraceReference);

    /**

    * Request to deactivate a TraceJob through Itf-N.

    **/

    TraceIRPConstDefs::ResultEnum deactivateTraceJob (

      in TraceIRPConstDefs::TraceReference                  traceReference,

      in TraceIRPConstDefs::TraceTarget                     traceTarget,

      out TraceIRPConstDefs::TraceRecordingSessionReference traceRecordingSessionReference)

    raises (DeactivateTraceJob,

            NotUniqueTraceReference,

            GenericIRPManagementSystem::InvalidParameter,

            GenericIRPManagementSystem::ValueNotSupported,

            GenericIRPManagementSystem::OperationNotSupported);

    /** 

    * Request to list the parameters of a specific TraceJob through Itf-N.

    **/

    TraceIRPConstDefs::ResultEnum listTraceJob (

      in TraceIRPConstDefs::TraceReference                           traceReference,

      out KernelCmConstDefs::DN                                      moInstance,

      out TraceIRPConstDefs::ListOfInterfaces                        listOfInterfaces,

      out TraceIRPConstDefs::TraceDepth                              traceDepth,
      out TraceIRPConstDefs::TraceRecordingSessionReference          traceRecordingSessionReference,

      out TraceIRPConstDefs::TraceTarget                             traceTarget,

      out TraceIRPConstDefs::TriggeringEvent                         triggeringEvent,

      out TraceIRPConstDefs::TraceCollectionEntityAddress traceCollectionEntityAddress,

      out TraceIRPConstDefs::JobType








jobType,

      out TraceIRPConstDefs::DNSet                                   areaScope,

out TraceIRPConstDefs::ListOfMeasurements






listOfMeasurements,


out TraceIRPConstDefs::ReportingTrigger






reportingTrigger,


out TraceIRPConstDefs::ReportInterval







reportInterval,


out TraceIRPConstDefs::ReportAmount







reportAmount,


out TraceIRPConstDefs::Integer








eventThreshold,


out TraceIRPConstDefs::LoggingInterval






loggingInterval,


out TraceIRPConstDefs::LoggingDuration






loggingDuration,

      out TraceIRPConstDefs::AnonymizationOfMDTData                  anonymizationOfMDTData,

      out TraceIRPConstDefs::MeasurementQuantity


           measurementQuantity)
      out TraceIRPConstDefs::MeasurementPeriodM4                     measurementPeriodM4,

      out TraceIRPConstDefs::MeasurementPeriodM5                     measurementPeriodM5,

      out TraceIRPConstDefs::MeasurementPeriodM6                     measurementPeriodM6,

      out TraceIRPConstDefs::PositioningMethod                       positioningMethod,
      out TraceIRPConstDefs::PLMNTarget                               pLMNTarget,

)

    raises (ListTraceJob,

            NotUniqueTraceReference,

            GenericIRPManagementSystem::InvalidParameter,

            GenericIRPManagementSystem::ValueNotSupported,

            GenericIRPManagementSystem::OperationNotSupported);

    /**

    * Request to list the activated TraceJobs through Itf-N.

    **/

    TraceIRPConstDefs::ResultEnum listActivatedTraceJob (

      out TraceIRPConstDefs::TraceReferenceList            traceReferenceList)

    raises (ListActivatedTraceJob,

            GenericIRPManagementSystem::InvalidParameter,

            GenericIRPManagementSystem::ValueNotSupported,

            GenericIRPManagementSystem::OperationNotSupported);

  };

};

#endif // _TRACE_IRP_SYSTEM_IDL_
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C.2.2
Operation parameter mapping

The Trace Management IRP IS (3GPP TS 32.442 [5]) defines semantics of parameters carried in the operations. The tables below show the mapping of these parameters, as per operation, to their equivalents defined in this SS.

Table C.2.2.1: Mapping from IS activateTraceJob parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	iOCInstance
	iOCInstance
	M

	listOfInterfaces
	listOfInterfaces
	O

	listOfNeTypes
	listOfNeTypes
	CM

	traceDepth
	traceDepth
	M

	traceReference
	traceReference
	M

	traceTarget
	traceTarget
	M

	triggeringEvent
	triggeringEvent
	CO

	traceCollectionEntityAddress
	traceCollectionEntityAddress
	CM

	jobType
	jobType
	M

	areaScope
	areaScope
	CM

	listOfMeaurements
	listOfMeaurements
	CM

	reportingTrigger
	reportingTrigger
	CM

	reportInterval
	reportInterval
	CM

	reportAmount
	reportAmount
	CM

	eventThreshold
	eventThreshold
	CM

	loggingInterval
	loggingInterval
	CM

	loggingDuration
	loggingDuration
	CM

	anonymizationOfMDTData
	anonymizationOfMDTData
	CM

	measurementQuantity
	measurementQuantity
	CM

	measurementPeriodM4
	measurementPeriodM4
	CM

	measurementPeriodM5
	measurementPeriodM5
	CM

	measurementPeriodM6
	measurementPeriodM6
	CM

	positioningMethod
	positioningMethod
	CO

	unsupportedList
	unsupportedList
	M

	status
	status
	M

	pLMNTarget
	pLMNTarget
	CM


Table C.2.2.2: Mapping from IS deactivateTraceJob parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	traceReference
	traceReference
	M

	traceTarget
	traceTarget
	M

	traceRecordingSessionReference
	traceRecordingSessionReference
	CM

	status
	status
	M


Table C.2.2.3: Mapping from IS listTraceJob parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	traceReference
	traceReference
	M

	iOCInstance
	iOCInstance
	M

	listOfInterfaces
	listOfInterfaces
	O

	traceDepth
	traceDepth
	M

	traceRecordingSessionReference
	traceRecordingSessionReference
	CM

	traceTarget
	traceTarget
	M

	triggeringEvent
	triggeringEvent
	O

	traceCollectionEntityAddress
	traceCollectionEntityAddress
	CM

	jobType
	jobType
	M

	areaScope
	areaScope
	CM

	listOfMeaurements
	listOfMeaurements
	CM

	reportingTrigger
	reportingTrigger
	CM

	reportInterval
	reportInterval
	CM

	reportAmount
	reportAmount
	CM

	eventThreshold
	eventThreshold
	CM

	loggingInterval
	loggingInterval
	CM

	loggingDuration
	loggingDuration
	CM

	anonymizationOfMDTData
	anonymizationOfMDTData
	CM

	measurementQuantity
	measurementQuantity
	CM

	measurementPeriodM4
	measurementPeriodM4
	CM

	measurementPeriodM5
	measurementPeriodM5
	CM

	measurementPeriodM6
	measurementPeriodM6
	CM

	positioningMethod
	positioningMethod
	CO

	status
	status
	M

	pLMNTarget
	pLMNTarget
	CM


Table C.2.2.4: Mapping from IS listTraceJobs parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	traceReferenceList
	traceReferenceList
	M

	status
	status
	M
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C.3.3
WSDL specification “TraceIRPSystem.wsdl”
<?xml version="1.0" encoding="UTF-8"?>

<!--


3GPP TS 32.446 Trace Management IRP SOAP Solution Set

-->

<definitions xmlns="http://schemas.xmlsoap.org/wsdl/" xmlns:soap="http://schemas.xmlsoap.org/wsdl/soap/" xmlns:traceIRPSystem="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#TraceIRPSystem" xmlns:traceIRPData="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#TraceIRPData" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.626#genericNrm" xmlns:genericIRPSystem="http://www.3gpp.org/ftp/specs/archive/32_series/32.316#GenericIRPSystem" xmlns:ntfIRPNtfSystem="http://www.3gpp.org/ftp/specs/archive/32_series/32.306#NotificationIRPNtfSystem" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#TraceIRPSystem">

  <import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.316#GenericIRPSystem"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.307/schema/32306#notification/NotificationIRPNtfSystem"/>

  <types>

    <schema targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#TraceIRPData" xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xti="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#tMIRPIOCs">

      <!-- activateTraceJob Request -->

      <element name="activateTraceJobRequest">

        <complexType>

          <sequence>

            <element name="iOCInstance" type="xn:dn"/>

            <element name="listOfInterfaces" type="xti:ListOfInterfaces" minOccurs="0"/>

            <element name="listOfNeTypes" type="xti:ListOfNeTypes" minOccurs="0"/>

            <element name="traceDepth" type="xti:TraceDepth"/>

            <element name="traceReference" type="unsignedLong"/>

            <element name="traceTarget" type="xti:TraceTarget"/>

            <element name="triggeringEvent" type="xti:TriggeringEvent" minOccurs="0"/>

            <element name="traceCollectionEntityAddress" type="string" minOccurs="0"/>

            <element name="jobType" type="xti:JobType" minOccurs="0"/>
            <element name="areaScope" type="xti:DNSet" minOccurs="0"/>
            <element name="listOfMeasurements" type="xti:ListOfMeasurements" minOccurs="0"/>
            <element name="reportingTrigger" type="xti:ReportingTrigger" minOccurs="0"/>
            <element name="reportInterval" type="xti:ReportInterval" minOccurs="0"/>
            <element name="reportAmount" type="xti:ReportAmount" minOccurs="0"/>
            <element name="eventThreshold" type="xti:EventThreshold" minOccurs="0"/>
            <element name="loggingInterval" type="xti:LoggingInterval" minOccurs="0"/>
            <element name="loggingDuration" type="xti:LoggingDuration" minOccurs="0"/>
            <element name="anonymizationOfMDTData" type="xti:anonymizationOfMDTData" minOccurs="0"/>
            <element name="measurementQuantity" type="integer" minOccurs="0"/>
            <element name="measurementPeriodM4" type="xti:measurementPeriodM4" minOccurs="0"/>

            <element name="measurementPeriodM5" type="xti:measurementPeriodM5" minOccurs="0"/>
            <element name="measurementPeriodM6" type="xti:measurementPeriodM6" minOccurs="0"/>
            <element name="positioningMethod" type="xti:positioningMethod" minOccurs="0"/>
            <element name="pLMNTarget" type="xti:pLMNTarget" minOccurs="0"/>

          </sequence>

        </complexType>

      </element>

      <!-- activateTraceJob Response -->

      <element name="activateTraceJobResponse">

        <complexType>

          <sequence>

            <element name="status">

              <simpleType>

                <restriction base="string">

                  <enumeration value="Success"/>

                  <enumeration value="Failure"/>

                  <enumeration value="PartialSuccess"/>

                </restriction>

              </simpleType>

            </element>

            <element name="unsupportedList" type="xti:UnsupportedList" minOccurs="0"/>

            <element name="failureReason" minOccurs="0">

              <simpleType>

                <restriction base="string">

                  <enumeration value="invalidTraceDepth"/>

                  <enumeration value="invalidListOfInterfaces"/>

                  <enumeration value="invalidTraceTarget"/>

                  <enumeration value="invalidAreaScope"/>
                  <enumeration value="invalidListOfMeasurements"/>
                  <enumeration value="invalidReportingTrigger"/>
                  <enumeration value="invalidReportInterval"/>
                  <enumeration value="invalidReportAmount"/>
                  <enumeration value="invalidEventThreshold"/>
                  <enumeration value="invalidLoggingInterval"/>
                  <enumeration value="invalidLoggingDuration"/>

                  <enumeration value="notuniqueTraceReference"/>
                  <enumeration value="invalidAnonymizationOfMDTData"/>
                  <enumeration value="invalidMeasurementPeriodM4"/>

                  <enumeration value="invalidMeasurementPeriodM5"/>
                  <enumeration value="invalidMeasurementPeriodM6"/>
                  <enumeration value="invalidPLMNTarget"/>
                  <enumeration value="operation_failed_unsupported_optional_input_parameter_PositioningMethod"/>
                  <enumeration value="operation_failed"/>

                  <enumeration value="operation_failed_invalid_input_parameter"/>

                  <enumeration value="operation_failed_unsupported_optional_input_parameter_listOfInterfaces"/>

                  <enumeration value="operation_failed_unsupported_optional_input_parameter_listOfNeTypes"/>

                  <enumeration value="operation_failed_unsupported_optional_input_parameter_triggeringEvent"/>

                  <enumeration value="operation_failed_unsupported_optional_input_parameter_traceCollectionEntityAddress"/>

                  <enumeration value="operation_failed_internal_problem"/>
                  <enumeration value="invalidMeasurementQuantity"/>
                </restriction>

              </simpleType>

            </element>

          </sequence>

        </complexType>

      </element>

      <!-- activateTraceJob Fault -->

      <element name="activateTraceJobFault">

        <simpleType>

          <restriction base="string">

            <enumeration value="OperationFailed"/>

          </restriction>

        </simpleType>

      </element>

      <!-- deactivateTraceJob Request -->

      <element name="deactivateTraceJobRequest">

        <complexType>

          <sequence>

            <element name="traceReference" type="unsignedLong"/>

            <element name="traceTarget" type="xti:TraceTarget"/>

          </sequence>

        </complexType>

      </element>

      <!-- deactivateTraceJob Response -->

      <element name="deactivateTraceJobResponse">

        <complexType>

          <sequence>

            <element name="status">

              <simpleType>

                <restriction base="string">

                  <enumeration value="Success"/>

                  <enumeration value="Failure"/>

                </restriction>

              </simpleType>

            </element>

            <element name="traceRecordingSessionReference" type="integer" minOccurs="0"/>

            <element name="failureReason" minOccurs="0">

              <simpleType>

                <restriction base="string">

                  <enumeration value="notuniqueTraceReference"/>

                  <enumeration value="operation_failed"/>

                  <enumeration value="operation_failed_internal_problem"/>

                </restriction>

              </simpleType>

            </element>

          </sequence>

        </complexType>

      </element>

      <!-- deactivateTraceJob Fault -->

      <element name="deactivateTraceJobFault">

        <simpleType>

          <restriction base="string">

            <enumeration value="OperationFailed"/>

          </restriction>

        </simpleType>

      </element>

      <!-- listTraceJob Request -->

      <element name="listTraceJobRequest">

        <complexType>

          <sequence>

            <element name="traceReference" type="unsignedLong"/>

          </sequence>

        </complexType>

      </element>

      <!-- listTraceJob Response -->

      <element name="listTraceJobResponse">

        <complexType>

          <sequence>

            <element name="iOCInstance" type="xn:dn"/>

            <element name="listOfInterfaces" type="xti:ListOfInterfaces" minOccurs="0"/>

            <element name="status">

              <simpleType>

                <restriction base="string">

                  <enumeration value="Success"/>

                  <enumeration value="Failure"/>

                </restriction>

              </simpleType>

            </element>

            <element name="traceDepth" type="xti:TraceDepth"/>

            <element name="traceRecordingSessionReference" type="integer" minOccurs="0"/>

            <element name="traceTarget" type="xti:TraceTarget"/>

            <element name="triggeringEvent" type="xti:TriggeringEvent" minOccurs="0"/>

            <element name="traceCollectionEntityAddress" type="string" minOccurs="0"/>

            <element name="jobType" type="xti:JobType" minOccurs="0"/>
            <element name="areaScope" type="xti:DNSet" minOccurs="0"/>
            <element name="listOfMeasurements" type=" xti:ListOfMeasurements" minOccurs="0"/>
            <element name="reportingTrigger" type="xti:ReportingTrigger" minOccurs="0"/>
            <element name="reportInterval" type="xti:ReportInterval" minOccurs="0"/>
            <element name="reportAmount" type="xti:ReportAmount" minOccurs="0"/>
            <element name="eventThreshold" type="Integer" minOccurs="0"/>
            <element name="loggingInterval" type="xti:LoggingInterval" minOccurs="0"/>
            <element name="loggingDuration" type="xti:LoggingDuration" minOccurs="0"/>
            <element name="anonymizationOfMDTData" type="xti:anonymizationOfMDTData" minOccurs="0"/>
            <element name="measurementQuantity" type="integer" minOccurs="0"/>
            <element name="measurementPeriodM4" type="xti:MeasurementPeriodM4" minOccurs="0"/>
            <element name="measurementPeriodM5" type="xti:MeasurementPeriodM5" minOccurs="0"/>
            <element name="measurementPeriodM6" type="xti:MeasurementPeriodM6" minOccurs="0"/>
            <element name="positioningMethod" type="xti:PositioningMethod" minOccurs="0"/>
            <element name="pLMNTarget" type="xti:pLMNTarget" minOccurs="0"/>

            <element name="failureReason" minOccurs="0">

              <simpleType>

                <restriction base="string">

                  <enumeration value="notuniqueTraceReference"/>

                  <enumeration value="operation_failed"/>

                  <enumeration value="operation_failed_internal_problem"/>

                </restriction>

              </simpleType>

            </element>

          </sequence>

        </complexType>

      </element>

      <!-- listTraceJob Fault -->

      <element name="listTraceJobFault">

        <simpleType>

          <restriction base="string">

            <enumeration value="OperationFailed"/>

          </restriction>

        </simpleType>

      </element>

      <!-- listActivatedTraceJobs Request -->

      <element name="listActivatedTraceJobsRequest">

      </element>

      <!-- listActivatedTraceJobs Response -->

      <element name="listActivatedTraceJobsResponse">

        <complexType>

          <sequence>

            <element name="traceReferenceList">

              <complexType>

                <sequence minOccurs="0" maxOccurs="unbounded">

                  <element name="traceReference" type="unsignedLong"/>

                </sequence>

              </complexType>

            </element>

            <element name="status">

              <simpleType>

                <restriction base="string">

                  <enumeration value="Success"/>

                  <enumeration value="Failure"/>

                </restriction>

              </simpleType>

            </element>

            <element name="failureReason" minOccurs="0">

              <simpleType>

                <restriction base="string">

                  <enumeration value="operation_failed"/>

                  <enumeration value="operation_failed_internal_problem"/>

                </restriction>

              </simpleType>

            </element>

          </sequence>

        </complexType>

      </element>

      <!-- listActivatedTraceJobs Fault -->

      <element name="listActivatedTraceJobsFault">

        <simpleType>

          <restriction base="string">

            <enumeration value="OperationFailed"/>

          </restriction>

        </simpleType>

      </element>

    </schema>

  </types>

  <message name="activateTraceJobRequest">

    <part name="parameter" element="traceIRPData:activateTraceJobRequest"/>

  </message>

  <message name="activateTraceJobResponse">

    <part name="parameter" element="traceIRPData:activateTraceJobResponse"/>

  </message>

  <message name="activateTraceJobFault">

    <part name="parameter" element="traceIRPData:activateTraceJobFault"/>

  </message>

  <message name="deactivateTraceJobRequest">

    <part name="parameter" element="traceIRPData:deactivateTraceJobRequest"/>

  </message>

  <message name="deactivateTraceJobResponse">

    <part name="parameter" element="traceIRPData:deactivateTraceJobResponse"/>

  </message>

  <message name="deactivateTraceJobFault">

    <part name="parameter" element="traceIRPData:deactivateTraceJobFault"/>

  </message>

  <message name="listTraceJobRequest">

    <part name="parameter" element="traceIRPData:listTraceJobRequest"/>

  </message>

  <message name="listTraceJobResponse">

    <part name="parameter" element="traceIRPData:listTraceJobResponse"/>

  </message>

  <message name="listTraceJobFault">

    <part name="parameter" element="traceIRPData:listTraceJobFault"/>

  </message>

  <message name="listActivatedTraceJobsRequest">

    <part name="parameter" element="traceIRPData:listActivatedTraceJobsRequest"/>

  </message>

  <message name="listActivatedTraceJobsResponse">

    <part name="parameter" element="traceIRPData:listActivatedTraceJobsResponse"/>

  </message>

  <message name="listActivatedTraceJobsFault">

    <part name="parameter" element="traceIRPData:listActivatedTraceJobsFault"/>

  </message>

  <portType name="TraceIRPManagement">

    <operation name="activateTraceJob">

      <input message="traceIRPSystem:activateTraceJobRequest"/>

      <output message="traceIRPSystem:activateTraceJobResponse"/>

      <fault name="activateTraceJobFault" message="traceIRPSystem:activateTraceJobFault"/>

    </operation>

    <operation name="deactivateTraceJob">

      <input message="traceIRPSystem:deactivateTraceJobRequest"/>

      <output message="traceIRPSystem:deactivateTraceJobResponse"/>

      <fault name="deactivateTraceJobFault" message="traceIRPSystem:deactivateTraceJobFault"/>

    </operation>

    <operation name="listTraceJob">

      <input message="traceIRPSystem:listTraceJobRequest"/>

      <output message="traceIRPSystem:listTraceJobResponse"/>

      <fault name="listTraceJobFault" message="traceIRPSystem:listTraceJobFault"/>

    </operation>

    <operation name="listActivatedTraceJobs">

      <input message="traceIRPSystem:listActivatedTraceJobsRequest"/>

      <output message="traceIRPSystem:listActivatedTraceJobsResponse"/>

      <fault name="listActivatedTraceJobsFault" message="traceIRPSystem:listActivatedTraceJobsFault"/>

    </operation>

  </portType>

  <binding name="TraceIRPManagement" type="traceIRPSystem:TraceIRPManagement">

    <soap:binding style="document" transport="http://schemas.xmlsoap.org/soap/http"/>

    <operation name="activateTraceJob">

      <soap:operation soapAction="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#activateTraceJob" style="document"/>

      <input>

        <soap:body use="literal"/>

      </input>

      <output>

        <soap:body use="literal"/>

      </output>

      <fault name="activateTraceJobFault">

        <soap:fault name="activateTraceJobFault" use="literal"/>

      </fault>

    </operation>

    <operation name="deactivateTraceJob">

      <soap:operation soapAction="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#deactivateTraceJob" style="document"/>

      <input>

        <soap:body use="literal"/>

      </input>

      <output>

        <soap:body use="literal"/>

      </output>

      <fault name="deactivateTraceJobFault">

        <soap:fault name="deactivateTraceJobFault" use="literal"/>

      </fault>

    </operation>

    <operation name="listTraceJob">

      <soap:operation soapAction="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#listTraceJob" style="document"/>

      <input>

        <soap:body use="literal"/>

      </input>

      <output>

        <soap:body use="literal"/>

      </output>

      <fault name="listTraceJobFault">

        <soap:fault name="listTraceJobFault" use="literal"/>

      </fault>

    </operation>

    <operation name="listActivatedTraceJobs">

      <soap:operation soapAction="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#listActivatedTraceJobs" style="document"/>

      <input>

        <soap:body use="literal"/>

      </input>

      <output>

        <soap:body use="literal"/>

      </output>

      <fault name="listActivatedTraceJobsFault">

        <soap:fault name="listActivatedTraceJobsFault" use="literal"/>

      </fault>

    </operation>

  </binding>

  <service name="TraceIRPService">

    <port name="TraceIRPManagementPort" binding="traceIRPSystem:TraceIRPManagement">

      <soap:address location="http://www.3gpp.org/ftp/specs/archive/32_series/32.446#TraceIRP"/>

    </port>

    <port name="GenericIRPPort" binding="genericIRPSystem:GenericIRPBinding">

      <soap:address location="http://www.3gpp.org/ftp/specs/archive/32_series/32.316#GenericIRP"/>

    </port>

    <port name="NotificationIRPNtfPort" binding="ntfIRPNtfSystem:NotificationIRPNtf">

      <soap:address location="http://www.3gpp.org/ftp/specs/archive/32_series/32.306#NotificationIRPNtf"/>

    </port>

  </service>

</definitions>
	End of modifications
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