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4.1.2.5
PS Domain activation mechanisms

The following figure shows the Trace Session activation in the PS domain. The figure is an example of tracing PDP context.
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Figure 4.1.2.5.1: Trace session activation in PS domain for PDP Context

When a UE registers with the network by sending an ATTACH_REQUEST message to the SGSN, it updates the location information in the HSS by sending the UPDATE_GPRS_LOCATION message to the HSS. The HSS checks if the UE is being traced. If it is being traced, the HSS shall propagate the trace control and configuration parameters to the SGSN by sending a MAP-ACTIVATE_TRACE_MODE - see 3GPP TS 29.002 [11] message to the SGSN. When an inter-SGSN routing area update occurs, HSS shall send the MAP-ACTIVATE_TRACE_MODE message to the new SGSN.

When SGSN receives the MAP-ACTIVATE_TRACE_MODE message it shall store the trace control and configuration parameters and shall start a Trace Session.

When any of the triggering events defined in the trace control and configuration parameters occur, (e.g. PS session is started (i.e. a ACTIVATE PDP CONTEXT REQUEST message is received from the UE)) the SGSN shall propagate the trace control and configuration parameters to the GGSN (by sending a GTP-CREATE_PDP_CONTEXT_REQUEST message) and to the radio network (by sending a RANAP-CN_INVOKE_TRACE message), if it is defined in the trace control and configuration parameters (NE types to trace). The Trace Session activation to UTRAN is described in clauses 4.1.2.4.

When HSS sends the MAP-ACTIVATE_TRACE_MODE message to SGSN it shall include the following parameters to the message (The values related to the EPS domain shall be used for the Trace Session activation through the S3 interface in case of an Inter-RAT handover event.):

· IMSI (M).

· Trace reference (M).

· Triggering events for SGSN (M), GGSN (M), MME (M), Serving GW(M) and PDN GW(M).

· Trace Depth (M).

· List of NE types to trace (M).

· List of interfaces for SGSN (O), GGSN (O) and/or RNC (O), MME (O), Serving GW (O), PDN GW(O), eNB(O).

· IP address of Trace Collection Entity (O).
When the SGSN sends the GTP-CREATE_PDP_CONTEXT_REQUEST message to GGSN it shall include the following parameters to the message:

· IMSI or IMEI (SV) (M).

· Trace reference (M).

· Trace Recording Session Reference (M).

· Triggering events for GGSN (M).

· Trace Depth (M).

· List of interfaces for GGSN (O).

· IP address of Trace Collection Entity (O).
Figure 4.1.2.5.2 is an example of tracing for MBMS Context.
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Figure 4.1.2.5.2: Trace session activation in PS domain for MBMSContext

When HSS receives a Trace Session activation from its EMS, it shall store the received trace control and configuration parameters. At this point a Trace Session shall be started in the HSS.

When a UE registers with the network by sending an ATTACH_REQUEST message to the SGSN, it updates the location information in the HSS by sending the UPDATE_GPRS_LOCATION message to the HSS. The HSS checks if the UE is being traced. If it is being traced, the HSS shall propagate the trace control and configuration parameters to the SGSN by sending a MAP-ACTIVATE_TRACE_MODE message to the SGSN. When an inter-SGSN routing area update occurs, HSS shall send the MAP-ACTIVATE_TRACE_MODE message to the new SGSN.

When SGSN receives the MAP-ACTIVATE_TRACE_MODE message it shall store the trace control and configuration parameters and shall start a Trace Session.
Incase of an inter-SGSN handover the trace control and configuration parameters (both PS domain specific and EPS domain specific parameters) shall be propagated to the target SGSN. 
In case of an inter-RAT handover the SGSN shall send the PS and EPS specific Trace control and configuration parameters to the target MEE via the S3 interface.
When any of the triggering events defined in the trace control and configuration parameters occur, (i.e. an ACTIVATE MBMS CONTEXT REQUEST message is sent to the UE)) the SGSN shall propagate the trace control and configuration parameters to the GGSN (by sending a GTP-CREATE_MBMS_CONTEXT_REQUEST message) and to the radio network (by sending a RANAP-CN_INVOKE_TRACE message), if it is defined in the trace control and configuration parameters (NE types to trace). The Trace Session activation to UTRAN is described in clauses 4.1.2.4.

The GGSN shall propagate the trace control and configuration parameters to the BM-SC (by sending a Diameter Gmb AAR message) if the BM-SC is defined in the trace control and configuration parameters (NE types to trace).

When HSS sends the MAP-ACTIVATE_TRACE_MODE message to SGSN it shall include the following parameters in the message:

· IMSI (M).

· Trace reference (M).

· Triggering events for SGSN (M), GGSN (M) and BM-SC (M).

· Trace Depth (M).

· List of NE types to trace (M).

· List of interfaces for SGSN (O), GGSN (O), BM-SC (O) and/or RNC (O).

· IP address of Trace Collection Entity (O).
When the SGSN sends the GTP-CREATE_MBMS_CONTEXT_REQUEST message to GGSN it shall include the following parameters in the message:

· IMSI or IMEI (SV) (M).

· Trace reference (M).

· Trace Recording Session Reference (M).

· Triggering events for GGSN (M) and BM-SC (M).

· Trace Depth (M).

· List of interfaces for GGSN (O) and BM-SC (O).

· IP address of Trace Collection Entity (O).
When the GGSN sends the Diameter Gmb AAR message to the BM-SC it shall include the following parameters in the message:

· IMSI or IMEI (SV) (M).

· Trace reference (M).

· Trace Recording Session Reference (M).

· Triggering events for BM-SC (M).

· Trace Depth (M).

· List of interfaces for BM-SC (O).

· IP address of Trace Collection Entity (O).
4.1.2.10
EPC activation mechanism

4.1.2.10.1
UE attached to EPC via E-UTRAN

Figure 4.1.2.10.1 summarizes the Trace Session activation procedure in EPC:
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Figure 4.1.2.10.1: Trace Session activation procedure in EPC with GTP based S5 interface:

The Trace Session activation in MME can come for a home subscriber trace from HSS via the S6a interface or for a foreign subscriber from the EM of MME. 

When the UE makes an attach request to the MME, it updates the location information in the HSS. The HSS checks if the UE is being traced. If it is being traced, the HSS shall propagate the trace control and configuration data to the MME by including the trace control and configuration parameters into the S6a-Insert subscriber data message or the S6a-Update Location Answer message. If the traced UE has already attached before receiving the Trace Session Activation from the EM/NM, the HSS shall also propagate the trace control and configuration data to the MME by either S6a-Insert subscriber data message or the S6a-Update Location Answer message. When MME receives the trace control and configuration data from the HSS it shall store the information and shall start a Trace Session. 

During inter-MME TAU, the MME shall propagate the trace control and configuration parameters to the target MME within an S10- Context Response as part of inter-MME TAU procedures. During attach procedures where the context information is requested from the target MME, the MME shall propagate the trace control and configuration parameters within an S10-Identification Response message. During inter-MME handover, the MME shall propagate the trace control and configuration parameters to the target MME within an S10- Forward Relocation Request message as part of inter-MME handover procedures. During inter-RAT handover procedure, the MME shall propagate the trace control and configuration parameters to the target SGSN via the S3 interface as part of the inter-RAT handover procedure. 
If the List of NE Types parameter specifies tracing in the SGW and/or Tracing in the PGW, MME shall propagate the trace control and configuration parameters via the S11 interface to the SGW per one of the following messages:

1) if a default bearer connection has not been established, via the S11: Create Session Request message;

2) otherwise via the S11-Trace Session Activation message.

The SGW upon receiving the trace control and configuration parameters shall start a trace session.

If the List of NE Types parameter specifies Tracing in the PGW, SGW shall propagate the trace control and configuration parameters via the S5 interface to the PGW per one of the following messages:
3) if a default bearer connection has not been established, via the S5: Create Session Request message;

4) otherwise via the S5-Trace Session Activation message.

The PGW upon receiving the trace control and configuration parameters shall start a trace session.

When a triggering events, defined in the trace control and configuration data occur (i.e. a session is started) a Trace Recording Session should  be started and the trace control and configuration data should be propagated to the radio network to the eNB if the List of NE Types parameter specifies eNB tracing. However if the triggering events parameter at MME indicates that all events should be traced, Trace Recording Session shall be started only when the user specific S1 association is setup to the eNB and the Trace Recording Session is kept as long as the user specific S1 association is released or the Trace Session is deactivated. See section 4.2.3.6.

When HSS activates the trace to the MME the following trace control and configuration parameters shall be included in the message (the values related to the PS domain shall be used for Trace Session Activation during inter-RAT handover procedure):

· IMSI or IMEISV

· Trace Reference

· Triggering events for MME, Serving GW, PDN GW, SGSN, GGSN
· Trace Depth

· List of NE types to trace

· List of Interfaces for MME, Serving GW, PDN GW, eNB, SGSN, GGSN, RNC
· IP address of Trace Collection Entity

When MME activates the trace to the SGW the following trace control and configuration parameters shall be included in the message:

· IMSI or IMEISV

· Trace Reference

· Triggering events for Serving GW, PDN GW

· Trace Depth

· List of NE types to trace

· List of Interfaces for Serving GW, PDN GW

· IP address of Trace Collection Entity
When SGW activates the trace to the PGW the following trace control and configuration parameters shall be included in the message:
· IMSI or IMEISV 

· Trace Reference

· Triggering events for PDN GW

· Trace Depth

· List of Interfaces for PDN GW

· IP address of Trace Collection Entity

When MME sends the trace control and configuration parameters to the eNB the following information shall be included in the message:

· Trace Reference

· Trace Recording Session Reference

· Trace Depth

· IP Address of Trace Collection Entity

and the following information may be included in the message:

· List of Interfaces for eNB

Figure 4.1.2.10.1.A illustrates the Trace Session activation in case of PMIP based S5 interface. The figure contains only the difference compare to the GTP based S5 interface.
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Figure 4.1.2.10.1.A: Trace Session Activation from SWG to PGW in case of PMIP based S5 interface

When the SGW receives the Trace Session activation message and the List of NE Type to trace parameter specifies Tracing in the PDN GW , SGW shall send Trace Session Activation to PDN GW via the PCRF. The Trace Session activation can be done as part of the IP CAN session establishment or as a standalone procedure [29]. 

The Trace Session Activation shall include the following information:

· IMSI or IMEISV

· Trace reference

· Trace Recording Session Reference

· Trace Depth

· Triggering events for PDN GW

· List of Interfaces for PDN GW

· IP address of Trace Collection Entity

When the PCRF receives the Trace Session Activation it shall forward the same trace control and configuration parameters to the PDN GW [29]. 

4.1.2.10.4
Inter-RAT handover from E-UTRAN to UTRAN
The following figure illustrates an example scenario when the UE attaches to the EPC domain, then makes an inter-RAT handover to the UMTS and makes another handover back from UMTS to E-UTRAN. 
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Figure 4.1.2.10.4.1 Example scenario for Trace Session activation in case of inter-RAT handover
In order to support the inter-RAT trace between EPS and PS domain when the HSS sends the Trace Session Activation message to the SGSN/MME respectively it shall send the trace control and configuration parameters that are applicable for both PS and EPC domains. These parameters shall be transferred in the Trace Session Activation message in the S6a/S6d interface respectively. When MME/SGSN receives the Trace Session Activation message from the HSS or from MME/SGSN the trace control and configuration parameters shall be stored and a Trace Session shall be started. 
When the MME sends the Forward Relocation Request messager to the S4-SGSN the MME shall sends the following trace control and configuration parameters for Trace Session activation to the SGSN:

· IMSI or IMEI(SV)

· Trace Reference

· Trace Recording Session Reference
· Trace Depth

· Triggering events for SGSN, GGSN, RNC, MME, Serving GW, PDN GW and eNB

· List of Interfaces for SGSN, GGSN, RNC, MME, Serving GW, PDN GW and eNB

· IP address of Trace Collection Entity
AS explained in the above example scenario the Trace Control and Configuration parameters shall be propagated during an inter-RAT handover procedure from the source node to the target node. The propagated Trace Control and Configuration parameters shall include values that are applicable for both EPS and PS domain during the inter-RAT handover procedure. 

Similarly, in case of Gn SGSN those parameters shall be transferred through S6a/Gn interface from the HSS to the MME/Gn SGSN. The Trace Control and Configuration parameter of both domain shall be stored int he Trace Session in MME/Gn SGSN respectively. 
4.1.2.12.2
Activation of MDT task before UE attaches to the network

As shown in figure 4.1.2.12.1, by adding configurations of MDT EMS activate the Trace Session for MDT job.
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Figure 4.1.2.12.1: MDT activation procedure in EPC

When HSS activates the trace, for MDT job, to the MME the following configuration parameters shall be included in the message:

· jobType
· IMSI or IMEISV or IMEI-TAC

· Area scope (e.g. TA, RA, Cell)

· Trace Reference

· List of measurements

· Reporting Trigger

· Report Interval

· Report Amount

· Event Threshold

· Logging Interval

· Logging duration 

· Measurement period LTE (if either of the measurements M4, M5 is requested in LTE)
· Measurement period UMTS (if either of the measurements M6, M7 is requested in UMTS)
· Collection period for RRM measurements LTE (present only if any of M2 or M3 measurements are requested in LTE).
· Collection period for RRM measurements UMTS (present only if any of the M3, M4, M5 measurements are requested in UMTS)
· Positioning method

Note that at the same time not all the parameters can be present. The conditions are described in clause 5.10 of the present document.

· IP address of Trace Collection Entity
The Specified geographical area field is available when IMSI/IMEI(SV)/IMEI-TAC combined with geographical area are needed for UE selection.

When MME activate MDT activation to eNodeB, the MDT configuration parameters can be included in the message in the Initial Context Setup:

· Area scope (TA, Cell)

· Trace Reference

· Trace Recording Session Reference

· List of measurements

· Reporting Trigger

· Report Amount

· Report Interval

· Event Threshold

· Logging Interval

· Logging Duration

· IP address of Trace Collection Entity 

· Collection period for RRM measurements LTE (present only if any of M2 or M3 measurements are requested). 

· Measurement period LTE (if either of the measurements M4, M5 is requested)

· Positioning method

Note that at the same time not all the parameters can be present. The conditions are described in clause 5.10 of the present document.

The MME receives and stores MDT user consent indication from HSS as part of subscriber information when user context is established in MME at UE attachment. The MME shall consider the MDT user consent information when activating an MDT trace session for the UE. Details on the user consent handling are described in section 4.6.

If positioning method indicates GNSS positioning, eNB should activate the GNSS module of the UE via RRC as specified in TS 36.331 [32]. If positioning method indicates E-Cell ID positioning, the eNB should collect the UE reported UE Rx-Tx time difference measurements as specified in TS 36.331[32] measurement procedures, as well as, any available eNB measured eNB Rx-Tx time difference measurements and capture it in MDT trace record. 
If Reporting Trigger parameter indicates that all configured RRM measurement trigger should be reported in MDT, then eNodeB should ask the UE to provide the “best effort” location information together with the measurement reporting by setting the includeLocationInfo IE in all RRC measurement reporting configurations. 

4.1.2.12.5
Inter-RAT handover scenarios
In order to support MDT data collection in one Trace Session for both UMTS and LTE networks, the UMTS and LTE specific MDT configuration parameters shall be propagated to both EPC and PS domains. In case of an inter-RAT handover procedure both set of parameters shall be propagated to the target node. Therefore when HSS sends the Trace Session Activation message to the MME, the HSS shall include both UMTS and LTE specific MDT configuration parameters and MME shall store them. 

In case of an inter-RAT handover procedure the MME shall send both UMTS and LTE specific MDT parameters to the SGSN through the S3 interface.
4.1.2.13
PS domain activation mechanism for MDT

4.1.2.13.2
Activation of MDT task before UE attaches to the network

The MDT activation procedure is shown in figure 4.1.2.13.2.1.
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Figure 4.1.2.13.2.1: MDT activation procedure in PS domain during attach procedure

The Trace Session activation is started from the EMS, when it activates the Trace Session to the HSS. The HSS stores the trace control and configuration parameters in its database. 

When a UE registers with the network by sending an ATTACH_REQUEST message to the SGSN, it updates the location information in the HSS by sending the UPDATE_GPRS_LOCATION message to the HSS. The HSS checks if the UE is being traced. If it is being traced, the HSS shall propagate the trace control and configuration parameters to the SGSN by sending a MAP-ACTIVATE_TRACE_MODE - see 3GPP TS 29.002 [11] message to the SGSN (This message can be embedded also in the MAP INSERT SUBSCRIBER DATA message). The SGSN receives and stores MDT user consent indication from HSS as part of subscriber information when user context is established in SGSN at UE attachment (details are available in clause 4. 6.1). When an inter-SGSN routing area update occurs, HSS shall send the MAP-ACTIVATE_TRACE_MODE message to the new SGSN. The Trace Session Activation from HSS to SGSN shall contain the following MDT specific parameters in addition to the existing trace parameters:

· Job type

· Area Scope

· List of measurements

· Reporting Trigger

· Report Interval

· Report Amount

· Event Threshold

· Logging Interval

· Logging Duration

· IP address of Trace Collection Entity 

· Measurement quantity

· Measurement period  UMTS (if either of the measurements M6, M7 is requested)
· Measurement period LTE (if either of the measurements M4, M5 is requested)
· Collection period for RRM measurements UMTS (present only if any of M3, M4 or M5 measurements are requested).
· Collection period for RRM measurements LTE (present only if any of M2, M3  are requested)
· Positioning Method

Note that at the same time not all of the parameters can be present. The condition which parameters shall be present is described in clause 5 of the present document. 

When SGSN receives the MAP-ACTIVATE_TRACE_MODE message it shall store the trace control and configuration parameters and shall start a Trace Session and shall send the CN_INVOKE_TRACE message to the RNC. The SGSN shall consider the MDT user consent information when activating an MDT trace session for the UE. The SGSN shall send the following parameters to the RNC beside the existing trace parameters:

· Job type

· Area Scope

· List of measurements

· Reporting Trigger

· Report Interval

· Report Amount

· Event Threshold

· Logging Interval

· Logging Duration

· IP address of Trace Collection Entity 

· Measurement quantity

· Measurement period UMTS (if either of the measurements M6, M7 is requested)

· Collection period for RRM measurements UMTS (present only if any of M3, M4 or M5 measurements are requested).

· Positioning method

Note that at the same time not all of the parameters can be present. The conditions which parameters shall be present is described in clause 5 of the present document. 

4.1.2.13.2a
Activation of MDT task after UE attaches to the network

The MDT activation procedure after UE attaches to the network is shown in figure 4.1.2.13.2a.1.


[image: image8]
Figure 4.1.2.13.2a.1 MDT activation procedure in PS domain after UE attachs to the network 
When a UE registers with the network by sending an ATTACH_REQUEST message to the SGSN, it updates the location information in the HSS by sending the UPDATE_GPRS_LOCATION message to the HSS. 

The Trace Session activation is started from the EMS, when it activates the Trace Session to the HSS. When the HSS send trace activation to the SGSN, the HSS shall propagate the trace control and configuration parameters to the SGSN by sending a MAP-ACTIVATE_TRACE_MODE - see 3GPP TS 29.002 [11] message to the SGSN (This message can be embedded also in the MAP INSERT SUBSCRIBER DATA message). The SGSN receives and stores MDT user consent indication from HSS as a part of subscriber information (details are available in Section 4. 6.1). When an inter-SGSN routing area update occurs, HSS shall send the MAP-ACTIVATE_TRACE_MODE message to the new SGSN. The Trace Session Activation from HSS to SGSN shall contain the following MDT specific parameters in addition to the existing trace parameters:

· Job type

· Area Scope

· List of measurements

· Reporting Trigger

· Report Interval

· Report Amount

· Event Threshold

· Logging Interval

· Logging Duration

· IP address of Trace Collection Entity 

· Measurement quantity

· Measurement period UMTS (if either of the measurements M6, M7 is requested)
· Measurement period LTE (if either of the measurements M4, M5 is requested)
· Collection period for RRM measurements UMTS (present only if any of M3, M4 or M5 measurements are requested).
· Collection period for RRM measurements LTE (present only if any of M2, M3 measurements are requested).
· Positioning method

Note that at the same time not all of the parameters can be present. The condition which parameters shall be present is described in clause 5 of the present document. 

When SGSN receives the MAP-ACTIVATE_TRACE_MODE message it shall store the trace control and configuration parameters and shall start a Trace Session and shall send the CN_INVOKE_TRACE message to the RNC. The SGSN shall consider the MDT user consent information when activating an MDT trace session for the UE. The SGSN shall send the following parameters to the RNC beside the existing trace parameters:

·  Job type

· Area Scope

· List of measurements

· Reporting Trigger

· Report Interval

· Report Amount

· Event Threshold

· Logging Interval

· Logging Duration

· IP address of Trace Collection Entity 

· Measurement quantity

· Measurement period UMTS (if either of the measurements M6, M7 is requested)

· Collection period for RRM measurements UMTS (present only if any of M3, M4 or M5 measurements are requested).

· Positioning method

Note that at the same time not all of the parameters can be present. The conditions which parameters shall be present is described in clause 5 of the present document. 
4.1.2.13.4 Inter-RAT handover scenarios

In order to support MDT data collection in one Trace Session for both UMTS and LTE networks, the UMTS and LTE specific MDT configuration parameters shall be propagated to both EPC and PS domains. In case of an inter-RAT handover procedure both set of parameters shall be propagated to the target node. Therefore when HSS sends the Trace Session Activation message to the SGSN, the HSS shall include both UMTS and LTE specific MDT configuration parameters and SGSN shall store them. Depending on the SGSN type the HSS can send the MDT Trace Session actiovation message either in the S6d or Gr interface. In both cases SGSN shall store the received MDT configuration parameters. 

In case of an inter-RAT handover procedure the SGSN shall send both UMTS and LTE specific MDT configuration parameters to the MME through the S3 interface.
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