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1
Decision/action requested

Discuss and approve on the text proposal.
2
References

[1]
TR 32.841, Study on WLAN Management (Release 12)
3
Rationale

This contribution proposes a pCR for WLAN management [1].
4
Detailed proposal
	1st Modified Section


5.


Use cases
4.1 WLAN Alarm Notification
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	WLAN NE is to report the service availability interval 
	

	Actors and Roles (*)
	IRPManager as user
	

	Telecom resources
	The WLAN NEs and their OSS.
	

	Assumptions
	The services of WLAN NE may not be available due to various reasons, such as backhaul failure, faulty components, interferences, …, etc. 
	

	Pre conditions
	The WLAN NE is up and running.
The WLAN NE is not in a faulty state.
	

	Begins when 
	The service of WLAN NE is available 
	

	Step 1 (*) (M)
	WLAN NE continuously monitors its health condition 
	

	Step 2 (*) (M)
	When WLAN NE detects that the service has been interrupted, it sends a notification to NM to indicate the services are not available.
	

	Step 3 (*) (M)
	WLAN NE performs recovery action to restore services
	

	Step 4 (*) (M)
	When WLAN NE detects that the service has been restored, it sends a notification to NM to indicate the services are available.
	

	Ends when (*)
	The WLAN NE is restored from out of service.
 
	

	Exceptions
	FFS.
	

	Post Conditions
	
	

	Traceability (*)
	
	


	End of Modified Section





















































