SA WG2 Meeting #94


S2-124914
New Orleans, USA - 12-16 November 2012
(e-mail revision 4 of S2-124851)
Title:
LS on SaMOG EPC access charging

Response to:


Release:
Rel-11
Work Item:
SaMOG_WLAN
Source:
SA2

To:
SA5
Cc:


Contact Person:


Name:
Nicolas Drevon

Tel. Number:
+33 1 3077 0916

E-mail Address:
nicolas.drevon (at) alcatel-lucent.com

Attachments:
S2-124664, S2-124852: TS 23.402 CR1134R3 and TS 23.402 CR1141R2 (Rel-11)
1. Overall Description:

SA2 would like to inform SA5 that they have discussed what kind of access network identifiers are needed in the PDN GW in case of SaMOG EPC access e.g. for charging purposes. SA2 have agreed that only the Serving Network, which identifies the selected PLMN used for 3GPP-based access authentication i.e. the VPLMN in roaming case, and the HPLMN in non-roaming case, is sent from the TWAG to the PDN GW over S2a in Rel-11. 

SA2 have also agreed a CR that allows the TWAN to indicate the User Location Information with the access point BSSID and/or SSID to the PGW over S2a.  

The agreed CRs are attached.

2. Actions:

To SA5 group.

ACTION: 
SA2 kindly asks SA5 to take the above into consideration for their work on SaMOG charging for EPC access.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #95 
28 Jan - 01 Feb 2013


Prague, Czech Republic
TSG-SA WG2 Meeting #96
08 - 12 Apr 2013

USA
