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	First modification


5.2.1
Attribute

5.2.1.1
Description

It is a typed element representing a property of a class. See 10.2.5 Property of [1].

An element that is typed implies that the element can only refer to a constrained set of values.

See 10.1.4 Type of [1] for more information on type.

See 5.3.4 and 5.4.3 for predefined data types and user-defined data types that can apply type information to an element.

The following table captures the properties of this modelled element.

Table 1: Attribute properties

	Property name
	Description
	Legal values

	documentation
	Contains a textual description of the attribute.
Should refer (to enable traceability) to the specific requirement.
	Any

	isOrdered
	For a multi-valued multiplicity; this specifies if the values of this attribute instance are sequentially ordered. See section 7.3.44 and its Table 7.1 of [2].
	True, False (default)



	isUnique
	For a multi-valued multiplicity, this specifies if the values of this attribute instance are unique (i.e., no duplicate attribute values). See section 7.3.44 and its Table 7.1 of [2].
	True (default), False



	isReadable
	Specifies that this attribute can be read by the manager.
	True (default), False

	isWritable
	Specifies that this attribute can be written by the manager under the conditions specified in Annex B.
	True, False (default)

	type
	Refers to a predefined (see section 5.4.3) or user defined data type (see section 5.3.4). See also section 7.3.44 of 0, inherited from StructuralFeature.
	NA



	isInvariant
	Attribute value is set at object creation time and cannot be changed under the conditions specified in Annex B.
	True, False (default)

	allowedValues
	Identifies the values the attribute can have.
	Dependent on type

	isNotifyable
	Identifies if a notification shall be sent in case of a value change (see Note 1, Note 2).
	True (default), False

	defaultValue
	Identifies a value at specification time that is used at object creation time under conditions defined in Annex B.
	Dependent on type

	multiplicity
	Defines the number of values the attribute can simultaneously have. See section 7.3.44 of 0; inherited from StructuralFeature.
	See 5.2.8 Default is 1

	isNullable
	Identifies if an attribute can carry no information. The implied meaning of carrying “no information” is context sensitive and is not defined in this Model Repertoire.
	True, False (default)

	supportQualifier
	Identifies the required support of the attribute. See also section 6.
	M, O (default), CM, CO, C


Note 1: Whether a client/manager can receive the notification depends on a) if the client/manager has subscribed or registered for reception of such notification and b) if a notification mechanism is supported.

Note 2: If the attribute is a role-attribute and its property passedById is ‘False’, then changes in the navigable association target end instance alone shall not trigger a notification.
	Next modification


5.2.9
Role

5.2.9.1
Description

It indicates navigation, from one class to another class, involved in an association relationship. A role is named. The direction of navigation is to the class attached to the end of the association relationship with (or near) the role name.

The use of role name in the graphical representation is mandatory for bidirectional and unidirectional association relationship notations (see Figure 2: Bidirectional association relationship notation and Figure 3: Unidirectional association relationship notation). Role name shall not be used in non-navigable association relationship notation (see Figure 4: Non-navigable association relationship notation).

A role at the navigable end of a relationship becomes (or is mapped into) an attribute (called role-attribute) in the source class of the relationship. Therefore roles have the same behaviour (or properties) as attributes. See Table 1: Attribute properties.

The role-attribute shall have all properties defined for attributes in section 5.2.1 Attribute and in addition the following property:
	Property name
	Description
	Legal values

	passedById 
	If True, the role-attribute (navigable association source end) contains a DN of the navigable association target end instance.

If False, the role-attribute contains (a copy of) the whole target end instance (e.g. X). If X has a role-attribute whose “passedById==False”, then the subject role-attribute contains (a copy of) X’s target end instance as well. 

The above rule is applied repeatedly for all occurrences of “passedById==False”. This application can result in a collection of instances where no ordering can be implied and no instances are duplicated.

Use of “passedById==False” supports the efficient access of target end instances from a source end instance. The mechanism by which such access is achieved is operation model design specific (e.g. not related to resource model design). 


	True (default), False 



	End of modifications
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