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	First modification


W4.2.2
Inheritance

This second set of diagrams represents the inheritance hierarchy of all classes defined in this specification. These diagrams do not need to contain the complete inheritance hierarchy but shall at least contain the parent classes of all classes defined in the present document. By default, a class inherits from the class "top".

Characteristics (attributes, relationships) of imported classes need not to be repeated in the diagrams. 

NOTE:
some inheritance relationships presented in clause X.2.2 can be repeated in clause X.2.1 to enhance readability.

Use “This subclause depicts the inheritance relationships.” as the first paragraph.
W4.3
Class definitions

Each class is defined using the following structure.

Inherited items (attributes etc.) shall not be shown, as they are defined in the parent class(es) and thus valid for the subclass.

W4.3.a
InformationObjectClassName
InformationObjectClassName is the name of the information object class.

The "a" represents a number, starting at 1 and increasing by 1 with each new definition of a class.

W4.3.a.1
Definition

The <definition> clause is written in natural language. The <definition> clause refers to the class itself. 

Optionally, information on traceability back to one or more requirements supported by this class can be defined  here,  in the following form:

	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.xyz [xy]
	REQ-SM-CON-23
	Optional clarification

	3GPP TS 32.xyz [xy]
	REQ-SM-FUN-11
	Optional clarification


W4.3.a.2
Attributes

The <attributes> clause presents the list of attributes, which are the manageable properties of the class. Each attribute is characterised by some of the attribute properties (see Table 1 of [4]), i.e. supportQualifier, isReadable, isWritable, isInvariant and isNotifyable.

The legal values and their semantics for attribute properties are defined in [4].
This information is provided in a table. 

An example below indicates
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	eNodeBId
	M
	M
	-
	M
	M


Another example below indicates that the attribute password1 is not readable, is writable, is not an invariant and no notifyAttributeValueChange will be emitted when the attribute value is changed.

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	 password1
	O
	-
	M
	-
	-


Another example below indicates that the attribute password2 and password1 (in example above) has same qualifiers for the shown properties except that of isReadable. In the case of password1, the standard specification determines the qualifier to be M, i.e. it is readable. In the case of password2, the standard specification does not make a determination. The vendor would make the determination if the attribute is readable or not readable.

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	 password2
	O
	O
	M
	-
	-


In case there is one or more attributes related to role (see section 5.2.9 of [4]), the attributes related to role shall be specified at the bottom of the table with a divider “Attribute related to role”, as shown in the following example:

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	aTMChannelTerminationPointid
	M
	M
	-
	M
	M

	…
	
	
	
	
	

	…
	
	
	
	
	

	Attribute related to role
	
	
	
	
	

	theATMPathTerminationPoint
	M
	M
	-
	-
	M

	theIubLink
	M
	M
	-
	-
	M


This clause shall state “None.” when there is no attribute to define.
W4.3.a.3
Attribute constraints

The <attribute constraints> clause presents constraints for the attributes, and one use is to present the predicates for conditional qualifiers (CM/CO). 

This information is provided in a table. An example of such a table is given here below:

	Name
	Definition

	pci CM write qualifier
	Centralized PCI assignment (see TS 32.500, ref [15] clause 6.1.6) is supported.

	pciList CM support qualifier
	Distributed PCI assignment (see TS 32.500, ref [15] clause 6.1.6) is supported.

	partOfSectorPower CM support qualifier
	The IOC SectorEquipmentFunction is used.

	attributeX max value
	The value of attributeX shall be within the specified value range but may never be higher than the value of attributeY.


This clause shall state “None.” when there is no attribute constraint to define.

	Next modification


W4.4.1
Attribute properties

An attribute has properties (see Table 1 of [4]). Some properties of an attribute are defined in W4.3.a.2 (e.g. Support Qualifier). The remaining properties of an attribute (e.g. documentation, default value) are defined here.
The information is provided in a table. In case a) attributes of the same name are specified in more than one class and b) the attributes have different properties, then the attribute names (first column) should be prefixed with the class name followed by a period.

An example is given below:

	Attribute Name
	Documentation and Allowed Values
	Properties

	xyzId
	It identifies … 
allowedValues: …

	type: Integer

multiplicity: …
isOrdered: …
isUnique: …
defaultValue: …
isNullable: False



	Abc.state
	It indicates …

allowedValues: 
"ON": the state is on;
"OFF": the state is off.


	type: <<enumeration>>

multiplicity: 1
isOrdered: N/A
isUnique: N/A 
defaultValue: False
isNullable: False



	Zyz.state
	It indicates …

allowedValues: 

"HIGH": the state is high;

"MEDIUM": the state is medium;

“LOW”: the state is low.


	type: <<enumeration>>

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: False

isNullable: False



	abc
	It defines… 

allowedValues: …

	type: …
multiplicity: …
isOrdered: …
isUnique: …
defaultValue: …
isNullable: …



In case there is one or more attributes related to role (see section 5.2.9 of [4]), the attributes related to role shall be specified at the bottom of the table with a divider “Attribute related to role”. See example below.

	Attribute Name
	Documentation and Allowed Values
	Properties

	abc
	It defines… 

allowedValues: …

	type: <<dataType>>
multiplicity: …
isOrdered: …
isUnique: …
defaultValue: …
isNullable: …


	Attribute related to role
	
	

	aEnd
	It defines… 

allowedValues: Values to be conformant to TS 32.300 [13] …
	type: DN

multiplicity: …
isOrdered: …
isUnique: …
defaultValue: …

isNullable: False




W4.4.2
Constraints

The <constraints> clause indicates whether there are any constraints affecting attributes. Each constraint is defined by a pair (propertyName, propertyDefinition). PropertyDefinitions are expressed in natural language.

An example is given here below:

	Name
	Definition

	inv_TimerConstraints
	The ntfTimeTickTimer is lower than or equal to ntfTimeTick.


This clause shall state “None.” if there is no constraint.
W4.5
Common Notifications

This <Common Notifications> clause presents notifications that can be referred to by any class defined in the specification. This information is provided in tables. 

	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	Example common notification

	notifyObjectCreation
	O
	Example

	notifyObjectDeletion
	O
	Example


This clause shall state “None.” if there are no common notifications.

	End of modifications


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


