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1
Decision/action requested

Discuss and approve the proposal.
2
References
[1]
3GPP TR 32.838 V0.2.0. Study on Compliance of 3GPP OAM specifications to the NGMN Top OPE Recommendations
3
Rationale
The pCR suggests content for the section 7.1 “O&M Support for SON” of the TR 32.838
4
Detailed proposal
	1st Modified Section


7
Self Organizing Networks

7.1
O&M Support for SON

Abstract of Top OPE Recommendations Clause 4.1: O&M Support for SON:

SON and related benefits are seen as an essential economical characteristic of LTE strongly asked for by all operators. As a consequence it has to be ensured that operator keep the control on all new SON functionality by implementation of appropriate policy control functions. 
An effective O&M support provides operator with network control in SON trust building and learning phase. It allows in all situations that a very good network quality can be assured.
	SON functionality / capability shall have controlled implementation in order to build trust and confidence in automation and avoid massive operational impact.

	Relevant 3GPP specifications:

TS 32.522, TS 32.526
	Compliance statement

TBD
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	7
	Controlled implementation of the Time Domain ICIC

In TS 36.300, section 16.1.5.2.2:

“When the time-domain inter-cell interference coordination is used to mitigate interference between two cells using X2 signalling of ABS patterns from an interfering eNB to an interfered eNB, the following OAM requirements are applied.

-
OAM may configure association between eNBs to use the time-domain inter-cell interference coordination”.

However relevant OAM parameters are missing in 3GPP specifications and therefore shall be added.

Annex K of TS 36.300 shall be taken into account where two deployment scenarios are considered for Time Domain ICIC
	For the time domain ICIC define additional OAM parameters to configure association between eNBs.

Address at least deployment scenarios outlined in the Annex K of TS 36.300.   
	TBD
	TBD


	End of modifications
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