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	First change


6.4.4
Re-Auth-Request Message

The DCCA RAR message format is defined according to the Diameter Base Protocol in RFC 3588 [401] and DCCA specification in RFC 4006 [402]: 
<RAR> ::= < Diameter Header: 258, REQ, PXY >
< Session-Id >

{ Origin-Host }

{ Origin-Realm }

{ Destination-Realm }

{ Destination-Host }

{ Auth-Application-Id }

{ Re-Auth-Request-Type }

[ User-Name ]

[ Origin-State-Id ]
  *[ Proxy-Info ]

  *[ Route-Record ]
[ CC-Sub-Session-Id ]

[ G-S-U-Pool-Identifier ]
[ Service-Identifier ]
[ Rating-Group ]
  *[ AVP ]
Table 6.4.4 illustrates the basic structure of a Diameter Credit Control Re-Auth-Request message as used for online charging.

Table 6.4.4: Re-Auth-Request (RAR) Message Contents for Online Charging

	AVP
	Category
	Description

	Session-Id
	M
	This field identifies the operation session.

	Origin-Host
	M
	This field contains the identification of the source point of the operation and the realm of the operation originator.

	Origin-Realm
	M
	This field contains the realm of the operation originator.

	Destination-Realm
	M
	This field contains the realm of the operator domain. The realm will be addressed with the domain address of the corresponding public URI.

	Destination-Host
	M
	This field contains the destination peer address of the OCS identity.

	Auth-Application-Id
	M
	The field corresponds to the application ID of the Diameter Credit Control Application and is defined with the value 4.

	Re-Auth-Request-Type
	M
	This field is used to inform the CTF of the action expected upon expiration of the Authorization-Lifetime

	User-Name
	OC
	This field contains the username.

	Origin-State-Id
	OC
	This field contains the state associated to the CTF.

	Proxy-Info
	OC
	This field contains information of the host.

	
Proxy-Host
	M
	This field contains the identity of the host that added the Proxy-Info field.

	
Proxy-State
	M
	This field contains state local information.

	Route-Record
	OC
	This field contains an identifier inserted by a relaying or proxying node to identify the node it received the message from.

	CC-Sub-Session-Id
	-
	Not used in 3GPP.

	G-S-U-Pool-Identifier
	OC
	This field contains an identifier to indicate the credit pool.

	Service-Identifier
	OC
	

	Rating-Group
	OC
	

	AVP
	OC
	


	Next change


6.4.5
Re-Auth-Answer Message

The DCCA RAA message format is defined according to the Diameter Base Protocol in RFC 3588 [401] and DCCA specification in RFC 4006 [402]: 
<RAA> ::= < Diameter Header: 258, PXY >
< Session-Id >

{ Result-Code }

{ Origin-Host }

{ Origin-Realm }

[ User-Name ]

[ Origin-State-Id ]

[ Error-Message ]

[ Error-Reporting-Host ]

  *[ Failed-AVP ]

  *[ Redirect-Host ]

[ Redirect-Host-Usage ]

[ Redirect-Host-Cache-Time ]

  *[ Proxy-Info ]
[ CC-Sub-Session-Id ]

[ G-S-U-Pool-Identifier ]

[ Service-Identifier ]
[ Rating-Group ]
  *[ AVP ]
Table 6.4.5 illustrates the basic structure of a Diameter Credit Control Re-Auth-Answer message as used for online charging.

Table 6.4.5: Re-Auth-Answer (RAA) Message Contents for Online Charging

	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	AVP
	Category
	Description

	Session-Id
	M
	This field identifies the operation session.

	Result-Code
	M
	This field contains the result of the specific query.

	Origin-Host
	M
	This field contains the identification of the source point of the operation and the realm of the operation originator.

	Origin-Realm
	M
	This field contains the realm of the operation originator.

	User-Name
	OC
	This field contains the username.

	Origin-State-Id
	OC
	This field contains the state associated to the source point of the operation.

	Error-Message
	OC
	

	Error-Reporting-Host
	OC
	

	Failed-AVP
	OC
	

	Redirect-Host
	OC
	

	Redirect-Host-Usage
	OC
	

	Redirect-Max-Cache-Time
	OC
	

	Proxy-Info
	OC
	This field contains information of the host.

	
Proxy-Host
	M
	This field contains the identity of the host that added the Proxy-Info field.

	
Proxy-State
	M
	This field contains state local information.

	CC-Sub-Session-Id
	-
	Not used in 3GPP.

	G-S-U-Pool-Identifier
	-
	Not used in 3GPP.

	Service-Identifier
	-
	Not used in 3GPP.

	Rating-Group
	-
	Not used in 3GPP.

	AVP
	OC
	



	End of changes
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