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6.6.3 Multi-Vendor Plug and Play eNB connection to the network (560033)
1 3GPP Work Plan status

Percentage of completion: 100% (previously 70%)
Estimated completion date: SA#62 – December 2013 (no change)
Other information (WID update, Rapporteur change, etc): None
2 Technical Progress status

Summary of progress: 

· The DHCP formats for MvPnP agreed and documented in Stage 3 draft TS 32.509

· Identified and fixed few issues IP Autoconfiguration procedure flow

Outstanding issues:

· Need resolution on whether the support for a deployment scenario where CA/RA is protected by an intermediate SeGW has to be part of the Plug and Connect procedure (mandatory support by all vendors) or if such configuration may be considered as allowed diversion from the standardized Plug and Connect procedure flow (e.g. as a vendor specific extension). Dependency on reply LS from SA3 (outgoing LS S5-131458). If the SA3 reply does not mandate this, the functionality may be added later via CR process.
· Potential improvements/clean-up in TS 32.509 (better alignment with TS 23.003) - any duplications may be removed once the updated/approved version of 23.003 is available.
3 Minutes

The session was held in the 4th quarter on November 12, 2013.

3.1 LS

	Tdoc
	Title/Discussion/Conclusion
	Source 

	
	
	


None received as of the end of 4th quarter on November 12, 2013

Expected:

 - reply LSs from SA3 (on CA/RA configuration parameters and on additional protection of the CA/RA);

 - reply LS from CT4 (confirmation on implemented changes to TS 23.003 and communication to IREG).

3.2 Updates to Stage 1 TS 32.501

	Tdoc
	Title/Discussion/Conclusion
	Source 

	
	
	


3.3 Updates to Stage 2 draft TS 32.508
	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-132038
	pCR 32.508 Add security certification enrolment mandatory parameters for eNB Plug&Play Procedure
Discussion:

· Detailed list of CA/RA attributes is not needed here (should be just reference to TS 32.509);

· The UML diagram needs to be updated for alignment with new text.
Conclusion:

Revised to S5-132164
	Huawei

	S5-132039
	pCR 32.508 Add FQDN of EM Option in the Initial IP Autoconfiguration
Discussion:

· The UML diagram needs to be updated for alignment with new text;

· Potential collision with updates introduced by S5-132038 (S5-132164) - updates same text and same diagram.
Conclusion:

Revised to S5-132165 (merged into S5-132164)
	Huawei


3.4 Updates to Stage 3 draft TS 32.509
	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-131645
	Discussion paper and pCR to TS 32.509 on DHCP data format standardization for MvPnC
Discussion:

· Ericsson:

· Copy paste error in tables of section 4.2.4
· Huawei:

· Section 4.1 needs a logical link between table 4.2.1.1 and the following tables.

· NEC:

· Welcomes the contribution, but raised question to the group on the need for DHCPv6 support (no opinion received from the group).

Conclusion:

Revised to S5-132163
	NSN


3.5 Miscellaneous

	Tdoc
	Title/Discussion/Conclusion
	Source 

	
	
	


4 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 
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