Page 1



3GPP TSG-SA5 Meeting #92
S5-131996
San Francisco, USA 11-15 November 2013










revision of S5-131abc
	CR-Form-v11

	CHANGE REQUEST

	

	
	32.299
	CR
	0559
	rev
	-
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction on inconsistencies for MMTel Charging

	
	

	Source to WG:
	NSN

	Source to TSG:
	S5

	
	

	Work item code:
	eMMTel-SS-CH
	
	Date:
	2013-10-30

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	For MMTEL charging purposes several serviceTypes and serviceModes are detailed in the corresponding definitions but the Explicit Communication Transfer service is missing or incompletely defined.
The MMTel-SService-Type and Service-Mode AVPs identify a supplementary service for MMTEL charging purposes. The Service-Mode AVP defines the “Blind Transfer” and “Consultative Transfer” values for Explicit Communication Transfer, but the ECT service is missing from MMTel-SService-Type AVP.

	
	

	Summary of change:
	Addition of “Explicit Communication Transfer (ECT)”, value 20 to MMTel-SService-Type AVP

	
	

	Consequences if not approved:
	Explicit Communication Transfer is not specifiied in the MMTEL Charging as required.

	
	

	Clauses affected:
	7.2.111aA

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	X
	
	 O&M Specifications
	TS 32.298 CR 0422

	
	

	Other comments:
	


	First change


7.2.111aA


MMTel-SService-Type AVP

The MMTel-SService-Type AVP (AVP Code 2031) is of type Unsigned32 and identifies the type of MMTel supplementary service. 

The following values are defined:

“Originating Identification Presentation (OIP)”




0

“Originating Identification Restriction (OIR)”





1

“Terminating Identification Presentation (TIP)”




2

“Terminating Identification Restriction (TIR)”




3 

“Communication HOLD (HOLD)”








4 

“Communications Barring (CB )”








5

“Communication Diversion (CDIV)”







6

“Communication Diversion Notification (CDIVN)”



7  

“Communication Waiting (CW)”








8

“Message Waiting Indication (MWI)”







9

“Conference (CONF)”











10

“Flexible Alerting (FA)”










11
“Completion of Communication to Busy Subscriber (CCBS)”
12

“Completion of Communications on No Reply (CCNR)”

13
“Malicious Communication Identification (MCID)



14

“Customized Alerting Tone” (CAT)







15

“Closed User Group” (CUG)









16

“Personal Network management” (PNM)






17

“Customized Ringing Signal” (CRS)







18

“Advice of Charge (AoC)”










19
“Explicit Communication Transfer (ECT)”





20

Values  ( 1024  are reserved for specific Network/Manufacturer supplementary services variants
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