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	First change


D.3.2
PS domain offline charging scenarios

D.3.2.1
Basic principles
In order to provide the data required for the management activities outlined in TS 32.240 [1] (billing, accounting, statistics etc.), the IP-Edge [PCEF] shall be able to report charging events to a CDF implemented as a separate entity for the corresponding IPG-CDR generation by CDF for:
· Charging Data related to the IP-CAN session
Editor's note: IP-CAN session charging is ffs

· Charging Data related to service data flows (Flow Based Charging) within an IP-CAN session
D.3.2.1.1 
IP-CAN session charging

Editor's note: IP-CAN session charging is ffs
D.3.2.1.2
Flow Based Charging (FBC) 

Flow based Charging functionality defined in clause 5.2.1.3 shall apply when provided by the PCEF located in the IP-Edge, with modifications described below:

Relates to Fixed user traffic and 3GPP UE NSWO traffic.
Editor’s Note: Qos handling is ffs. 
The chargeable events defined in clause 5.2.1.3, when offline charging is activated, apply with the difference that PGW is replaced by IP-Edge [PCEF], and IP-CAN bearer is replaced by IP-CAN session.

Following are not applicable:
· -
Change of charging condition: IP-CAN bearer modification (e.g. SGSN change, S-GW change, user location change,user CSG information change).

· -
Intersystem change .

· -
PLMN change.

· -
MS Timezone change.


-
SGSN change in the P-GW. 
The detailed PCEF behaviour associated to these chargeable events above, are detailed below.  

When applicable to the IP-Edge [PCEF], charging information included in the PCC Rule is specified in TS 23.203 [72] Annex S.
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