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	First change


6.3.1b
Detailed Message Format for online charging
The following chapter specifies the charging data that are sent by the SMS-SC in the Debit / Reserve Units Request message.
Table 6.3.1b.1 illustrates the basic structure of the supported fields in Service Information of the Debit / Reserve Units Request message for SMS online charging.

Table 6.3.1b.1: Supported fields in Debit / Reserve Units Request Message - Service Information

	Field
	Node Type/ MO MT
	SMS-SC

SMS-MO
	SMS-SC

SMS-MT

	Service Information
	x
	x

	SMS Information
	x
	x

	SMS Node
	x
	x

	SM Client Address
	x
	x

	Originator SCCP Address
	x
	x

	Originator Received Address
	x
	x

	Recipient Info
	x
	x

	Recipient Address
	x
	x

	Recipient Received Address
	x
	x

	Recipient SCCP Address
	-
	x

	SM Destination Interface
	x
	x

	SM Protocol Id
	-
	x

	SMSC Address
	x
	x

	SM Data Coding Scheme
	x
	x

	SM Message Type
	x
	x

	SM Originator Interface
	-
	x

	SM Protocol Id
	x
	-

	SM Reply Path Requested
	x
	x

	SM User Data Header
	x
	x

	SM Status
	-
	x

	SM Discharge Time
	-
	x

	Number of Messages Sent
	x
	x

	SM Service Type
	x
	x

	SMSC Address
	x
	x

	SM Data Coding Scheme
	x
	x

	SM Message Type
	x
	x

	SMS result
	-
	-

	SM Sequence Number
	-
	-

	SM Device Trigger Indicator
	-
	-

	SM Device Trigger  information
	-
	-

	MTC IWF Address
	-
	-

	SM DT Reference Number
	-
	-

	SM Serving Node
	-
	-

	SM DT Validity Period
	-
	-

	SM DT Priority Indication
	-
	-

	SMS Application Port ID
	-
	-

	MMS Information
	x
	x

	Originator Address
	x
	x

	Submission Time
	x
	x

	Priority
	-
	x

	Message Id
	x
	x

	Message Size
	x
	x

	Message Class
	x
	x

	Delivery Report Requested
	x
	x

	PS Information
	x
	x

	PDP Address
	-
	-

	3GPP User Location Info
	x
	x

	3GPP RAT Type
	x
	x

	MS Time Zone
	x
	x

	User Equipment Info
	-
	-

	IMS Information
	x
	x

	User Session Id
	x
	x

	Number Portability routing     information
	x
	x

	Carrier Select routing information
	x
	x
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