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	First change


6.3
MBMS charging specific parameters
6.3.1
Definition of the MBMS charging information

The MBMS-Information parameter used for MBMS charging is provided in the Service-Information parameter.

6.3.1.1
MBMS charging information assignment for Service-Information

The components that are used for MBMS charging are provided in the Service-Information as described in table 6.3.1.1.

Table 6.3.1.1: Components of the Service-Information used for MBMS Charging
	Field
	Category
	Description

	Service Information
	OM
	A set of fields hold the specific parameter as defined in TS 32.299 [50]. For MBMS Charging the PS‑Information and IMS‑Information are used.

	PS Information
	OC
	A set of fields hold the PS specific parameters. The details are defined in TS 32.251 [11].

	
PDP/PDN Type
	OC
	Used as defined in TS 32.251 [11]. See note.

	
Served PDP/PDN Address
	OC
	Used as defined in TS 32.251 [11]. See note.

	
	
	

	
GGSN-Address
	OC
	Used as defined in TS 32.251 [11].

	
3GPP-SGSN-MCC-MNC
	OC
	Used as defined in TS 32.251 [11].

	
RAT Type
	OC
	Used as defined in TS 32.251 [11].

	IMS Information
	OC
	A set of fields hold the MBMS bearer service specific parameters within the scope of this TS. The details are defined in TS 32.260 [20].

	
SDP Session Description
	OC
	Used as defined in TS 32.260 [20].

	
SDP Media Components
	OC
	Used as defined in TS 32.260 [20].

	MBMS-Information
	OM
	A set of fields hold the MBMS specific parameters. The details are defined in clause 6.3.1.2.

	NOTE:
The PDP/PDN Type and Served PDP/PDN Adress represent the MBMS Bearer service, i.e. IP multicast address.
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