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	First change


5.2.1
Basic principles

In order to provide the data required for the management activities outlined in TS 32.240 [1] (billing, accounting, statistics etc.), the SGSN shall be able to produce CDRs, and the MME, S-GW, ePDG and P-GW shall be able to produce CDRs or report charging events  for CDRs generation by CDF, for each of the following:

· Charging Data related to IP-CAN bearers in the SGSN (S-CDR), S-GW (SGW-CDR) , ePDG (ePDG-CDR) and P-GW (PGW-CDR);

· Charging Data related to service data flows in the P-GW (PGW-CDR);

· Charging Data related to MM contexts (Mobile Station Mobility Management Data) in SGSN (M-CDR);

· SMS Mobile Originated Data (S-SMO-CDR) and SMS Mobile Terminated Data (SMS-SMT-CDR) in the SGSN;

· Charging Data related to mobile originated location requests (LCS-MO-CDR), mobile terminated location request (LCS-MT-CDR), and network induced location request (LCS-NI-CDR) passing through the SGSN;

· Charging Data related to MBMS bearer contexts (S-MB-CDR, G-MB-CDR, and MBMS-GW-CDR).

· SMS Mobile Originated Data (S-SMO-CDR) and SMS Mobile Terminated Data (S-SMT-CDR) in the MME;

The contents and purpose of each of these CDRs, as well as the chargeable events that trigger CDR creation, information addition, or closure are described in the following clauses. A detailed formal description of the CDR parameters defined in the present document is to be found in 3GPP TS 32.298 [51].

When the CDF is implemented as a separate entity (for the MME, S-GW, ePDG and the P-GW), the Charging events triggering and contents for CDRs handling by the  CDF, are described in clause 5.2.2.
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