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1
Decision/action requested

Approval of proposed section of TR 32.8xy, FS_REVOLTE_IMS_CH.
2
References

	Ref.
	Title
	Author
	Version
	Date

	[1] 
	RFC 3261: "SIP: Session Initiation Protocol"
	IETF
	
	June 2002

	[2] 
	3GPP TS 23.228
	3GPP
	11.8.0
	2013-06

	[3] 
	3GPP TS 24.229
	3GPP
	11.8.0
	2013-06

	[4] 
	3GPP TS 32.260
	3GPP
	11.8.0
	2013-06

	[5] 
	3GPP TS 32.298
	3GPP
	11.7.0
	2013-06

	[6] 
	PRD IR.65 – IMS Roaming and Interworking Guidelines
	GSM Association
	12.0
	15.02.2013

	[7] 
	TD.57 - TAP3.12 Format Specification
	GSM Association
	30.4
	22.11.2012

	[8] 
	TD.58 - TAP3.12 Implementation Handbook
	GSM Association
	2.2
	22.11.2012

	[9] 
	3GPP TS23.228
	3GPP
	
	


3
Rationale

This contribution proposes the general sections for TR 32.8xy FS_REVOLTE_IMS_CH.
4
Detailed proposal

TR 32.8xy should be modified as per the following changes:

*** 1st Change ***

4
Overview

4.1
General
This section describes the requirements for the charging of IMS (VoLTE) subscribers which are roaming in foreign networks. 
With introducing Roaming with loopback in 3GPP IMS the set of charging specifications TS 32.260 [20], TS 32.298 [51] and TS 32.299 [50] was updated to cover the additional requirements raised with that work.
Currently we have tool set describing where CDRs are generated to provide a tool set to fulfil the requirements of the operators which are described in sub clause 4.2.

Within this TR these requirements will be validated based on specific roaming scenarios against the existing charging specifications if they are completely fulfilled. 

4.2
General Charging Concept

In general, it is assumed that the fundamental principles for charging and accounting in case of a VoLTE subscriber roaming in foreign network shall be identical to those that are currently used for GSM/3G roaming.

This is also required in GSMA document GSMA PDR IR.65 [600] indicate: That "The charging model for roaming used in CS domain shall be maintained in VoIMS."

From operator's point of view, these principles for this include:

-
The roaming subscriber only has a contract with his home network operator (HPLMN);
-
The roaming subscriber is only charged by his HPLMN operator;
-
"zonal charging" (i.e. charging dependent on the distance between call origin and call destination, "charge distance") shall be supported;
-
In MTC scenarios, the called roaming subscriber may be charged for the terminating leg from HPLMN to VPLMN;
-
Information given within CDRs should allow to calculate the accounting fees between HPLMN and VPLMN.
-
Inter-connection fees between PLMNs and IC providers are dependent on the direct interconnection (and on the remaining charge distance);
-
There are roaming charges which should be calculated by the information given in the CDRs collected.
-
The VPLMN charges the HPLMN for the access of the user.
From operator's point of view there is the requirement to have a charging solution where an optimal use of existing resources, best reliability and stability is given. 
*** End of Changes ***

