3GPP TSG SA WG5 (Telecom Management) Meeting #94
S5-140578

24-28 March 2014 Oranjestad (Aruba)
revision of S5-140abc
Source:
3GPP CT1

Title:
LS on "IOI in MESSAGE with SRVCC information
Document for:
Information, Discussion

3GPP TSG CT WG1 Meeting #86






C1-140720
Guangzhou, 20 - 24 January 2014
Title:
LS on "IOI in MESSAGE with SRVCC information"
Response to:

Source:
CT1
To:
SA5
Cc:
CT3
Contact Person:
Name:
Jan Holm
Tel. Number:


E-mail Address:
jan (dot) holm (at) ericsson (dot) com
1. Overall Description
The SIP MESSAGE request sent from the SCC AS directly to ATCF in a visited network and the SIP 200 (OK) response from the ATCF to the SCC AS needs to include an IOI value.

Until now any SIP message exchanged between an application server and the I-CSCF or the S-CSCF contains a type 3 IOI value and any message exchanged between a visited network and a home network includes a type 1 IOI value.
The figure below illustrates the situation.
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In steps 1 – 14: the UE-A is registered.

In steps 17-18: The S-CSCF sends a 3rd party registration to inform SCC AS about the registered user.

In steps 15-22: The SCC AS, as a result of the 3rd party registration, sends PS to CS SRVCC information to the ATCF.

So the question is: which IOI type shall be included in:

a)
15-18; and

b)
19-22?

2. Actions: To SA5
CT1 kindly request SA5 to guide CT1in selecting an appropriate IOI type.
3. Date of Next TSG-CT WG1 Meetings:

TSG CT WG1 Meeting #86bis
31 March-4 April 2014
Dubrovnik, Croatia
TSG CT WG1 Meeting #87
19-23 August 2014
Phoenix, USA
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