
3GPP TSG SA WG5 (Telecom Management) Meeting #96
S5-144095

18-22 August 2014 Sophia Antipolis (France)
revision of S5-140abc
Source:
3GPP RAN1

Title:
LS on radio interface based synchronization
Document for:
Information, Discussion

3GPP TSG RAN WG1 Meeting #77

R1-142762
Seoul, Korea, May 19 – 23, 2014

Title:
LS on radio interface based synchronization
Release:
Rel-12
Work Item:
LTE_SC_enh_L1
Source:
RAN1
To:
RAN3
CC:                              RAN, SA5
Contact Person:


Name:
Elean Fan
E-mail Address:
fanxiaoan@huawei.com
Attachments:
N/A
1. Overall Description:
RAN1 has agreed the following in RAN1 #77 on radio interface based synchronization.

· For network listening, the following RS pattern is supported by configuration 

· CRS only 

· The number of CRS ports can be 1 or 2 

· CRS and PRS 

· The number of CRS ports can be 1 or 2 
· The eNB should use one periodicity and offset of network listening RS that can be selected from the following recommended range of values
· A range of values (>=2) for the periodicity 

· Choose all or a subset from [1280ms, 2560ms, 5120ms, 10240ms] 
· There is no consensus in RAN1 on the additional periodicities of 640ms and 20480ms
· Values of offsets FFS
· The max number of hops is kept at 3. 
2. Actions:

To: RAN3
ACTION: RAN1 sincerely asks RAN3 to take all of RAN1 agreements including [1] into consideration in the specification. RAN1 also sincerely asks RAN3 to decide the periodicities and values of offset(s), and to decide the means by which the periodicities, offsets and RS patterns will be assigned to and/or exchanged between the relevant nodes.
3. Reference:

[1] R1-141892, “LS on status of Radio-interface based synchronization”, RAN1, ZTE, Huawei 
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