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1
Decision/action requested

The document aims to propose Performance Measurements of TR32.861.
2
References
[1]
3GPP draft TR32.861 v0.1.0
[2]            3GPP Release11 TS32.401 v11.0.0
3
Rationale

New study on Application and Partitioning of Itf-N was approved at 3GPP TSG SA Meeting #61. Specification framework (i.e. TR 32.861) for this study was accomplished at SA5 Meeting #93. This pCR was proposed for the part of Performance Measurements including chapter 5 and 6..
4
Detailed proposal

	1st Modified Section


5
Concepts and Architecture
5.3 Performance Management.

(Quote from TS 32.401 version 11.0.0)
“Any evaluation of PLMN-system behaviour will require performance data collected and recorded by its NEs according

to a schedule established by the EM. This aspect of the management environment is termed Performance Management.

The purpose of any Performance Management activity is to collect data, which can be used to verify the physical and

logical configuration of the network and to locate potential problems as early as possible.”
Additionally, the process of Performace Management has als o defined in the existed specification.
(Quote from TS 32.401 version 11.0.0)

“-the management of the performance measurement collection process ;

- the generation of performance measurement results ;

- the local storage of measurement results in the NE;

- the transfer of measurement results from the NE to an OS (EM and/or NM); and
- the storage, preparation and presentation of results to the operating personnel.”
The report emphsises on the forth step which relates to the Itf-N.
6
Application of Network Management Requirements

6.2 Performance Management
The following requirements are proposed:
6.2.1 Transfer of Performace measurements
(Quote from TS 42.301 version 11.0.0 clause 5.5.2)
During the recording intervals specified for a measurement job, scheduled measurement reports are generated at the end

of each granularity period if the measurement job is not suspended. These reports can be transferred to the EM in either

of two ways:

1) immediate notifications:

- the reports are automatically forwarded to the EM at the end of the granularity period.

2) deferred retrieval:

- the reports are stored locally in the NE, where they can be retrieved when required.

For each individual report, the transfer of measurement results in either one or both ways is to be established by the

system operator, i.e. under the con
Each implementation shall support a file transfer facility to an external OS (i.e. not supplied by the NE vendor), such as an NM. This facility shall be implemented using either the FTAM ISO 8751 [7], (T)FTP protocol or FTIRP([30]). This interface may be located either in the NEs or the EM, as chosen by the vendor.
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