
3GPP TSG-SA5 Meeting #96 
S5-144187
Sophia Antipolis, France 18-22 August 2014








       revision of S5-14xxxx
	CR-Form-v11

	CHANGE REQUEST

	

	
	32.406
	CR
	0013
	rev
	-
	Current version:
	11.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Add the missing NRM spec corresponding to the measured object class

	
	

	Source to WG:
	Nokia Networks

	Source to TSG:
	S5

	
	

	Work item code:
	OAM9
	
	Date:
	2014-08-08

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The measured object classes used in measurement definition shall be in accordance with 1) NRM object classes defined in the corresponding NRM IRPs or 2) the private object classes defined in TS 32.404; see TS 32.404 for the details.
The scope is wrong – the spec is not for the whole UMTS or combined UMTS/GSM, but only the CN PS domain.

However, the corresponding NRM spec is missing in this TS.

	
	

	Summary of change:
	Add the corresponding NRM spec into references;
Add the dependency on the correponding NRM spec for the measured object class;

Corrected the scope to be CN PS domain only.

	
	

	Consequences if not approved:
	Inter-operability issues over Itf-N may occur on the measured object instance 

	
	

	Clauses affected:
	1, 2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	


	First change


1
Scope

The present document describes the measurements for UMTS and combined UMTS/GSM.

TS 32.401 [1] describes Performance Management concepts and requirements.

The present document is valid for all measurement types provided by an implementation of a Core Network (CN) Packet Switched (PS) domain of UMTS network or combined UMTS/GSM network. 

Only measurement types that are specific to Core Network (CN) Packet Switched (PS) domain of UMTS or combined UMTS/GSM networks are defined within the present documents. The measured object classes of the measurement types in the present document are in accordance with NRMs defined in TS 32.632 [x] or 28.702 [y].

Vendor specific measurement types used in UMTS and combined UMTS/GSM networks are not covered. Instead, these could be applied according to manufacturer's documentation. 
Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.

The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.

The structure of the present document is as follows:

-
Header 1: Network Element (e.g. RNC related measurements);

-
Header 2: Measurement function (e.g. soft handover measurements);

-
Header 3: Measurements.
	Next change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.401: "Telecommunication management; Performance Management (PM); Concept and requirements".

[2]
3GPP TS 23.060: "General Packet Radio Service (GPRS) Service description; Stage 2".

[3]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".

[4]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[5]
3GPP TS 25.413: "UTRAN Iu Interface RANAP signalling".

[6]
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface".

[7]
Void.

[8]
3GPP TS 23.107: "Quality of Service (QoS) concept and architecture".

[9]
3GPP TS 23.003: "Numbering, Addressing and Identification".

[10]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[11]
3GPP TS 44.064: "Digital cellular telecommunications system (Phase 2+); General Packet Radio Service (GPRS); Mobile Station - Serving GPRS Support Node (MS-SGSN) Logical Link Control (LLC) layer specification".

[12]
3GPP TS 44.065: "Digital cellular telecommunications system (Phase 2+); General Packet Radio Service (GPRS); Mobile Station (MS) - Serving GPRS Support Node (SGSN); Subnetwork Dependent Convergence Protocol (SNDCP)".

[13]
IETF RFC 1034: "DOMAIN NAMES - CONCEPTS AND FACILITIES".

[14]
IETF RFC 1035: "DOMAIN NAMES - IMPLEMENTATION AND SPECIFICATION".

[15]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols; Stage 3".

[16]
GSM 08.18: "Digital cellular telecommunication system (Phase 2); General Packet Radio Service (GPRS); Base Station System (BSS) - Serving GPRS Support Node (SGSN); BSS GPRS Protocol (BSSGP)".

[17]
IETF RFC 2903: "Generic AAA Architecture".

[18]
IETF RFC 2138: "Remote Authentication Dial In User Service (RADIUS) ".

[x]
3GPP TS 32.632: "Telecommunication management; Configuration Management (CM); Core Network Resources Integration Reference Point (IRP); Network Resource Model (NRM); Information Service (IS)".
[y]
3GPP TS 28.702: "Telecommunication management; Core Network (CN) Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)".
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