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1
Decision/action requested

This is a pCR to TR Study of Inter-PLMN PS domain online charging, Architectures aspects  
2
References

[1]
TR 32.343 Study on Inter-PLMN PS domain online charging

[2]
TS 23.401: "GPRS Enhancements for E-UTRAN Access".
[3]
TS 23.203: "Policy and Charging Control Architecture".
3
Rationale

This pCR proposes to introduce the baseline Architecture used for Inter-PLMN PS domain online charging.   

4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.842  

	First change


4.1.1
Local Breakout Roaming Architecture 

For configuration with Gy between OCS residing in HPLMN and PCEF located in PGW VPLMN, for Local Breakout Roaming, the following are the two Architecture References: 

The Evolved 3GPP Packet Switched Domain Roaming Architecture for local breakout defined in TS 23.401[208], and copied below:  
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Figure 4.1.1-1: Roaming architecture for local breakout, with home operator's application functions only

And the Policy and Charging Control Architecture for Evolved 3GPP Packet Switched domain, Roaming Local Breakout defined in TS 23.203[72] and copied below:    
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Figure 4.1.1-2: Overall PCC architecture for roaming with PCEF in visited network (local breakout) when SPR is used

NOTE: Either SPR or UDR is used in this architecture.  

	Next change


4.1.2
Mobile - Fixed Broadband Access Convergent scenario Roaming Architecture 
For configuration with Gy between OCS residing in HPLMN and PCEF located in IP-Edge fixed broadband access owned by a Convergent fixed-mobile VPLMN, the Architecture Reference is defined in TS 23.203[72] Annex.S and copied below:   
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Figure 4.1.2-1: PCC Reference architecture for Fixed Broadband Access convergence (roaming) when SPR is used

NOTE: Either SPR or UDR is used in this architecture.  

	End of changes
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BBF defined Fixed Broadband Access 
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