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	First modification


4.3.3
EUtranGenericCell
4.3.3.1
Definition

This abstract IOC represents the common properties of an E-UTRAN generic cell. For more information about cells, see 3GPP TS 23.401 [9]. 

4.3.3.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	cellLocalId
	M
	M
	M
	-
	M

	cellSize
	M
	M
	M
	-
	M

	plmnIdList
	M
	M
	M
	-
	M

	tac
	M
	M
	M
	-
	M

	pci
	M
	M
	CM
	-
	M

	pciList
	CM 
	M
	M
	-
	M

	maximumTransmissionPower
	M
	M
	CM
	-
	M

	referenceSignalPower
	M
	M
	M
	-
	M

	pb
	M
	M
	M
	-
	M

	partOfSectorPower
	CM
	M
	M
	-
	M

	relatedTmaList
	CO
	M
	-
	-
	M

	relatedAntennaList
	CO
	M
	-
	-
	M

	relatedSector
	CM
	M
	-
	-
	M

	cellResvInfo
	CM
	M
	M
	-
	M

	allowedAccessClasses
	M
	M
	M
	-
	M

	isChangeForEnergySavingAllowed
	CM
	M
	M
	-
	M

	operationalState (see Note 1)
	CM
	M
	-
	-
	M (see Note 2)

	administrativeState (see Note 1)
	CM
	M
	-
	-
	M (see Note 2)

	availabilityStatus (see Note 1)
	CM
	M
	-
	-
	M (see Note 2)

	Note 1: No state propagation shall be implied.

Note 2: The attribute value change is conveyed by the notifyStateChange notification.


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


4.3.3.3
Attribute constraints

	Name
	Definition

	pci CM Write Qualifier
	NM-Centralized PCI assignment (see TS 32.500, ref [15] subclause 6.1.6) is supported.

	pciList CM Support Qualifier
	Either EM-Centralized or Distributed PCI assignment (see TS 32.500, ref [15] subclause 6.1.6) is supported.

	partOfSectorPower CM support qualifier
	The IOC SectorEquipmentFunction is used.

	maximumTransmissionPower CM Write Qualifier
	The IOC SectorEquipmentFunction is not used.

	relatedTmaList CO Support Qualifier
	The IOC SectorEquipmentFunction is not used.

	relatedAntennaList CO Support Qualifier
	The IOC SectorEquipmentFunction is not used.

	relatedSector CM Support Qualifier
	The IOC SectorEquipmentFunction is used.

	cellResvInfo CM Support Qualifier
	The MBSFN Transmission (see TS 36.300, ref[11] subclause 15.3.3) is supported. 

	isChangeForEnergySavingAllowed CM Support Qualifier
	The energy saving functionality is supported and uses distributed architecture.


4.3.3.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC. In addition, the following set of notification, defined in 3GPP TS 32.662 [32], is also valid. 

	Name
	Qualifier
	Notes

	notifyStateChange
	O
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