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1
Decision/action requested

Discuss and approve the post-condition of the Read Use Case.
2
References

3
Rationale

At the last meeting some companies requested to qualify the the post-condition of the read use case as for further study. This contribution proposes to stick to the old proposal and to remove the note.
4
Detailed proposal

	1st Modified Section


5.4
High-level use cases

5.4.1
Use Case: Read planned data from the RPT

	Use case stage
	Evolution/Specification
	<<Uses>>
Related
 use

	Goal 
	The NM reads planned data from the RPT.
	

	Actors and Roles
	The function in the NM requesting to read planned data from the RPT.
	

	Telecom resources
	RPT, NM, SP in the RPT, SC in the NM
	

	Assumptions
	Connectivity exists between RPT SP and the NM SC, so that SP and SC can communicate.
	

	Pre-conditions
	The network is planned and the planned data is stored and available in the RPT.
	

	Begins when 
	The NM SC requests the RPT SP to provide certain planned data stored in the RPT by sending an appropriate request message to the RPT SP.
	

	Step 1 (M)
	The RPT SP receives the request message.
	

	Step 2 (M)
	The RPT processes the request message, identifies the requested planned data and retrieves the requested planned data.
	

	Step 3 (M)
	The RPT SP sends back to the NM SC the requested planned data in a response message.
	

	Ends when
	The NM SC has received the requested planned data.
	

	Exceptions
	The NM SC does not receive the requested planned data. Numerous failure reasons may be indicated.
	

	Post-conditions
	The requested planned data has been returned.

The planned data stored in RPT before and after the exchange of the request/response messages are identical



	

	Traceability
	Requirement REQ-RPT_NRM-CON-001 in clause 5.1
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