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1
Decision/action requested

Propose group to consider and discuss charging in AESE.
2
References

[1]
3GPP TS 23.708 Architecture Enhancements for Service Capability Exposure
3
Rationale

3.1 Backgroud

WID AESE（Architecture Enhancements for Service Capability Exposure）is in processing in SA2, wherein 3GPP system provided service capabilities are exposed to application providers so that providers enhance their user experience.
One possible concluded architecture is as following:
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As defined in above architecture, all service/capability of network entity in 3GPP could be exposed via a unique exposure layer to applications in non-operator domain. SA2 is in charge of specifying architecture requirement and solution. However the definition of APIs is out of scope of SA2 work item, and the existing specification, e.g.OMA API probably is reused.
3.2 Analysis

Two types of impact in charging possibly would be introduced by AESE:
· Charging capability exposed to external provider. As one of 3GPP network services, charging capability, e.g. credit control maybe also valuable is it could be revoked by extenal application. For example, applications may request 3GPP charging system charge end user for experiencing application. As pointed out by incoming LS S5-144094, there is already APIs named “payment API” defined in OMA scope, but the gap between the API and 3GPP charging functionality is unknown. It’s possibly that OMA API is suitable to be reused without any change, or some adjustment is needed before applying.
-
Charging support for AESE. Same with charging support for all other services, the access from external party is chargble. The aspects taken into account in charging could be access times, volume for data transfer, invoked capability type and etc. 
4
Detailed proposal

1. discuss and consider charging in AESE based on above analysis
2. response LS S5-144094 from OMA to continue further coopration, if needed
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