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1
Decision/action requested

Agree to add the basic principles for ProSe Direct Communication based on the contents in TR 32.844.
2
References

[1]
3GPP TS 32.277 v1.1.0 Proximity-based Services (ProSe) Charging
3
Rationale

This is to merge the contents from TR 32.844 into TS 32.277.
4
Detailed proposal

It is proposed that the following changes be incorporated into TS 32.277.

First change
5.2.1.4
ProSe Direct Communication charging

Based on the usage information reported by the UE, the ProSe Functions in HPLMN produces CDRs or reports charging events for CDRs generation by CDF. The CDRs or charging events are generated for the ProSe one-to-many Direct Communication for Public Safety use (PF-DC-CDR). 
When the CDF is implemented as a separate entity (than the ProSe Function), the charging events triggering and handling are described in clause 5.2.2.3.
For ProSe one-to-many Direct Communication charging, either event based charging or session based charging can be used, depending on configuration of the ProSe Function and CDF. 

NOTE: 
The charging session does not correspond to any ProSe one-to-many Direct Communication session, as there is no session concept defined for the group communication in TS 23.303 [238].  
When a charging event is reported to the CDF, it includes relevant information as listed in clause 5.1.2. 

The following chargeable events are defined for ProSe one-to-many Direct Communication charging:

- 
Received Direct Communication Usage Report (for a group). 

If event based charging is used, upon this event, a Charging Data Request[Event] for a specific group is generated.  

If session based charging is used, either a Charging Data Request[Start], Charging Data Request[Interim], or Charging Data Request[Stop] for a specific group is generated. 
The triggering conditions for the corresponding charging events are defined in clause 5.2.2.3.1.
End of changes
