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1
Decision/action requested

The group is asked to discuss and agree on the proposed text change.
2
References

[1]
TR 32.842 Telecommunication management; Study on network management of Virtualized Networks
3
Rationale

This contribution proposes a concept of VNFM Ensemble and one possible deployment scenario.
4
Detailed proposal

	1st proposed change


7.1
Management architecture
7.1.X 
VNFM Ensemble 
The VNFM Ensemble identifies a set of entities and functional blocks in that, from the standard compliance view:

a)
The interactions between members of the Ensemble are not visible to NM, NFVO, VIM and NFVI. and; 

b)
The interactions between the Ensemble and external (to Ensemble) entities and functional blocks are visible.

The Figure 1 below identifies members of the VNFM Ensemble.

The members 
of the Ensemble are from the same vendor/provider. 
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Figure 7.1.x-1 VNFM, EMS and VNF as one package (called a VNFM Ensemble) in mixed network
The VNFM Ensemble can be used in many deployment scenarios, one of which is illustratred below.
In this deployment scenario, the interfaces supporting multi-vendor configuration from the perspective of the VNFM Ensemble are: Itf-N, Or-Vnfm, Vi-Vnfm. 









Figure 7.1.x-2 Multi-vendor Interoperability interfaces
The considerations for the use of VNFM Ensemble are:

· To provide a migration path which minimizes the level of disruption of service when introducing virtualized entities (functional blocks) into operator’s networks, whereby existing network management processes and tools can be reused.

· Assembling EM with VNFM would allow the use of the same set of network management processes and tools to manage non-virtualised and virtualised network functions.

· Assembling EM, VNFM, VNF and NE (PNF) would allow leveraging vendor’s expertise on assembling existing EM and NE to coordinate with the new required VNF and VNFM functionality.

· Support of this ensemble would focus towardsinteroperability of one vendor’s VNFM with other vendors VIMs and NFVOs. 

	End


Or-Vnfm





Os-Ma-nfvo





 NFVO





 NM





Itf-N





Or-Vi











 EM+VNFM





VIM





Vi-Vnfm





 VNF





Nf-Vi





NFVI





 EM+VNFM





Os-Ma-nfvoVe-Vnfm-vnf





Os-Ma-nfvoVe-Vnfm-em








