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First Change
6.x
Bindings for ProSe offline charging

This clause aims to describe the mapping between the Diameter Accounting AVP and CDR parameter for ProSe offline charging.

Table 6.x.1 describes the mapping of the Diameter Accounting AVP to the CDR parameter of PF-DD-CDR, PF-ED-CDR and PF-DC-CDR in ProSe offline charging. 

Table 6.x.1: Bindings of CDR parameter, Information Element and AVP
	CDR parameter
	Information Element
	AVP

	
	Service Information
	Service-Information

	
	ProSe Information
	ProSe-Information

	Announcing UE HPLMN Identifier
	Announcing UE HPLMN Identifier
	Announcing-UE-HPLMN-Identifier

	Announcing UE VPLMN Identifier
	Announcing UE VPLMN Identifier
	Announcing-UE-VPLMN-Identifier

	Monitoring UE HPLMN Identifier
	Monitoring UE HPLMN Identifier
	Monitoring-UE-HPLMN-Identifier

	Monitoring UE VPLMN Identifier
	Monitoring UE VPLMN Identifier
	Monitoring-UE-VPLMN-Identifier

	Monitored PLMN Identifier
	Monitored PLMN Identifier
	Monitored-PLMN-Identifier

	ProSe Function ID
	ProSe Function ID
	ProSe-Function-ID

	Role of ProSe Function
	Role of ProSe Function
	Role-Of-ProSe-Function

	ProSe Application ID
	ProSe Application ID
	ProSe-App-Id

	Application ID
	Application ID
	ProSe-3rd-Party-Application-ID

	ProSe Event Type
	ProSe Event Type
	ProSe-Event-Type

	Direct Discovery Model
	Direct Discovery Model
	ProSe-Direct-Discovery-Model

	ProSe Function IP Address
	ProSe Function IP Address
	ProSe-Function-IP-Address

	Validity Period
	Validity Period
	ProSe-Validity-Timer

	Role of UE
	Role of UE
	ProSe-Role-Of-UE

	ProSe Request Timestamp
	ProSe Request Timestamp
	ProSe-Request-Timestamp

	PC3 Control Protocol Cause
	PC3 Control Protocol Cause
	PC3-Control-Protocol-Cause

	Monitoring UE Identifier
	Monitoring UE Identifier
	Monitoring-UE-Identifier

	Requestor PLMN Identifier
	Requestor PLMN Identifier
	Requestor-PLMN-Identifier

	Requestor Application Layer User ID
	Requestor Application Layer User ID
	Origin-App-Layer-User-Id

	WLAN Link Layer ID
	WLAN Link Layer ID
	WLAN-Link-Layer-Id

	Requestor EPC ProSe User ID
	Requestor EPC ProSe User ID
	Requesting-EPUID

	Requested Application Layer User ID
	Requested Application Layer User ID
	Target-App-Layer-User-Id

	Requested PLMN Identifier
	Requested PLMN Identifier
	Requested-PLMN-Identifier

	Time Window
	Time Window
	Time-Window

	Range Class
	Range Class
	ProSe-Range-Class

	Proximity Alert Indication
	Proximity Alert Indication
	Proximity-Alert-Indication

	Proximity Alert Timestamp
	Proximity Alert Timestamp
	Proximity-Alert-Timestamp

	Proximity Cancellation Timestamp
	Proximity Cancellation Timestamp
	Proximity-Cancellation-Timestamp

	Reason for Cancellation
	Reason for Cancellation
	ProSe-Reason-for-Cancellation

	PC3 EPC Control Protocol Cause
	PC3 EPC Control Protocol Cause
	PC3-EPC-Control-Protocol-Cause

	Change Condition
	Change Condition
	Change-Condition

	ProSe UE ID
	ProSe UE ID
	ProSe-UE-ID

	Source IP address
	Source IP address
	ProSe-Source-IP-Address

	Layer2 Group ID
	ProSe Layer-2 Group ID
	Layer-2-Group-ID

	ProSe Group IP multicast addresses
	ProSe Group IP multicast addresses
	ProSe-Group-IP-multicast-addresses

	Cause for Record Closing
	Cause for Record Closing
	ProSe-Change-Condition

	ProSe Function PLMN Identifier
	ProSe Function PLMN Identifier
	ProSe Function-PLMN-Identifier

	-
	PS Information
	PS-Information

	Node Id
	Node Id
	Node-ID

	User Location
	User Location Info
	3GPP-User-Location-Info

	Charging characteristics
	Charging characteristics
	3GPP-Charging-Characteristics

	Charging Characteristics Selection Mode
	Charging Characteristics Selection Mode
	Charging-Characteristics-Selection-Mode

	Direct Communication Data Container
	Direct Communication Data Container
	ProSe-Direct-Communication-Data-Container

	Local Sequence Number
	Local Sequence Number
	Local-Sequence-Number

	Time of First Usage
	Time of First Usage
	Time-First-Usage

	Time of Last Usage
	Time of Last Usage
	Time-Last-Usage

	Change Time
	Change Time
	Change-Time

	Coverage status
	Coverage status
	Coverage-status

	User Location Information
	User Location Information
	3GPP-User-Location-Info

	Data Volume Transmitted
	Data Volume Transmitted
	Accounting-Output-Octets

	Data Volume Received
	Data Volume Received
	Accounting-Input-Octets

	Service Change Condition
	Change Condition
	Change-Condition

	VPLMN Identifier
	VPLMN Identifier
	Visited-PLMN-Id

	Usage information report timestamp
	Usage information report timestamp
	Usage-Information-Report-Timestamp

	-
	IMS Information
	IMS-Information

	Record Type
	Node Functionality
	Node-Functionality
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