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1
Decision/action requested

Approval
2
References

[1]
3GPP TR 32.838 V1.3.0 (2014-11) Gap analysis between 3GPP SA5 specifications and NGMN Top Operational Efficiency (OPE) Recommendations
[2]

NGMN Top OPE Recommendations V1.0 http://www.ngmn.org/uploads/media/NGMN_Top_OPE_Recommendations_1.0.pdf 

3
Rationale

Fill the tables 7.1.3-7.1.9 in [1].
4
Detailed proposal

	1st modified section


Table 7.1.3
	"Network and Management System should provide possibility to configure certain break points for SON Operations, allowing the operator for manual intervention to proceed with the logic, or to halt / abort it."

	Relevant 3GPP specifications:

 TS 32.501, 32.502
	Support status
Partially supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	The functionality of break points (“stop points”) is specified in  TS 32.501, 32.502, applicable to self-configuration only 
	None
	None
	Closed


Table 7.1.4
	"Network and Management System shall be synchronized in real time with SON initiated network changes. Notifications shall also be available real-time via the CM Northbound Interfaces to NMS."

	Relevant 3GPP specifications:

 TS 32.301, 32.302 
	Support status
Supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	In case  when distributed SON is changing a parameter, notifications can be configured via the CM Northbound Interface to inform the NM layer of the change according to TS 32.301, 32.302 and related CM specifications.
	None
	None
	Closed


Table 7.1.5
	"Network and Management System should provide a valuable Reporting Suite for SON activities."

	Relevant 3GPP specifications:

None
	Support status
Not Applicable 

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Operations or interfaces for Reporting Suite SON activities, are not specified 
	None
	None
	Closed


Table 7.1.6
	"Network and Management System shall fully support SON as defined in 3GPP standards, inclusive CM Northbound Interface 3GPP BulkCM IRP (CORBA or SOAP based)."

	Relevant 3GPP specifications:

None
	Support status
Not Applicable

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Conformance of Network and Management System implementations to 3GPP standards is out of scope of 3GPP
	None
	None
	Closed


Table 7.1.7
	"Provide an open Northbound Interface for all SON related parameters for interoperability with 3rd party tools."

	Relevant 3GPP specifications: 
TS  28.658, 32.425
	Support status
Supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	A set of parameters was introduced in TS 28.658  6.3.25 which contains the definition of the IOC EUtranCellNMCentralizedSON. All SON parameters defined in SA5 are available over open Northbound Interface.
	None
	None



	Closed


Table 7.1.8
	"Network and Management System should be able to request or report the SON related changes for statistical analysis and historical view."

	Relevant 3GPP specifications:

None
	Support status
Supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	
In case  when distributed SON is changing a parameter, notifications can be configured via the CM Northbound Interface to inform the NM layer of the change
	None
	None
	Closed


Table 7.1.9
	"It shall be possible to customize SON policies. On the one hand, there shall be flexibility to adjust the SON functionality to the Operator's recommendations. On the other hand, customization shall be a simple process to minimize the manual effort required"

	Relevant 3GPP specifications:


	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	





	
	
	


	End of modified sections


