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	Reason for change:
	MC services require only a subset of IMS service continuity procedure defined TS 23.237.
The current text in TS 23.280 is not specific on which procedures from TS 23.237 are required and must be mandated for MC services to be continued when changing from on-network access to UE-to-network relay access.
List of TS 23.237 procedures required for MC service continuity: 
6.2.1.3
Originating sessions that use only PS media flow(s)
6.2.2.3
Terminating sessions that use only PS media flow(s)
6.3.1.5
Remote Leg Update
6.3.2.2.1
PS-PS Access Transfer with full media transfer

	
	

	Summary of change:
	The CR outlines the mandatory procedures required from TS 23.237 for mission critical services continuity (access transfer from on-network to UE-to-network Relay).

	
	

	Consequences if not approved:
	It remains unclear which IMS service continuity functionality is required for mission critical services from TS 23.237.
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* * * Start of Change * * *
5.1.1
Service continuity

Several service continuity procedures shall be supported to allow access transfer between on-network MC service and UE-to-network relay MC service as specified in 3GPP TS 23.237 [10], for all MC service calls:
· Originating sessions that use only PS media flow(s)

· Terminations sessions that use only PS media flow(s)

· Remote Leg Update

· PS-PS Access Transfer with full media transfer
The MC service UE, prior to going out of E-UTRAN coverage, should attempt to make use of a ProSe UE-to-network relay to support service continuity.

* * * End of Change * * *
