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1. Introduction
This pCR is to address the editor's note in the subclause 7.2.6.2 to evaluate the solution for "Authentication between the API invoker and the CAPIF core functions".
2. Reason for Change
The proposed evaluation is based on the solution that is described in subclause 7.2.6.1.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.722 V0.3.0.
* * * First Change * * * *

7.2.6
Solution 6: Authentication between the API invoker and the CAPIF core functions
7.2.6.1
Solution description

7.2.6.1.1
General

The solution corresponds to the key issues and requirements for authentication between the API invoker and the CAPIF core functions.

7.2.6.1.2
Procedure

Figure 7.2.6.1.2-1 illustrates the procedure for authentication between the API invoker and the CAPIF core functions.

Pre-conditions:

1.
API invoker is onboarded with the CAPIF core functions and the API invoker profile is created.
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2. Identity verification

1. Authentication request

3. Authentication response


Figure 7.2.6.1.2-1: Procedure for authentication between the API invoker and the CAPIF core functions

1.
The API invoker triggers authentication request to the CAPIF core functions, including the identity confirmed after successful onboarding.

2.
Upon receiving the authentication request, the CAPIF core functions verifies the identity with the API invoker profile.

3.
The CAPIF core functions returns the result of API invoker identity verification in the authentication response.

NOTE:
CAPIF core functions can share the information required for authentication of the API invoker at the AEF.

7.2.6.2
Solution evaluation


This solution allows the API invokers to get authenticated with the CAPIF core functions and CAPIF core functions sharing the required authentication information with AEF.
* * * Next Change * * * *

<Proposed change in revision marks>
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